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Introduction ^ 



Thank you very much for purchasing the Panafax UF-550/770. 

The UF-550/770 is one of the most advanced models in the Panafax family of G3 compatible, desktop facsimile 
machines. 

Some of its many features are 
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1. Plain Paper Printing 



2. Quicic Scanning 



3. Easy IMaintenance 

4. IMemory Function 



5. Dual Access 
Operation 

6. iUluitiple LOGO 



7. Department Code 



8. View iHode 



Plain paper printing nwans you can easily write on received documents 
with a pen or pencil. Documents do not curi, making filing easier. In 
addition, plain paper does not fade, making It kleal for long term storage 
of important documents. 

The UF-550/770 Quick Scan speeds up the fax process by scanning and 
storing documents into memory in about 2,8 seconds* per page, ('uf-sso 
: 6 seconds) 

This means that you no longer have to wait around until a transmission is 
completed before retrieving your documents. 

Maintenance requires only changing a toner cartridge, making It quicker 
and easier than with other types of plain paper fax machines. 

A standard image memory feature allows you to store up to standard 70* 
pages into the document memory. After the UF-55Q/770 stores your 
documents, it can send them to selected statk)n(s) automatteally. You do 
not have to wait until the transmission ends before retrieving your 
originals. ('UF-550: 12 standard pages) 

The UF-550/770 can reserve the next transmission even during reception 
or menrory transmission. It can also receive during document storage. 

The UF-770 can select from Multiple LOGOs which are printed on the 
Header of each page sent, Cover Sheet, COMM. Journal and Individual 
XMT Journal. 

This feature allows multiple departments to share the same facsimile 
machine. When a department code is assigned to each department, the 
Transaction Joumal will be sorted by each department number. 

Your machine has been equipped with a View function which allows you 
to view the contents of the Joumal and File List on the LCD display without 
having to print them. 

With a little practice, anyone can ieam how to use the most popular 
features of the UF^Q/770. 

This User's Guide will help you to use your UF-550/770 quickly and easily. 
The Table of Contents shows where to find information on each feature. 
Although we recommend that you review each section briefly, it will only 
be necessary to read the sections that contain the feature(s) you will be 
using. 
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► Function Key 



Any function can be started by first pressing I FUNCTION 
H or E scroll key repeatedly until the desired function 

K1 ) Deferred Communication 
^ 1 = XMT 
2 = Polling 

K2 ) Relayed Transmission 
(see Note) 



and then enter the function number, or by pressing 
appears on the display. 



FUNCTION 

r 



KD 



Polling 

1 = Polling 

2 = Polled 



File Transmission 

[UF-770 only] 

1 = Store File 

2 = Send File 

3 = Delete File 
4= Print RIe 



Confidential Communication 

1 =XMT 

2 = Polling 

3 = Polled 

4 = Print 

5 = Delete 



Printout 

1 = Joumal (Print/View) 

2 = One-Touch/Abbreviated/ 

Directory Search List 

3 = Program List 

4 = Fax Parameter List 

5 = Not used 

6 = individual XMT Joumal 

7 = Directory Sheet 



FUNCTION 



1-^ 



-® 



Set Mode 

1 = User Parameters 

• Date & Time 

• Logo 

• Character ID 

• ID Number (Fax Telephone Number) 

2 = One-Touch/Abbreviated Numbers 

3 = Program Keys 

4 = Fax Parameters 

5 = Relayed XMT & Conf . Comm. Parameters 

(see Note) 
6 = Cleaning Printer Roller 



Select Mode 

1 = Communication Joumal = OFF/ON/INC 

2 = OMR-XMT = OFF/ON 

3 = Cover Sheet = OFF/ON 

4 = Password-XMT = OFF/ON (see Note) 

5 = RCV to Memory = OFF/ON/PRINT 

Edit File Mode 

1 = File List (PrintA/iew) 

2 = Change Time/Station 

3 = Delete File 

4 = Print File 

5 s Add Document 

6 = Retry Incomplete File 



m 



Note: If Fax Parameter is not preset to Valid position, which enables you to use the function, the (Sspiay will not 
show the function. 
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External View 



Handset 

[UF-770: standard. (Depending of the country 
wrslon, the Handset is not standard. ) 
UF'SSO: Available as an option. See page 169} 



Document Guides 



Control Panel 



Document Trays 




Document Sub Tray 
Printer Cover 



Recordlng Paper Cassette 
(Standard) 



250 sheets Recording Paper Cassette 
/AvaifaMeasanopfon. Seepage 169} 



500 sheets Recording Paper Cassette 

[Available as mopthn for UF-770 only. See 
page 169] ' 



H Hote: f'or some countries, the handset may mt be availabh because of the 



► Control Panel 



LCD Display 

Indicates date and time, or the current 
operation. 



□ ON LINE 



TONER 



□ ALARM 



Blinks when the machine is 
transmitting a document or 

receiving. 

Blinks when the toner has 
run out. 
(see page 16) 



Blinks when trouble occurs, 
(see page 158) 




One-Touch Keys (01-32*) 
Used for One-Touch Dialling. 
(•UF-550: 01-24, see page 47 and 52) 
Program Keys (P1-P8*) 
Used to record long dialling procedures 
or Group Dialling Number keys. 
{*UF-550: P1-P4, see page 70 to 75) 
Character K«ys 

The One-Touch Keys and Program 
Keys also serve as character and 
symbol input keys which are used to 
record your LOGO and station name. 
The character key template is printed 
on the panel under the directory sheet 
cover. 



Directory Sheet 
Overlay 


















"y^'-y^ 


-y^^-y^^Yi^Yy): 


-y^ryoi 




"^y i^y 1 


\"y\"-/. r 

1 / • i X 1 1 SPACE 


P»IJPPEB-| 



Note: Whenever One-Touch keys are 
changed to the character key mode (to 
record your LOGO and station names), 
use the UPPER/LOWER key to switch 
J)etween upper and lower character set. 



=3 DARKER 


a S-FINE 


a FAST 




a LIGHTER 
CONTRAST 

r „.j 


C3 FINE 
RESOLUTION 


C=i QUALITY 
HALFTONE 


STAMP 


1 -1 


L-.. I 


1 1 


< 


> 


V 


A 



MEMORY 


FUNCTION 







DIRECTORY 
SEARCH 



01 


02 


03 


04 


05 


06 


07 


oe 


09 


10 


11 


12 


13 


14 


15 


16 


17 


IB 


19 


20 


21 


22 


23 


24 


i& 


26 


27 


7f, 


29 


30 


31 


32 


PI 


P2 


P3 


P4 




PS 


PS 


P7 


PB 
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Control Panel 



1 



CONTRAST 



HALFTONE 
I I 



MEMORY 
■ ' 



Used to set Normal, Lighter, or Darker, (see 
page 41) Also serves as an arrow key (<) to 
move the cursor over recorded numbei^ and 
characters. 

Provides OFF, QUALITY or FAST settings 
for halftone documents, {see page 42) 
Also used for the following 

• Search station name for Directory 
Search Dialling 

• Confirm entered station for multi-station 
communication. 

• Select functions. 



Used to select either memory or direct 

communication. 

(see page 44 to 54) 



RESOLUTION 



STAMP 



Used to set Standard, Fine, Super-Fine, 
(see page 41) Also serves as an arrow key 
(>) to move the cursor over recorded 
numlsers and characters. 

Used to turn the verification stamp ON or 
OFF (see page 42) 
Also used for the following 

• Search station name for Directory 
Search Diailing 

• Confinn entered station for multi-station 
communication. 

• Select functions. 



FUNCTION 

I I 



DIRECTORY 
SEARCH 



Used to start or select the function and 
sub-functions. Those functions are 
explained In detail on the next page. 

Used to search for a station name 
(see page 49 and 54) 



PAUSE/ 
HEDIAL 



SPACE 
ABBR 



SUB-ADDR 
FLASH 



Used to enter a pause when recording or 
dialling a telephone number, or to redlal the 
last dialed number, (see page 59) 

Used to start Abbreviated Dialling, 
(see page 48 and 53) 

Used to access some features of your PBX. 



VOL 

CLEAR 



VOi— * 
SET 



MONITOR 



Used to erase the previously entered input. 
Also used to adjust the monitor and ringer 
volume, (see page 24) 

Used to set operations. Also used to adjust 
the monitor and ringer volume, 
(see page 24) 

Used to start Qn-Hook Diatling or to make 
voice contact request, 
(see page 56) 




Used for (Manual Number Dialling, 
recording phone numbers, and selecting 
functions. 



Used to temporarily change Dialling Mode 
to Tone when Pulse mode is set. 



Used to confirm current communication 
modes (e.g. Page number, ID, Dialed 
Telephone number. File number) when unR 
is ON LINE. 




Used to cancel operations. When it is 
pressed, the machine will return to standby. 

Used to make copies, 
(see page 64) 



Used to start operations. 
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► Safety Information 



AWARNING 



This product complies with the requirements of EC Council Directives 73/23/EEC amended bv 93/68/EEC and 
89/336/EEC amended by 92/31/EEC and 93/68/EEC. »*«vcc^, ana 

denotes a potential hazard that couid result in serious injury or death. 

* L?Me?M^!^^ ^^^^ ^ ^^'^ EXPOSE THIS PRODUCT TO RAiN OR ANY TYPE OF 

* GROUNDED^ POSSIBILITY OF SHOCK OR DAMAGE TO THE MACHINE. IT MUST BE PROPERLY 



. THIS PRODUCT CONTAINS HAZARDOUS RADIATION. IF YOU DO NOT FOLLOW THESE 
INSTRUCTIONS OR USE CONTROLS, MAKE ADJUSTMENTS OR PROCEDURES OTHER THAN THOSE 
SPECIFIED HEREIN, YOU MAY EXPOSE YOURSELF TO HAZARDOUS RADIATION 

* Z)'be1asTy^AcL'eSsIbLE°'^'™^'^' ™^ SOCKET-OUTLET SHOULD BE NEAR THE EQUIPMENT 

' If'o ™" "^"^ MACHINE IS INSTALLED IN A SPACIOUS OR WELL-VENTILATED ROOM SO 

fx^,o SIZS."^'^''"^^ ™^ *»^°^NT OF OZONE IN THE AIR. SINCE OZONE IS HEAV ER fflAN AIR 
IT IS RECOMMENDED THAT AIR AT FLOOR LEVEL BE VENTIUTED. "^"vieH i main aih, 

. PLUG POWER SUPPLY CORD INTO ORDINARY AC OUTLET BEFORE CONNECTING TELEPHDMP 
FROM AC Ol^f^"""^'''' ''^'^'''^^ "-"^^ BEFORE UNPLUGGING TOWER^^^^^^^ 

* I?!!!;?,^^!'^"^ '^"^ EQUIPMENT IMMEDIATELY SHOULD IT EVER SUFFER PHYSICAL DAMAGE 
WHICH RESULTS IN THE INTERNAL PARTS BECOMING ACCESSIBLE IN NORMAL USE IN tSs 
INSTANCE USERS SHOULD HAVE THE EQUIPMENT REPAIRED OR DISPOSE OF 

* nJlll^^^E^ ^^^^'^'^ TELEPHONE LINE CORD OF THIS EQUIPMENT ARE 



ACAUTION 



1 When you Icnow that a thunderstomi is coming, we recommend that you: 

(1) Unplug the telephone line cord from the phone jack. 

(2) Turn off the power and unpiug the power supply cord from AC outlet. 

^ I^mected ^thl s^^ hand-over of a call to or from a telephone 

3 The operation of this equipment on the same line as telephones or other equipment with audible warning 
o';f "tomatic nng detectors will give rise to bell tinkle or noise and may cause false tripping of the ring 
detector. Should such problem occur, the user is not to contact telecom (telephone company) faults service 
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Safety Information <4 



A CAUTION 




denotes hazards that could result in minor Injury or damage to the machine. 

Do not install the machine near heating or air conditioning unit. 




Avoid exposure to direct sunlight. 




Install the machine on a flat surface, leave at least 10 cm of space 
between the machine and other objects. 










Do not block the ventilation openings. 



Do not place heavy objects, or spill liquids on the machine. 
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► Main Unit and Accessories 



Unpack the carton and check that you have all the accessories Illustrated. 
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Installing the Accessories ^ 




Handset Cradle [AvailableasanOptlonCUF-SSO)] 
Hook the projections into the square holes on 
the machine. 

Connect the cable Into the HANDSET lack on 
the machine. 

Handset 

[Available as an Option (UF-550)] 



Document Trays 

Hook the projections into the square 
holes on the machine. 




Handset Cable 

[Available as an Option (UF-550)] 



ffl 



Note: For some countries, the handset may not be available because of the country's regulation or specification. 
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► Installing the Toner Cartridge 




Unpack the Toner Cartridge and rock It back 
and forth as shown for 5 or 6 times to even the 
toner inside. 



Remove the protective seal. 



Push the Release Button to open the Printer 
Cover. 



Continued on the next page. 
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Installing the Toner Cartridge 




Align the arrow and the projection on both sides 
as shown and Insert the Toner Cartridge into the 
machine. 





Printer Cover 



Close the Printer Cover firmly. 



nnn°H nrin«!n '"I^H*^^^^^ ^f^^^^' " ^^"^r^6B<i to Clean the Printer Roller to maintain 
good pnnting quality. To clean the Printer Roller, follow the procedure on page 1 61 . 
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► Loading the Recording Paper 



Paper Specifications 

In general, most bond papers will produce excellent results. Most photocopy papers will also work very well 
There are many "name" and "generic" brands of paper available. We recommend that you test various papers 
until you obtain the resutts you arB looking for. For detailed recommended paper specifications, see page 
168. ' ^ 



How to Load the Recording Paper 

1 





Paper width Clip 




Paper Width Guide 



Slide out the Paper Cassette from the machine. 



Adjust the Paper Length Guide to the proper 

paper size (A4, LTR, or LGL). 

For LGL size paper, remove the Paper Length 

Guide and store it in the provided slot in the front 

left skle of the Paper Cassette. 

If reloading the same size of paper, skip the 

step 2 and 3. 



Adjust the Paper Width Guide and Clip to the 
proper paper (A4, or LTR/LGL). 
The factory default for the Paper Wktth Guide 
and Clip are on A4 position. For LTR/LGL paper 
size, adjust by following the steps below. 
(D Replace the Paper Width Guide into the 

proper slot (A4 or LTR/LGL). 
(D Release the Paper Wkith Clip latch. 
@ Pull upwards to remove the Paper Width 

Clip. 

@ Replace the Paper Width Clip into the A(A4) 

or L(LTR/LGL) slot. 
® Push down on the Paper Width Clip to latch 

it in place. 



18 



Loading the Recording Paper 





(D Recording Paper 




Paper Cassette 



CD Release the hook and remove the Paper 

Size Selector. 
(D Rotate the Paper Size Selector until the 

appropriate setting marked on the 

Selector is facing upward and the wording 

is upright. 
(D Reinstall the Paper Size Selector. 

[For UF-550] 

There is no paper size selector on the paper 
cassette. Refer to page 22 for the Recording 
Paper Size Setting. 

0 Push the Pressure Plate until it is locked 

down. 

(2) Load the paper into the Paper Cassette. 

Cautton: Make sure that the paper is set 
under the clips of the Paper 
Cassette. You can k)ad about 
250 sheets with standard weight 
paper (20 lb. or 75 g/m^). For 
paper specification see 
page 168. 

(g) Set the proper paper size label. 

Slide the Paper Cassette into the machine. 



IXlAtote; I.TheRecordingPaperSizesemngmustmatchthepapertoadedhthecass^^ Se0page22 

^' ^^"''"fj^f^"'^^ tfoiher size of paper (B4,B5 

AS) IS used, your machine may not print property. 
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► Connecting the Telephone Line Cord and Power Cord 

■ Telephone Line Cord 

Plug one end of the telephone line cord into the telephone jack supplied by the telephone company and the 
other end into the LINE jack on the rear of the machine. 




Telephone Line Cord (Attachment) 



■ Power Cord 

Plug one end of the power cord into an ordinary AC outlet and the other end into the receptable on the 
of the niachine. 

Warning : This apparatus must be properly grounded through an ordinary AC outlet. 




Power Cord (Attachment) 



a 



Note: 



1. Your machine uses little power and you shoukJ keep HON at all times. If the power is turned OFF for too iona 
the contents of the memory may be lost. 

2. UF-770 has 2 separate rechargeable batteries to preserve the memory contents in case of a short term 
power failure. One for the machine parameters (such as LOGO, ID Number. Auto-dialer Telephone 
Number, etc.) which can back up for 10 days and the other one for the document memory, which can back 
up for 1 hour when fully charged. 

UF~550 has a rechargeable battery to presen/a the machine parameters only for up to 10 days when fullv 
charged. ' 

3. The built-in rechargeable batteries require 48 hours to be fully charged in the machine. 
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Connecting the Telephone Line CotxJ and Power Cord 




■ Power Switch 

After connecting all cords, 
turn the power switch ON. 
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► Setting the Recording Paper Size 



[For UF-550 only] 



The Recording Paper Size setting must match the paper loaded in the cassette. If you change the Recording 
Paper Size, please change the setting by foilowing the procedure below. 



1 FUNCTION ( 7 



2 



3 




A \ SET 




2) (3 




SET 





or 
2 




or 
3 




for A4 size paper. 



for Letter size paper. 



for Legai size paper. 



SET MODE (1-6 
ENTER NO. OR V A 



PAX PARAMETER (01-99) 
N0.=| 



23 REC. PAPER SIZE 
1:A4 



23 REC. PAPER SIZE 
1:A4 



or 



23 REC. PAPER SIZE 
2: LETTER 



3 



or 



23 REC. PAPER SIZE 
3 : LEGAL 
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Setting the Dialling Method (Tone or Pulse) 

Yourmachine can operate witheitheroflwodialling methods frone or Pulse), deperKlIng on the tVMrt 
line you are connected toJf you need tochangethedialling method toToneorPulse, follow the pro^ 

1 FUNCTION 



2 



3 



4 




4 1 SET 





SET 





for Pulse. 



or 
2 




for Tone. 



SET MODE (1-6 
ENTER NO. OR V A 



FAX PARAMETER (01-99) 
N0.=| 



06 DIALLING METHOD 
2:T0NE 



06 DIALLING METHOD 
1: PULSE 



or 



06 DIALLING METHOD 
2 : TONE 



5 



SET 
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► Adjusting the Volume 



You can adjust the monitor and ringer volume on your machir>e. The built-in speaker enables you to hear the 
dial tone, dialling signals, and busy tone. The ringer sounds when your machine receives a call. 



Setting the Monitor Volume 

MONITOR 



1 



2 



J 



You will hear the dial tone through the speaker. 



VOL — 

CLEAR SET 



repeatedly to raise the volume. 



or 



MONITOR * 



MONITOR VOLUME j 
HIGH 



3 



VOL — * 

CLEAR SET 



repeatedly to lower the volume. 



MONITOR 



MONITOR VOLUME 

LGW [ 1 high! 



Setting the Ringer Volume 
^ standby 



2 



VOL— + 

CLEAR SET 



repeatedly to raise the volume. 



or 



08-MAR-1997 15:00 



00% 



RINGER VOLUME 

(((( a )))) 



3 



VOL— + 

CLEAR SET 



repeatedly to lower the volume. 




RINGER VOLUME 

a 



m 



Note: You can also adjust the volume of the key touch tone and the volume of the buzzer in Fax Parameter No 
10 (KEY/BUZZER VOLUME), (see page 35) amHwivo. 
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User Parameters 

vnM H ""''^ machine has several basic settings (User Paranretere) to help you keep records of the documents 
you send or receive. For example, the buiit-in clock keeps the current date and ZeluTyour LOGO^^^^ 
Number help to identify you when you send or receive documents. ^ 

If a power failure occurs, a buiit-in battery will back up this infomiation for up to 10 days when it Is fully charged. 
Setting the Date and Time 

A. stendby the display will show the date and time. Once the standby display Is set. « will automatically be 
1 



FUNCTION 




SET MODE 


{1-6)1 


ENTER NC . C 


R V .A 1 



2 




Ituser parameters? 
press set to select 



3 



SET 



DATE & TIME 

lL-01-1997 00:00 



Enter the new date and time. 

Ex: ®(D Date 

®(3) Month 

®(D(D® Year 

®®®® Time 



:08th 
: March 
11997 
: 3:00 PM 



if you make a mistake, use H or H to move the cursor to 
the incorrect number and enter the new numl>er over it. 



DATE & TIME 

08-03-1997 15:00 



5 



SET 
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► User Parameters 



Setting Your LOGO 

When you send a document, your LOGO appears on the top of the copy printed out at the other station. 
The LOGO helps to identify you to someone who receives your document 



1 



FUNCTION 




SET MODE (1-6) 
ENTER NO. OR V A 




1:USER PARAMETERS? 
PRESS SET TO SELECT 



3 



SET 



■J^^— ' repeatedly until display shows; 



LOGO 



4 Enter your LOGO (max. 25 characters and digits) by using 
the Character keys (see page 10). 

Ex: [P][Al[Nl[Al[l][Qi[E]II][S] 

if you make a mistake, use [<] or [>] to move the cursor to 
the incorrect character and enter the new character over it. 
If more than 19 characters are entered, the left side 
characters will scroll off the display. 



LOGO 

PAMASONICl 



5 



SET 
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User Parameters 



Setting Your Character ID 



If the remote machine has a Character ID capabHfties. when you are sending or receiving your Character 
d^^ ay^ '^"''''^ ^'"P'^y ^'"^^ "'^^'"^'^ 'D a^r on you? 



1 



FUNCTION [ 7 




SET MODE (1-6 

ENTER NO . OR V A 



3 




1 : USER PARAMETERS? 
PRESS SET TO SELECT 



3 



SET 



repeatedly until display shows; 



CHARACTER ID 
I 



4 Enter your Character ID (max. 1 6 characters and digits) by 
using the Character keys (see page 10). 



Ex: [BlEEltl] 



If you make a mistake, use [<] or H to move the cursor to 
the incorrect character and enter the new character over it. 



CHARACTER ID 
HEAD OFFICEI 



5 



SET 




HI Note: The special characters of A A. O, 0, /E. 6 artd 6 cannot be used for Character ID. 
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► User Parameters 



Setting Your ID Numt>er (Fax Telephone Number) 

If the remote machine does not have a Character ID but it has an ID Number, when sending or receiving, your 
ID Number will appear on the remote machine's display and their ID Number will appear on your display. 

We suggest you use your facsimile telephone number as your ID number, (max. 20 digits) 



1 



FUNCTION 




SET MODE (1-6) 
ENTER NO. OR V A 




1:USER PARAMETERS? 
PRESS SET TO SELECT 



3 



SET 



repeatedly until display shows; 



ID NO. 



Enter your ID (max. 20 digits) by using the key pad and 



Ex: (D@®[SPACE 1(5)(5)(5) 
[IMQI]®@®(D 



If you make a mistake, press 
then reenter the con-ect number. 



ID NO. 



201 555 1212 



to erase the number 



5 



SET 




m 



Note: 1. You may use @ to enter a character at the t>eginning of the ID number to indicate the following 
digit(s) for your country code. 
Ex: +1 201 555 1212 +1 for U.S.A. country code. 
+81 3 111 2345 +81 for Japan country code. 

2. For some countries, this feature is not avails^ depen(Mng on (fte country's regulaHon. 
The di^tay may not show Oiis feature. 



28 



One-Touch/Abbreviated Dialling Numbers 

Entering One-Touch/Abbreviated Dialling Numbers 

methods, you must first store the telephone number using the following procedure. '^^^^"^s®°'a'"n9 



To enter a One-Touch key, follow these steps below 



1 



FUNCTION 




SET MODE (1-6 
ENTER NO. OR V A 



] 



2 




SET 




1 : ONE-TOUCH 
2:ABBR. NO. 



3 



4 
5 



6 




Ex: pi 



Enter the telephone number. 

(up to 36 digits including pauses and spaces) 



Ex: 



(D(D(D 



©d)®® 



SET 



0NE-TOUCH< > 

PRESS ONE-TCH OR V A 



<01> 

ENTER TEL. NO, 



<01> 

9-555 12341 



<01> ENTER NAME 
9-555 1234 



8 



Enter the station name using character keys 
(up to 15 characters). 



Ex: [DSlEEll] 



<01> SALES DEPTI 
9-555 1234 



SET 



To record another number, repeat step 4 to 8. 
To return to standby, press fSTOpn . 



0NE-T0UCH< > 

PRESS ONE-TCH OR V A 
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► One-Touch/Abbreviated Dialling Numbers 



To set an Abbreviated Dialling Number, follow these steps below 



1 

2 

3 

4 

5 

6 



8 



m 





SET 




Ex: 



(UF-770: 00 to 99, UF-550: 01 to 72) 



Enter the telephone number. 

(up to 3 6 digits inc luding pauses and spaces) 

Ex: ®LPAUSEJ(D®(I)[1EACI](D(D®(D 



SET 



Enter the station name using character Iceys 
(up to 15 characters). 

Ex: [A][S[S[Sl[I|[H[I][I][S][fil 



SET 



H 

To record another number, repeat step 4 to 8. 
To return to standby, press ! STOP I . 



SET MODE (1-6) 
ENTER NO . OR V A 



1: ONE-TOUCH 
2:ABBR. NO. 



ABBR. [| ] 

ENTER NO. OR V A 



[22] 

ENTER TEL. NO. 



[22] 

9-555 23451 



[22] ^JTER NAME 
9-555 2345 



[22] ACCOUNTING I 
9-555 2345 



ABBR. [| ] 

ENTER NO. OR V A 



Note: 



1. If you require a special access number to get an outside line, enter it first and then press 
A hyphen '-'Is displayed for pause. 



2. Use 



to enter a ^)ace betwewj fhe numbers to make it easier to read. 

3. The built-in battery can back up One-Touch/ABBR. Numbers up to 10 days when a power failure 

occurs. 

4. If youare u sing Pulse dialling and you wish to change to Tone falling in the middle of dialling, press 

I TONE I (represented by aT). The dialling method will be changed from Pulse to Tone after 

dialling the digit T. 

Ex : 9 PAUSE TONE 5551234 

5. You can search for an unused One-Touch key or ABBR. number by prBssing\V] orE instep3 
or 4. 



30 



One-Touch/Abbreviated Dialling Numbers 

Changing or Erasing One-Touch/Abbreviated Dialling Numbers 

If you have to change or erase any of the One-Touch/Abbreviated dialling numbers, follow the steps below. 
To change the •ettings of a One-Touch/ABBR. dialling number 



1 

2 
3 



5 
6 



m 



FUNCTION 



75 




SET 



Select 1 for One-Touch Dialling number 
Select 2 for ABBR. Dialling Number 

Ex: ® 

Enter the station you wish to change 



Ex: pi 



CLEAR 



then enter a new telephone number, (see Note 1 and 2) 

Ex: ® !lMM](I)®®[IS;cl]@®(l)(g) 

SET 



CLEAR 

then enter a new station name, (see Note 1 and 3) 

Ex: ElAlIElAlESlLEl 

SET 



To retum to standby, press I STOP I . 



1 : ONE-TOUCH 
2: ABBR. NO. 



ONE-TOUCH< > 

PRESS ONE-TCH OR V A 



<01> SALES DEPT 

9-555 1234 



<01> SALES DEPT 
ENTER TEL. NO. 



<01> SALES DEPT 
9-555 34561 



<01> SALES DEPT 
9-555 3456 



<01> ENTER NAME 
9-555 3456 



□ 



L 



<01> PANAFAX 

9-555 3456 



ONE-T0UCH< > 
PRESS ONE-TCH OR V 



2 



Note: ?.l/seHorB to move the cursor, men enter the cormct number over the mcor^tn 

2. Use LG QPYJ toin ssit a space between the numbers you set If the telephone number ie 36 digits 

in length, \ COPY | cannot be used to insert a space. 
3. 1 COPY I cannot be used to insert a space In setting of the station name. 

^' i^t^''^''^'"''''!'!^^^^^^^^ the 
settings cannot be changed or erased untH the communication has finished 
To change or erase the settings, cancel the communication first by Edit File H/lode (see page 76). 
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► One-Touch/Abbreviated Dialling Numbers 



To erase the settings of One-Touch/ABBR. Dialling number 



1 



FUNCTION 





SET 



1 : ONE-TOUCH 
2:ABBR. NO. 



Select 1 for One-Touch Dialling number 
Select 2 for ABBR. Dialling Number 

Ex: ® 



ONE-TOUCH< > 

PRESS ONE-TCH OR V A 



3 



Enter tiie station you wish to erase 



Ex: 0^ 



<01> SALES DEPT 

9-555 12 3 4 



CLEAR 



<01> PANAPAX 
ENTER TEL. NO. 



SET 



To return to standby, press I STOP 



ONE-TOUCH< > 

PRESS ONE-TCH OR V 



2 



[T] Atole; // the One-Touch/Abbreviated dialling number has been used for a communication resenmtion the 
settings cannot be changed or erased until the communication has finished. 
To change or erase the settings, cancel the communication first by Edit File Mode (see page 76) 
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One-Touch/Abbreviated Dialling Numbers ^ 

Printing Out a Directory Sheet 

After programming a one-touch dialling number, you can print out the directory sheet which includes the first 
12 characters of each station name. Cut along the dotted line and place It over the One-Touch key under 
the Directory Sheet Cover. To print out a directory sheet, follow the steps below 



1 

2 



FUNCTION [ 6 




PRINT 


OUT 


{1-7)1 


ENTER 


NO . C 


R V A 1 




SET 




* PRINTING * 
DIRECTORY SHEET 



] 



Your machine prints out the directory sheet. 



****************** -DIRECTORY SHEET- 


******************* 


DATE 


08-MAR-1997 


***** TIME 15:00 ***** 


01 


02 


03 




04 




05 




06 


SALES DEPT 


ENG . DEPT 


ACCT. 


DEPT 


EXPORT 


DEPT 


R & 


D DEPT 


MARKET DEPT 


', 


08 


09 




10 




11 




12 


' 13 


14 


15 




16 




17 




18 


■ 19 


20 


21 




22 




23 




24 


' 25 


26 


27 




28 




29 




30 


. 31 


32 


PI 




P2 




P3 




P4 




P5 


P6 




P7 




P8 






dotted 


line 












PANASONIC 


«*•••«**•***, •****«*****»***^^,,^,^^^_jjg^ 


OFFICE 


_**** _2oi 555 1212- 


***w***************^««« 





Directory Sheet Cover 




m 
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► Customizing Your Machine 



Your facsimile machine has a variety of adjustable Fax Parameters. These parameters, listed In the Parameter 

^° *° ^ changed. If you do want to make a change, read the table 

carefully Some parameters, such as the Resolution, Contrast, and Verification Stamp parameters, can be 
temporanly changed by simple key operation just before a transmission Is made. When the transmission ends 

however.theseparanrtetersretumtotheirpresetvalues(Homeposition). aher parameters can only be changed 
by the procedure described below. ^ 



Setting the Fax Parameters 



1 



FUNCTION [ 7 




SET MODE (1-6 

ENTER NO . OR \' A 



3 



2 




SET 



FAX PARAMETER (01-99; 
N0.=| 



3 



4 



Enter Fax Parameter number from the Parameter Table 
(see pages 35 to 38). 

Ex: ®® for CONTRAST 



SET 



PAX PARAMETER (01-99) 
NO. =01 



01 CONTRAST 

1 : NORMAL 



5 



6 



Enter the new setting value. 
Ex: (D for LIGHTER 



SET 



01 CONTRAST 
2 : LIGHTER 



To set another parameter, press I CLEAR I to retum to step 
3, or, to retum to standby, press I STOP I . 



02 RESOLUTION 
1 : STANDARD 



m 



Note: 1. To scroti the Fax Parameters in Step 2 or 4. piBss\^ or[^. 

2. To print out a Fax Parameter List, see page 151. 

3. T'hebuin-in battery when fully charged can back up the Fax Parameter settings for up to 
when a power failure occurs . 
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Customizing Your Machine ^ 



Fax Parameter Table 



No. 


P fi r A m Afar 


Setting 
Number 


Setting 


Comments 


01 


CONTRAST 


1 


Normal 


Setting tlie home position of the CONTRAST i«y. 


2 


Lighter 


3 


Darker 




02 


RESOLUTION 


1 


StarKlard 


Setting the home position of the RESOLUTION k&y. 


2 


Fine 


3 


S-Fine 


04 


STAMP 


1 


Off 


Setting the home position of the STAMP Itey, To selectthe stamp 
|||"^ctionwhendocument is stored In memory (see Fax Parameter 


2 


On 


05 


MEMORY 


1 


Off 


Setting the home position of ths MEMORY key. 


2 


On 


06 


DIALLING METHOD 


1 


Pulse 


Selecting the diailing method. 


2 


Tone 


07 


HEADER PRINT 


1 


Inside 


Selecting the printing position of the header 
Inskle : Inside Tx copy area, 
Outside : Outside TX copy area. 
No print : Header is not printed. 


2 


Outside 


3 


No print 


08 


HEADER FORMAT 


1 


Logo, ID No. 


Selecting ttie headerlbrmat. 


2 


From To 


09 


RCV'DTIME PRINT 


1 


Invalid 


Selecting whether or not the machine prints the received date & 

tlme.remotelD.pereentageof reduction and page numl»rm the 
bottom of each received page. 


2 


V^ld 


10 


KEY/BUZZER VOLUME 


1 


Off 


Selecting the volume of the Key/Buzzer tone. 


2 


Soft 


3 


Loud 


12 


PDMU im IDKIAI 


1 


Off 


Selecting the home position of printout mode for COMM. Journal 

Off /Al ways/I nc. only 

Off : No printout 

Always : Always prints out 

Inc. only : Printout when communication has ^led. 


2 


Always 


3 


Inc. only 


13 


AUTO JOURNAL PRINT 


1 


Invalid 


Selecting whether or not the machine prints ttie journal 
automatlcallyafter every 1 00* transactions. 
"UF-650 : 32 transactions) 




2 


Valid 


14 


FILE ACCEPTANCE 
REPORT 


1 


invalid 


Selecting whether or not the machine prints the file acceptance 




2 


Valid outafterenteringanycommunicatlonsusir^memoiy. 
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► Customizing Your Machine 



No. 


Parameter 


Setting 
Number 


Setting 


Comments 


17 


RECEIVE MODE 


1 


Manual 


Setting the reception mode either automatic or manual. 


2 


Auto 


22 


SUBSTITUTE RCV 


1 


Invalid 


Selecting whether or not the machine receives to memory when 
recording paper runs out, toner runs out or recording paper 
Jammed. 


2 


Valid 


23 


RECORDING PAPER 
SIZE 


1 


A4 


Setting the recordirKi Daoersiza Installad in umir maRhina 
(UF-550only) 


2 


Letter 


3 


Legal 


24 


PRINT REDUCTION 


1 


Fixed 


Selecting print reduction mode. 

Fixed: Reduce received document according to setting of 
rarameierno. zo. 

Auto: Reduce received document according to the length of 
received documents. 


2 


Auto 


Zo 


REDUCTION RATIO 


70 


70% 


Selecting fixed print reduction ratio from 70% to 100%. This 
pafametorfunctlons only when fixed print reduction is selected 




_ 


on fax parameter no. 24. 


100 


100°^o 


26 


POLLING PASSWORD 




y — ) 


Setting a 4-diglt password for secured polling. 


27 


POLLED FILE SAVE 


1 


Invalid 


Selecting wrtielher or not the machine retains the polled 
document in memory even after the document is polled once. 


2 


Valid 


28 


STAMP AT MEM. XMT 


1 


Invalid 


Selecting whether or not the machine stamps the original 
documentewhen storing the documents Into memory, 
(depending on the Stamp setting on the Control Panel.) 


2 


Valid 


30 


DRD SERVICE 


1 


Invalid 


Selecting whether or not the machine is available 'DRD 
Service". H this parameter is set to "Valid", your machine detects 
Hi© specified ring pattern only to receive a document 
automatically 


o 

£ 


ValKl 


w 1 


invA^mrLc I c riLb 
SAVE 


1 


Invalid 


Selecting whether or not the machine retains the document in 
nf>emory if the document is not successftjily transmitted. 


2 


Valid 


32 


COPY REDUCTION 


1 


Invalid 


Seledingwhether or not the machine performs copy reduction in 
accordance with ttw setting of Parameter No. 24 and 25. 


2 






33 


XMT REDUCTION 


1 


Invalid 


Selecting whether or not the machine perfomns reduction when 
thetransmittingdocument is widerthan the recording paper used 
at the receiving machine. (UF-770only) 


2 


Valid 


34 


POWER SAVE TIMER 




Stan-Time 


To reduce the power consumption of the machine in standby, 
select the time period to turn off the high ten^Mrature fuser unit 
when the printer is Idle. 

Factory default Is always 'X>H' (When Start - 00:00 and End - 
00:00). 




ErKl-Tlme 



Continuedon the next page. 



Customizing Your IVIachine 



No. 


Parameter 


Setting 
nuiriDer 


Setting 


^ornrncnts 


37 


RCV TO MEMORY 




{--) 


Entera4-diglt password usedto print out the received document 
in memory by F8-5 (RCV TO MEMORY). When F8-5 is set to On 
tt^s parametsr will not be shown on the LCD display, (see page 


38 


FAX ACCESS CODE 




(--) 


^r^ll^i^S** ^« *o the machine from 
unautnonzeduse. (see page 84) 


40 


RELAY XMT REQUEST 


1 


InunlM 


Selecting whether or not the machine perftmns Relay XMT 




vaiia 


Request, (see page 128) ' 


41 


CONF. FAX 
PARAMETER 


1 




S^L^Ji^^**^^®' or not the machine perfomis Confidential 


£ 


Valla 


NetworkCommunication. (see page 124) 


42 


CONF. POLLED FILE 
SAVE 


1 


Inualiri 


&eieciing whether or not the machine saves the confidential 


o 


vaiia 


poiledfHe even after the file Is polled once. 


43 


PASSWORD-XMT 


1 


Off 


oemnga 4-aigit XMT-Password and selecting whether or not the 
machine performs and checks the XMT-Password of the 
receiving station when transmitting, (see page 112) 


o 

£ 


An 

un 


44 


PA8SW0RD-RCV 


1 


riff 


Settinga4-digitRCV-Password and selecting whether or notthe 
machine performs and checks the RCV-Paaswoid of the 
iidUMiHuiriybiauon wrien receiving, (see page 112) 


2 




46 


SELECT RCV 


1 


invaJtd 


Selecting whether or not the machine performs selective 
receptton. (see page 111) ««««w«vo 


2 


Valid 


48 


TELEPHONE LINE 


1 


PSTN 


Selecting the type of Nne connected. 


2 


PBX 


49 


PSTN ACCESS CODE 




0-. 


owning 1 1\ Access uooe. (max. 4 digits) 


50 


FLASH KEY 


1 


Farth 
L— cii ir 1 


Selectng to use FLASH on control panel either as Earth key or 

Flash key. ' 




2 


Flash 


52 


DIAGNOSTIC 
PASSWORD 




(--) 


Setting the password tor Remote DIagnosllc Mode. Please ask 
your Panasonk; Authorized Dealer ^details. 


53 


SUB-ADDRESS 
PASSWORD 




(—) 


Setting a 20Kllglt password for secured sut^address 
communlcatton. -uu-^iuiww 


54 


FAX FORWARD 


1 


Invalid 


Selectingwhotherornot the machine performs the Fax Forward 
(UF-770 only, see page 93) ""orwara. 




2 


Valid 


55 


OMR-XMT 


1 


Off 


SetUng the home positkm of the OMR-Transn^ssionparameter 
in the Select Mode, (see page 91) 




2 


On 


56 


COVER SHEET 


1 


Off 


i^I!F»?!.^ f*^"" °* ^^i" Sheet parameter m the 
SeiectMode. (See page 89) 


A ^w, 4U-. X 


2 


On 
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Customizing Your IVIachine 



No. 


Parameter 


Setting 
Number 


Setting 


Comments 


58 


UNQUAGE 


1 


English 


Selecting the language to be shown on the display and reports. 






2 


French 








3 


German 






PARALLEL PORT l/F 
[See note 3J 


1 


Invalid 


Selecting wtiether the machine enables the Printer Interface or 
PC Interface. 




2 


Printer 
Interface 






3 


PC Interface < 




60 


OPTION PAGE 
MEMORY 
[See note 4] 


0 


0 MB 


Selecting the additional memory size to be aliocated as the 
Page Memory used for the Printer/PC Interface. The arrwunt of 
additional memory allocated will reduce the size of available 
Doojment Memory. 




1 


1.5 MB 


65 


PRINT COLLATION 


1 


Invalid 


Selecting whether or not the machine prints out documents In 
sequence. (seeoaaeBSl 






2 


Valid 


77 


LOGO/DEPT CODE 


1 


Invalid 


Selectrngwhetherornotthe machine performs the Multiple Logo 

or □epartmentCodeoperatlon 

(UF-770only) 






2 


Multi-LOGO 






3 


Dept. Code 




99 



MEMORY SIZE 






Display the amount of base and optional memory installed. 
(Base Memory + Optional Memory) 



m 



Atote: 1. ThecontentsofFaxParamBtermaydifferdependmgontheBachcountfy'smgul^^^^ 

2. The standard settings are piinted on the Fax Parameter List. To print out Fax Parameter List see 

page 151. 

3. TNs parameter is available only when the Parallel Port Interface Option is installed 

^' 3?f P^^^'"^'®'' available only when the Parallel Port Interface Option and Optional Memory Card 
(2 MB or more) are installed. (See page 169) ' » 
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Loading Documents 

Documents You Can Send 

In general, your machine will send any document printed on A4 size paper. 



Document Size 



Maximum size 



280 mm 




2000 mm 




Direction 



Minimum Size 





148 mm 




128 mm 









Direction 



Document Thickness | 




Single shee^ 

0.06 mm (45 g/m2) to 
0.15mm (112g/m2) 

Multiple sheete; 

0.06mm(45g/iT|2)to 
0.12 mm (75 g/in2) 



Documents You Cannot Send 

You must never try to send documents that are 
Wet 




Too thin (e.g., onionsltin, 

airmail paper, pages from 
some magazines, etc.) 



Coated (e.g., glossy 
paper, etc.) 






Covered with wet ink 
or paste 



Wrinkled, curled or 
folded 



Chemically processed 
(e.g., pressure-sensitive paper, 
carbon-coated paper, etc.) 
or made of cloth or metal 



To transmit these kinds of docunwnts, make a photocopy firet and then transmit the copy instead. 
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► Loading Documents 



How to Load Documents 

1. Be sure the documerrt(s)isfreeof staples, paperclips and is nottorn, greasy or covered 

2. P ace the document(s) FACE DOWN on the Automatic Document Feeder (ADF) until the leading edge 

placed into the machine stops. ^ 

f nl^lo" ^'"^ r'*'P'f "^^^^ ^"'^ ««t. You can also stack up 

l^lnHnn n fl*°''*''^^^^^^°'®^™- " vou have motB than 50 pages. Wait Until tmnsmission 

the Sr ^^^^ ^"^ remaining pages on top of the last page in 

3. Adjust the Document Guides to center the document on the ADF. 



DocumantGuides 




CORRECT 



INCORRECT 





)2[|iowinn mpl!,n°'T"^ °" ^^'^''^ "^^''^^^ ^^^^"9^ ^^^^ (Standby) to the 

following message. You can now change basic transmission settings, or begin the dialling procedure. 



m 



ENTER STATION (S) 
THEN PRESS START 



Note: 1. The ADF capacity of UF-5S0 is up to 30 pages. 

2. Transmitting documents longer than 356 mm requires user's assistance. 

3. When transmitting documents longer than A4 size, please extend the suly-tray as shown below. 



Basic Transmission Settings 

• Contrast 

• Resolution 

• Halftone 

• Stamp 

• Communication Journal 

After your document has been sent, your machine will automatically return to the preset settings. 
Contrast 

I^nn .'"^Jf ^'^f,^* *° K™^* "^^^ *° a d<«^""«nt With lighter contrast, change the 

p ^ 'g-.!!';^ ^'^^ *° ^ *^"*^«st. change the setting to Sr! 



a DARKER 

B UGHTER 
CONTRAST 



CONTRAST* Normal 



■=3 DARK^ 

UGHTER 
CONTRAST 



CONTRASTsUohter 



7^- DARKER 
"=1 LrGHTER 
CONTR AST 
I I 

CONTRAST -Dariter 



m 



Note: To change the preset Contmst position, change the setting of Fax Parameter No. 01, 



see page 35. 



Resolution 

Your rnachine is preset to Standard resolution, which is suitable for most documents 
Use Fine or Super Fine for detailed documents. 
Press I RESOLUTIONI to: 



CD S-FINE 
CD FINE 
. RESOLUTION 

4 ( . I 

RESOLUTION - Standard 



CD S-FFNE 

7""^FINE 

RESOLUTION 



RESOLUTION = Rne 



-S-RNE 

CD FINE 
RESOLUTION 
I I 



RESOLUTION = Super Fine 



HI 



Note: To change the preset Resolution position, change the setting of Fax Parameter No. 02, seepageSS. 
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► Basic Transmission Settings 



Halftone 

The Halftone setting is useful when sending photographs or IJJustrations with gray tones. Your machine is 
preset to HALFTONE = Off. You can select either Fast mode or Quality mode. 



Press I HALFTONE I to: 



° '^'^ST □ FAST ^T^f^ST 

a QUALITY -■■^QUALITY a niAiiTv 

HALFTONE ^ '^^E^ Sl^JE^ 



HALFTONE - Off HALFTONE . Quality HALFTONE = Fast 



U] Note: WhBnyouselectHALFWNE,l^srorQUAUnyourma^^^ 

Verification Stamp 

The Verification Stamp helps you to confirm successful transmissions by stamping the bottom of each 
succe ssfully tra nsmitted page with a small ® mark. 
Press 1 STAMP I to: 




STAMP =s Off STAMP -On 



m 



Note: 



1. When you store a document in memory, the Verification Stamp will stamp on the document if it is 
successfuHy stored in memory. In this case the Verification Stamp is not a confirmation that the 
document was successfully transmitted, tfyou wish to disable the use of the Verification Stamp when 
stonng document in memory, change the setting of Fax Parameter No. 28. see page 36. 

2. To change the preset Verification Stamp position, change the setting of Fax Parameter No 04 see 
page 35. ' 
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Basic Transmission Settings 

Communication Journai (COiUiU. JOURNAL) 

nrilT TriSt""" 1*** "^'^ " ^ transmission was successful. You can select the condition 
to print out the communication Journal as follows. i-unuruoii 

When you set COH^M. JOURNAL = OFF. a Communication Joumal will not be printed out 

When you set COMM. JOURNAL = ON, a Communioafion Joumal is printed out automatically after 

every communication. 

When you set COMM. JOURNAL = INC.. a Communication Joumal is printed out automatically only if 

the communication has failed. 



1 



2 



3 



FUNCTION 








for OFF. 



for ON (Always print out). 



for INCOMPLETE only. 



SELECT MODE (1-5 
ENTER NO. OR V A 



COMM. J0URNAL=I1S1C 
1:0FF 2:0N 3 : INC 



COMM. JOURNAL=OPF 
1:0FF 2:0N 3 : INC 



or 



COMM. J0URNAL=0N 
1:0FF 2:0N 3 : INC 



or 



COMM. JOURNAL=INC 
1:0FF 2:0N 3 : INC 



4 



SET 



m 



Note: To change the preset Comm. Joumal position, change the sotting of Fax Pam^^ 12,S0epage3S. 
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Sending Documents 



You can choose either Memory or Direct Transmission. 

Use Memory Transmission if: 

• You want to send the document to muitipie stations. 

• You have to retrieve the document immediateiy. 

• You want to talte the advantage of Duai Operation design. 

Use Direct Transmission if; 

• The memory is fuii. 

• You want to send the document reai time. 

Use Voice Mode Transmit if: 

• You want to send the document after talking with the other party 

• You want to send the document after listening to a voice prompting. 

Memory Transmission 

Your machine quickly stores the document into the machine's memory 
Then, starts to dial the telephone number. 

If the transmission fails, your machine will re-transmit the remaining unsuccessful page(s) automatically 



Store document 
in memory 
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Sending Documents 



m 



Note: t 



STORE * NO. 003 

PAGES^OS 10% 



* STORE * COMPLETED 
TOTAL PAGES=05 30% 



2. 



MEMORY OVERFLOW 
INFO. CODEs870 



15 PAGES COMPLETED 
DELETE? 1:YES 2 :N0 



3. 



The File Number of the document being stored is shown at the upper 
rightcomerofthe display white storing the document It is also printed 
on the Communication Journal (COMM. JOURNAL), Transaction 
Journal and File Usl The percentage of memory used is shown on the 
lower right comer of the display after each page Is stored. 

If a memory overflow occurs while storing documents into memoty. all 
the remaining documents in the ADF will be ejected. The machine wilt 
prompt on the display, whetherto start transmitting those pages which 
are successfully stored or to cancel the transmission. Press® to 

cancel; press © to transmit. See Specifications, page 166 for the 
image memory capacity. 

If no action Is taken within 10 seconds, the machine wilt start 
transmitting the stored pages. 

An Information Code will be displayed If the transmission has failed or 
no answer at the receiving side aHer the last automatic redial. 
The document stored for this transmission will be erased from the 
memory automatically and the Information code is printed for the 
transmission on the Communication Journal (COMMJOURIML). 
If you need to retain the incomplete documents even after the 'last 
redial. change Fax Parameter No. 31 (INC. FIL£ SAVE) to "Valid" in 
advance.(see page 36) To retry the Incomplete documents, refer to 
page 83. 

When a power failure occurs, the document Infbnnation stored in memory will be lost and a Power 
Failure Reportw,llbepr,nteda utomatically afterthepoweri8reetored.(^epage 152) 
To stop the transmission, press I STOP I . 
The display shows; 

COMMUWICATION STOP ? 
1 : YES 2 : MO 



3 



INCOMPLETE 
INFO. CODE=XXX 



Press® to st<^ the transmission. The document you stored will be erased automatically 
^ZZT:^nceZTpfgt7er"''' <''^^'^^<'"=^P^">">e>orNo. 31 (INC. RLESAVE) 



SAVE AS INCOMP.FILE? 
1:VES 2:N0 



6. If you would like toprinta Communkiathn Journal (COMIia. JOURNAL) after^opplng a transmlsshn. press 
Cl) when the display shows: 



PRINT COMM. JOURNAL? 

1 : YES 2 : NO 
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► Sending Documents 



Manual Number Dialling 

To dial the telephone number manually, follow the steps below 

1 Mf/ 

Set clocument(s) face down. 



ENTER STATION (S) 
THEN PRESS START 00% 



2 



■ ■ 



Make sure that the MEMORY lamp is on. 



If not, press I MEMORY I to set "On". 



2 Enter a telephone number from the keypad. 

Ex:(5)(D®®(D@® 



TEL. NO. 
55512341 




The document is stored into memory with a file number. 
Then starts to dial the telephone number. 



* STORE * NO. 002 

PAGES^Ol 05% 



* STORE * COMPLETED 
TOTAL PAGES=05 25% 



* DIALLING * NO. 002 
5551234 



n Atete; 7. If you need a special access number to get an outside line, dial it first then press I PAUSE 1 toentera 
pause (represented by a "-") before dialling the full number. 
Ex: 9 PAUSE 5551234 

2. If you are u sing Pulse Oalting and you wish to change to Tone dialling in the middle of dialling, pmss 
I TONE I (represented by a T). 

The dialling mode will be changed from Pulse to Tone after dlalUna the digit "A 
Ex: 9 PAUSE TONE 5551234 



46 



Sending Documents 

One-Touch Dialling 

2l^p?g"e 29 '° * " *'"9te key. To set up the One-Touch keys, 



1 41/ 



Set document(s) face down. 



ENTER STATION(S) 
THEN PRESS START 00% 



2 



MEMORY 
I I 

Make sure t hat the MEMO RY lamp is on. 
If not, press 1 MEMORY i to set '*0n'*. 



3 



Press a One-Touch key. 



Ex: 



<01> (Station name) 
5551234 




STORE * NO. 002 

FAGES=01 05% 



The document Is stored into memory with a file number. 
Then starts to dial the telephone number. 



* STORE * COMPLETED I 
TOTAL PAGES=05 25% 



* DIALLING * NO. 002] 
5551234 
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► Sending Documents 



Abbreviated Dialling 

Abbreviated dialling is a speedy way to dial a frequently dialed telephone number by preprogramming the 
telephone number in the built-in auto-dialer with a 2-digft abbreviated code. To program an abbreviated 

dialling number, see page 30. 



1 41/ 



Set document(s) face down. 



ENTER STATION(S) 

THEN PRESS START 00% 



lEMORY 
' ■ 

Make sure that the MEMORY lamp is on. 



If not, press I MEMORY I to set "On". 



3 



Press rABBR I then enter a 2-digit code. 

© © 



SPACE 
Ex: ABBR 



[101 (Station name) 

5553456 




STORE * NO. 002 

PA6ES=01 05% 



The document is stored into menDory with a file numkier. 
Then starts to dial the telephone number. 



* STORE * COMPLETED I 
TOTAL PA6ES=05 25% 



* DIALLING 
5553456 



NO. 002 
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Sending Documents 



Directory Search Dialling 



1 




Set document(s) face down. 



ENTER STATION (S) 
THEN PRESS START 



00%) 



2 % 



[EMORY 
1 

Make sure t hat the MEMO RY lamp is on. 

to set "On". 



If not, press I MEMORY 



3 



DIRECTORY 
SEARCH 



ENTER LETTER (S) 
I 



5 



Enter full station name or part of a station name from 
character key (see page 10). 

Ex: [£][A][N][A] for searching PANASONIC 



ENTER LETTER(S) 



or ^ 



3 



repeatedly until display shows the station name you want 
to send to. 



[10] PANASONIC 
5553456 




STORE * NO.OO2I 
PAG£S=01 05% 



The document is stored into memory with a file number. 
Then starts to dial the telephone number. 



* STORE * COMPLETED 
TOTAL PAGES=05 25% 



* DIALLING * NO. 002 

5553456 
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► Sending Documents 



Multi-station Transmission (Broadcasting) 

If you have to send the same documentis) to multiple stations, you can save time in feeding the documentfs) 
by using memory transmission. That is. you can store the document(s) into memory and then send it to the 
station(s) automatically. 



ENTER STATION (S) 
THEN PRESS START 00% 



1 




Set document(s) face down. 



=1 



EMORY 



Make sure that the MEMORY lamp is on. 



If not, press I MEMORY I to set "On". 



3 



4 



m 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling, press f SET I after each 
station is entered (UF-770: Up to 32 stations, 
UF-550: Up to 12 stations) 

• Directory Search Dialling, pr&ss I SET I after each 
station is entered 

(For details, see page 46 to 49.) 



Ex: 01 



SPACE 
ABBR 



o ® 



<01> (Station name) 
5551234 



[10] (Station name) 
5553456 



If you want to confirm t he number of stations you have 
entered, press I SET 1 . 



2 STN(S) ARE SET 
ADD MORE OR START 




STORE * NO. 001 

PAGES=01 01% 



The document is stored into memory with a file number. 
Then starts to dial the telephone number in sequence. 



* DIALLING 
5551234 



NO. 001 



Note: You can review th e stations y ou entered in step 3 before storing your document into memory by pressing 
H or [a] . Press \ CLEAR | to dear an entered station show on display if needed. 



50 



Sending Documents ^ 



Direct Transmission 

If your machine's memory is full or you wish to send the document real time, use Direct Transmission. 
Manual Number Dialling (Direct Transmission) 
To dial the telephone number manually, follow the steps below. 



1 




Set document(s) face down. 



ENTER STATION(S) 
THEN PRESS START 00% 



2 



MEMORY 



-^^-^ Make sure that the lamp goes off. 



ENTER STATION 






oo%| 



2 Enter a telephone number from the keypad. 
Ex:(D(D(D®®(D® 



4 



PRESS START TO DIAL 
55512341 




* DIALLING * 
5551234 



Your machine starts to dial the telephone number. 



to enter a 



2. 



3. 



If you need a special access number to get an outside line, dial It first then press 
pause (represented by a "-") before dialling the full number. 
Ex:9PAUSESS51234 

If you are u sing Pulse dialling and you wish to change to Tone dialling in the middle of dialing, press 
1 TONE I (represented by a T). 

The dialing mode will be changed from Pulse to Tone after dialiina the diait T 
Bx: 9 PAUSE TONE SSS1234 



To stop the transmission, press I STOP 
The display shorn: 



COMMUNICATION STOP ? 
1:YES 2:N0 



Press® to stop the transmission. The Communication Journal will not print out regardless of the 
printout mode setting of the Communication Journal. 
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► Sending Documents 



One-Touch Dialling (Direct Transmission) 

One-Touch Dialling allows you to dial a full number by pressing a single key. To set up the One-Touch kevs 
see page 29. ' ' 



1 ^/ 



Set document(s) face down. 



ENTER STATION (S) 
THEN PRESS START 00% 



MEMORY 



Make sure that the lamp goes off. 



ENTER STATION 






oo%| 



3 



Press a One-Touch key. 



Ex: 01 



The display will show the One-Touch number and station 
name. The full number (e.g. 5551234) will then be dialed. 



<01> (Station name) 
5551234 



• DIALLING * 
5551234 
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Sending Documents ^ 



Abbreviated Dialling (Direct Transmission) 

Abbreviated dialling is a speedy way to dial a frequently dialed telephone number by preprogramming the 
telephone number in the built-in auto-dialer with a 2-digit abbreviated code. To program an abbre\^ated 
dialling number, see page 30. , 



1 




Set document(s) face down. 



ENTER STATION (S) 
THEK PRESS START 0( 



2 



MEMORY 



Make sure that the lamp goes off. 



ENTER STATION 






oo%| 



3 



Press 1 ABBR I and a 2-diglt code. 

© ® 



SPACE 
Ex: ABBR 



[10] (Station name) 
5553456 



The display will show the ABBR number and station name. 
The full number (e.g. 5553456) will then be dialed. 



* DIALLING * 
5553456 
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► Sending Documents 



Directory Search Dialling (Direct Transmission) 

Directory Search dialling allows you to dial a full telephone number by searching the station name entered 
in One-Touch keys or Abbreviated dialling numbers. 



1 4f/ 



Set document(s) face down. 



ENTER STATION (S) 
THEN PRESS START 00% 



MEMORY 



' Make sure that the lamp goes off. 



ENTER STATION 



00% 



3 



DIRECTORY 
SEARCH 



ENTER LETTER{s; 



Enter full station name or part of a station name from 
character key (see page 10). 



5 



Ex: [E][A][E[Al for searching PANASONIC 



ENTER LETTERtS) 
PANAl 



repeatedly until display shows the station name you want 
to send to. 



[10] PANASONIC 
5553456 



6 




The full number (e.g. 5553456) will be dialed. 



* DIALLING * 

5553456 
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Sending Documents ^ 



Voice Mode Transmission 

If you wish to send the document after talking with other party, use Voice Mode Transmission. Your machine 
requires an optional fax handset or an extemal telephone. 

Off-Hook Dialling 

For Off-Hook Dialling, follow these steps 



1 




Set document(s) face down. 



ENTER STATION (S) 
THEN PRESS START 00% 



Lift the fax handset or the external telephone and dial the 
telephone number from the keypad. 

Ex:®(D®®(D®® 



3 



When you hear the voice of the other party, tell the other 
party to prepare to receive a docunnent. 



Then, when you hear a beep, 




ON LINE * XMT * 

5551234 



and hang up the handset. 



m Wote; To stop the transmission, press \ STOPl . 

The display ^ows: 

COMMUNICATION STOP ?| 
1:VES 2:N0 . I 

Press® to stop the transmission. The Communication Journal will notprint out rBgar^Sess of the printout 
mode setting of ttie Communication Journal. 
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► Sending Documents 



On-Hook Dialling 

For On-Hook Dialling, follow these steps 



1 




Set document(s) face down. 



ENTER STATION(S) 
THEN PRESS START 00% 



2 



MONITOR 



D 



You will hear dial tone through the monitor speaker. 



* MONITOR * 



2 Dial the telephone number from the keypad. 
Ex:(D(D(D®®(D® 



* DIALLING 
55512341 



When you hear a beep, 




ON LINE * XMT * 
5551234 




1 ■ if you need a special access number to get an outside line, dial it first then press \ PAUSE I toentera 



pause (represented by a '■-') before (filing the full number. 
Ex: 9 PAUSE 5551234 

2. If you are u sing Pulse dialling and you wish to change to Tone dialling in the middle of dialling, press 
I TONE I (represented by a T). 

The dialling mode will be changed from Pulse to Tone after dialling the digit T. 
Ex: 9 PAUSE TONE 5551234 
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Sending Documents ^ 



Transmission Reservation 

You can do the following while sending a document from memory or receiving a document 

. Reserve next transmission into memoiy for up to 30* different documents, r UF^ : edmrBntdocunmits} 

• Reserve a priority transmission. 

Memory Transmission Reservation (Dual Access) 

If your machine is on-line busy transmitting from memory, receiving or printing received documents vou can 
reserve transmission by the following procedure. ' 



1 



2 



Your machine is on-line, the ON LINE lamp is blinking or 
printing received documents. 




Set document(s) face down. 



3 % 



EMORY 



Make sure that the MEMORY lamp is on. 



If not, press LM EMORY ] to set "On". 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling, press I SET I after each 
station is entered (UF-770: Up to 32 stations, 
UF-550: Up to1 2 stations) 

• Directory Search Dialling, press I SET I after each 
station is entered 

(For details, see page 46 to 49.) 



ON LINE * MEM.XMT * 
ID: (Identification) 



ON LINE * RCV * 
ID: (Identification) 



* PRINTING * 
MEMORY RCV'D DOC 



ENTER STATION(S} 
THEN PRESS START OOS 



Ex: °' 




Your machine will store the document into memory. 



ED Note: To 



cancel the memory transmission reserva^on, see page 80. 



<01> (Station name) 
5551234 



* STORE * NO. 005 

PAGES^Ol 01% 



* STORE * COMPLETED 
TOTAL PAGES=05 25% 
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► Sending Documents 



Direct Transmission Reservation (Priority TVansmisslon Reservation) 

If you are in a rush to send an urgent document, however there are many files in the memory, use Direct 
Transmission Reservation to send the urgent document. The urgent document will be sent immediatelv after 
the current communication is finished. 
Note that you cannot send the documents to muittple stations. 

To reserve your macliine for sending the urgent documents 



1 



Your machine is on-line, the ON LINE lamp is blinking or 
printing received documents. 




Set document(s) face down. 



3 



MEMORY 



^h>^ Make sure that the lamp goes off. 

Dial by using any one of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling and press 

• Directory Search Dialling and press 
(For details, see pages 51 to 54.) 



Ex: 



You can reserve sending an urgent docunront to a single 
station only. 

A message "DIRECT XMT RESERVED" will be shown on 
the display. 

To cancel tlie direct transmission raservatlon 

Make sure the document is on the ADR 



1 

2 
3 




and then renrwve the document from ADR 



ON LINE * MEM. XMT * 
ID: (IdenCification) 



ON LINE * RCV * 
ID; (Identification) 



* PRINTING * 
MEMORY RCV'D DOC 



ENTER STATION (S) 
THEN PRESS START 00% 



ENTER STATION 






oo%| 



<01> (station neime} 
5551234 



DIRECT XMT RESERVED 

<01> (Station name) 



DIRECT XMT RESERVED 
<01> (Station name) 



CANCEL XMT RESERVE ? 

1:YES 2: NO 
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Sending Documents ^ 



Redlalling 

Automatic Redialfing 

If the line is busy or there is no answer, your machine will redial the 
number up to 3 times at 3 minutes interval. During that time, a 
message will appear as shown to the right. 
A file number is shown at the upper right comer of the display if it 
Is a memory transmission file. 
Manual Redlalling 



WAIT TO DIAL NO. 001 

(Telephone number) 



You can also redial the last dialed number manually by pressing the | REDIAL I key. 
To redial the last dialed number througli memory 




Set document(8) face down. 
Make sure that the MEMORY lamp is on 

PAUSE/ 
REDIAL 



1 



2 
3 



The document is stored into memory with a file number. 
Then dials the last dialed number. 

To redial the last dialed number through ADF 

1 ^/ 

Set document(s) face down. 




2 
3 



MEMORY 

' ' Make sure that the lamp goes off. 

PAUSE/ 
REDIAL 

w 

Your machine starts to dial the last dialed number. 



ENTER STATION{S) 
THEN PRESS START 00% 



TEL. NO. 
5551234 



STORE * NO. 002 

PAGESsOl 01% 



* DIALLING * NO. 002 

5551234 



ENTER STATION (S) 
THEN PRESS START 00% 



ENTER STATION 






00%| 




TEL. NO. 




5551234 






* DIALLING * 




5551234 


1 



2. While the unit Is displa ying -DIALLI NG' and a message is heard through the monHor that the dmuits 



busy...... youcanpress l REDIAL I to start rediaaing immediately. 



are 
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► Receiving Documents 



Your machine is provided with both automatic and manual reception modes. The selection of either reception 
mode is made with Fax Parameter No. 17 (RCV IWODE). 

Automatic Reception 

Your machine will receive documents automatically if the Fax Parameter No. 17 {RECEIVE MODE) is set 
to "Auto" (See page 36). 

IManuai Reception 

You may wish to receive documents manually if you use the telephone line In your office primarily as a 
personal telephone and occasionally for your facsimile machine. 

Toreceivedocuments manually, change the Fax Parameter No. 17(RECEIVE MODE) to "Manuar (See page 
36) and the following message will be shown on the display. 
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08-MAR-1997 15:00 

MANUAL RCV 00% 



To racalve documents manually 



1 



When the telephone rings, lift the handset (See Note), if 
you hear a beep, the sound tells you that someone wants 
to send a document. 



Remove any documents from the ADF. 



3 




ON LINE * RCV • 



4 



Your machine starts receiving the document. 



Hang up the telephone. 



m 



Note; Your machine requires an optional fax handset or an external telephone connected to the TEL jack on 
the rear of the mat^ine. 



Receiving Documents ^ 



Print Reduction 

This machine can use Letter. Legal or A4 size plain paper for recording. Sometimes, overeized documents 
sent to you by the other parties cannot be printed wfthin a single page. When this occurs, the document will 
be divided into separate pages. 

This machine is equipped with a Print Reduction function to solve this problem. You rrwy select the most 
appropriate setting from the selections described below. 

1. Automatic Reduction 

Each page of a received document is first stored in memory. Based on the document length, your machine 
will automatically calculate the suitable reduction ratio (70% to 1 00%) to print the entire document on a single 
P^.?®- " ^^OQiwe^ document Is extremely long (over 39% longer than the recoiding paper), the document 
Will be divided into separate pages and printed with no reduction. 

2. Fixed Reduction 

You can predetermine the reduction ratio from 70% to 1 00% in 1 % steps. The document(s) you received will 
be reduced to this ratio regardless of the size. 



Selecting the Print Reduction Mode 

Set Fax Parameters as shown below, (see page 36) 

1 . To set Automatic Reduction mode. 

(1) No. 24 Print Reduction set to "Auto". 

2. To set Fixed Reduction mode. 

(1) No. 24 Print Reduction set to "Fixed". 

(2) No. 25 Reduction Ratio set to any number between 70% through 100%. (see Notel 
Ex:A4t0 A4-96% ' 

A4 to Letter - 90% 

Letter to Letter - 96% 
Legal to Letter - 75% 



1X1 Atete; lfsen(Hngsktei8 8ettoprinttheheaderontheoutskleofmco^ 
rsquired. 
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► Receiving Documents 



Receiving Oversize Documents 

If received document is extremeiy long (over 39% longer than the recording paper), the document will be 
divided into separate pages. When printing on separate pages, the bottom 10 mm of first page will be 
overlapped on top of the next page. 



Transmitted Document 



Received DocunMnt 




Overlap print. 
10 mm 



The receiving document is divided 
into two sheets with overtap printing. 



m 



Note: if the reduction method is set to Automatic Reduction mode, the document is printed out with no reduction 
when printing out separate pages. If the reduction method is set to Fixed Reduction mode, the document 
is printed out by the ratio you set in Fax Parameter No. 25. 
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Receiving Documents ^ 



Substitute Memory Reception 

If the recording paper runs out or jams or if the toner runs out during reception, the machine automatically 
starts receiving document into its image data memory. Stored documents are printed automatlcaiiy after 
replacing the recording paper or toner cartridge. 



1 

2 



When the machine finishes the memory reception and 
there is no recording paper or toner, an Information Code 
appears on the display. 



Install recording paper (see page 18) or replace the toner 
cartridge (see page 16). 

The machine will automatically start printing the document 
stored in the memory. 



NO RECORDING PAPER 

INFO- CODE=010 



OUT OF TONER 
INPO. CODE=041 



* PRINTING * 
MEMORY RCV'D DOC 



m 



Note: 



1. Ifjie memory overflows, the machine wiH stop receivir)g and release the communication line 
The <Socument(s) stored in the memory to that moment wiU 6e printed out. 

2. When a power failure occurs, 

[UF-770] 

]!^,t^°S^J^"^^^'^^ whenthebatteryisfullycharged 

The document infonnation stored in memory will be lost A Power Failure Report will be orinted 
automatically after the power is restored. 

The report will not be printed if there were no documents in the memory, (see page 152) 

3. If you w^ to turn off the substitute recepHonfunaion. change the setting of Fax Parameter No 22to 

Invahdi' (see page 36). 

Print Coiiation IMode 

The printing mechanism of the UF-550/770 is a Reverse Order Staclting construction. The UF-550/770 has 
a Pnnt Collation Mode that stacks received documents in the correct order. When the Print Goliatfon Mode 
IS enabled, all received documents are stored into memory first, then printed out in Correct Order Stacl^inq 
The requirements for the Print Collation Mode to be active are; 1 )Fax Parameter No. 65 PRINT COLLATION 

set to "Valid", and 2) enough remaining memory. 

The unit will print in Reverse Order Stacking (Non-Collatlon Mode) whenever one of the above requirements 
rs not met. 

To use this function, we recommend Installing an Optional Memory Card. See page 169 (Options and 
Supplies). . 



Sending Document Order 



2 = 



Stacking Document Order 



Correct Order Stacking 
(Conation Mode) 



1 E E 



Reverse Order Stacking 
(Non-Collation Mode) 



3 E E 
2 E 



Ti 
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► Making Copies 



Your machine has a copy function which can mal<G single or multiple copies. When copying, your machine will 
automatically select Fine {^solution. 



1 




Set document(s) face down. 



ENTER STATION (S) 

THEN PRESS START 00* 




O Enter the number of copies. 
Ex:®® 



COPY 

NO. OF 




STORE * NO . 0 0 5 

PAGESsOl 01% 



The machine stores the document, then prints the copies. 



* STORE * COMPLETED 
TOTAL PAGES=05 25% 



* COPY * 

NO. OF COPY=01/10 



1. The copy will be reduced automatically depending on the length of original document. If you wish to 
disable reduction function in copy mode, change the setting of Fax Parameter No. 32 (COPY 
REDUCTION) to "Invalid" (see page 36). 

2. Super Fine resolution is not avail^e when copyir^. 



64 



Timer Controlled Communications ^ 

You can send a document to one or multiple stations at any preset time within the next 24 houre. Upto 30* built-in 
timers can be set for deferred transmission and deferred polling. ruF^:6buin-inmmrs) 

Deferred Transmission 

1 ^/ 



2 

3 

4 
5 



6 



m 



FUNCTION 



Set document(s) face down. 
1 



ENTER STATION {S) 
THEN PRESS START 00% 




DEFERRED COHH. N0.=| 
IzXMT 2 : POLLING 




DEFERRED XMT 

START TIME 



Enter the start time from the keypad. 

(Use a 4-digit, 24-hour clocl<) 

Ex: (D(S)®®(11:30 p.m.) and FSFr 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling, press I SET I after each 
station Is entered (UF-770: Up to 32 stations, 
UF-550: Up to 12 stations) 

• Directory Search Dialling, press I SET I after each 
station is entered 

(For details, see page 46 to 49.) 



ENTER STATION (S) 
THEN PRESS START 



Ex: I" 



<01> (Station name) 
5551234 




STORE * NO. 002 

PAGES^Ol 05% 



to store documents into the memory. 



* STORE * COMPLETED 
TOTAL PAGES=05 30% 



Note: 1. If you enter a wrong number in Step 4, press I CLEAR I then re-enter the right number. 

2. To change or cancel the Deferred Communication settings, see page 75. 

3. When you resen/e a defened transmission without ^rfng d ocument into memory, the foiiowing 
message will be shown on the display after pressing I START I in the last step. 



DEF DIRECT XMT RSV'DI 

<01> {Station name) 
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► Timer Controlled Communications 



Deferred Polling 




DEFERRED COMM. NO, 
1:XMT 2: POLLING 



DEFERRED POLLING 
PASSWORD^IIII 



2 Enter a 4-cligit polling password. 
Ex: ®(D®® and I SFT I 



DEFERRED POLLING 
START TIME | 



6 



Enter the start time from the keypad. 
(Use a 4-digit, 24-hour clock) 

Ex: (g) CD®® (3:30 a.m.) and I SET 



Dial by any combination of the following nrtethods: 

• One-Touch Dialling 

• Abbreviated Diaiiing 

• Manual Number Dialling, press I SET ' after each 
station is entered (UF-770: Up to 32 stations, 
UF-550: Up to 12 stations) 

• Directory Search Dialling, press I SET I after each 
station is entered 

(For details, see page 46 to 49.) 



Ex: 



01 




ENTER STATION (S) 

THEN PRESS START 



<01> (Station name) 
5551234 



STORE 



NO. 001 



m 



Note: 1 . If you enter a wrung number in Step 3. press HHS , then re-enter the ri^t number. 
2. To change or cancel tfie Deferred Canmunication settings, see page 75. 
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Polling 4 



Polling means calling other station(s) to retrieve a document. The other station must know in advance that you 
Will call and must have a document set on the ADF or stored In the memory. You may need to set a poliino 
password, shared by the other station, to ensure security. a 

Setting Polling Password 

If the polling password does not match with the polled station, your polling request will be refused 
automatically. 

To set the polling password, follow the steps below. 



1 



FUNCTrON ( 7 




SET MODE {1-6) 
ENTER NO . OR V A 




EO Noi6; 1. Polling might not funcihn with all fax machines. We surest you attempt a thai polling before you 

actually poll important documents. 

2. If a password is not set in the poOed station, you may poll the other etaUon even though your machine 
has a password. 
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► Polling 



Preparing to be Polled 

In order to let other stations poll your machine, you must prepare your machine with a document stored in 
memory. Be sure to set the polling password before storing the document into memory. After being polled, 
the documents stored in the memory will be erased automatically. To retain the documents in memory so 
that they can be polled repeatedly change Fax Parameter No. 27, Polled File Save to Valid. 



ENTER STATION (S) 
THEN PRESS START 00% 

Set document(s) face down. 



1 ^/ 



FUNCTION { 3 



POLLING N0.=| 
1 : POLLING 2 : POLLED I 



3 




POLLED 

PASSWORD=1234 



^ Enter a 4-dlgit polling password, (see Note 3) 
Ex:®(D(D® 



5 




The document(s) will be stored into memory. 



POLLED 

PASSWORD=4321 



* STORE * NO. 015 
PAGES=01 01% 



* STORE * COMPLETED 
TOTAL PA6ES=05 24% 



m Wbte; r . You can still send or receive documents even when set to be polled. 

2. Only 1 polied file can be stored in memory. If you need to add document Into the same polled file, see 

page 82. 

3. If you have set the polling password in Fax Paranwter No. 26, ^e password will appear on the tUsf^ay. 
You can sWI change the password terr^rarily by ovMvriting it yndi a new one. 
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Polling 4 



To Poll Documents from Another Station 



The following procedure lets you poll a document from one or multiple stations. Be sure to set the polling 
password before polling (see page 67). 



1 



FUNCTION 




POLLING NO.=|l 
1 : POLLING 2 : POLLED I 



2 




POLLING 

PASSWORD=1234 



^ Enter a 4-digit polling password, (see Note 2) 
Ex:®®®® 



POLLING 

PASSW0RD=1111 



SET 



ENTER STATION (S) 
THEN PRESS START 



5 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Oialling 

• Manual Number Dialling, press I SET I after each 

station is entered (UF-770: Up to 32 stations, 
UF-550: Up to 12 stations) 

• Directory Search Dialling, press I SET I after each 
station is entered 

(For details, see page 46 to 49.) 



6 



Ex: 




<01> (Station name) 

5 5 E. 12 3 4 



STORE 



NO- 001 



m Note: 1. You can review the entered stations in step 4 by pressing{^ of[A] key, oress l CLEAR 1 toerasethe 
displayed station as needed. 



2. If you have set the polling password in Fax Parameter No. 26, the passwoid will appear on the display 
You can still change the password temporarily by overvmting it with a new one. 
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► Program Keys 



Your fax machine has special Program Keys. These keys are useful If you frequently need to send or poll the 

same group of stations. You can use these keys to store a sequence of stations to be polled, a deferred 
transmission or polling sequence, an additional One-Touch key or a One-Touch group key. 

Setting for Deferred Transmission 

To set a Program Key for deferred transmission 



5 




Ex: 



PI 



1 

2 
3 



Enter the starting time using 4 digits. 
Ex: (D®®® (11:30 p.m.) and I SET 




Enter the station numbers by using One-Touch Key, or 
and a 2-dlgit code. 



Ex: pi 



You may use the H or [a] keys to review the entered 
statlo n(s) before going to next step. If you find an error, 
press I CLEAR I to erase the displayed station. 



PROGRAM [P ] 
PRESS PROGRAM KEY 



PROGRAM [PI] N0.= 
1:PR0G 2: ONE-TOUCH 



PROGRAM r PI] 




START TIME 


. 1 



ENTER STATION (S) 
THEN PRESS START 



<01> (Station name) 
5551234 



6 




PROGRAM! PI] 
I 



NAME 



Enter the station nan>e (up to 15 character) using the 
Character keys (see page 10). 

Ex: PROQ.A and I SET I 

You can now set other Program Keys by repeating the 
procedures from Step 2, or return to standby by pressing 
1 STOP I . 



PROGRAH[P ] 
PRESS PROGRAM KEY 
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Setting for Normal Polling 

To set a Program Key for normal polling 



1 

2 
3 



FUNCTION ( 7 



Ex: 





Program Keys ^ 



PROGRAM [P ] 
PRESS PROGRAM KEY 



PROGRAM[Pl] N0.=| 
1 : PROG 2 : ONE-TOUCH 



POLLING 

PASSWORD^ II I I 



5 



Enter a 4-cligit polling password. 
Ex: ®®©® and I SFT I 

The polling password appears if it has been previously set. 

Enter the station numbers by using One-Touch Key, or 
I ABBR I and a 2-digit code. 



Exi 0^ 



You may use the [v] or [a] keys to review the entered 
statio n(s) befor e going to next step, if you find an error, 
press I CLEAR I to erase the displayed station. 



ENTER STATION(S) 
THEN PRESS START 



<01> {Station name) 
5551234 




PROGRAM [PI] 
I 



NAME 



Enter the station name (up to 15 character) using the 
Character Iceys (see page 10). 



Ex: PROG.A and I SET 



You can now set other Program Keys by repeating the 
procedures from Step 2, or return to standby by pressing 



STOP 



PROGRAM [P ] 
PRESS PROGRAM KEY 
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► Program Keys 



Setting for Deferred Polling 

To 89t a Program Key for deferred polling 



1 

2 
3 

4 

5 
6 



8 



FUNCTION 

Ex: 




SET 




Enter a 4-digit polling password. 
Ex: ®0®® and I SET I 

The polling password appears If It has been previously set. 
Enter the starting time. 

Ex: (D(DCg)® (10:00p.m.) and I SET I 

Enter the station numbers by using One-Touch Key, or 
I ABBR I and a 2-diglt code. 



Ex: 01 



You may use the [v] or E keys to review the entered 
statlo n(s) befor e going to next step. If you find an enor, 
press I CLEAR I to erase the displayed station. 




Enter the station name (up to 15 character) using the 
Character keys (see page 10). 

Ex: PROG.A and I SET I 

You can now set other Program Keys by repeating the 
procedure s from Step 2, or return to standby by pressing 
1 STOP I . 



PROGRAM [P ] 
PRESS PROGRAM KEY 



PR0GRAH[P1] NO.=| 
1 : PROG 2 : ONE-TOUCH 



DEFERRED POLLING 
PASSWORD=|||| 



PROGRAM [Pi] 
START TIME | 



ENTER STATION (S) 
THEN PRESS START 



<01> (Station name) 
5551234 



PROGRAM [PI I 


NAME 1 


1 





PROGRAM [P ] 
PRESS PROGRAM KEY 
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Program Keys ^ 



Setting for Group Dialling 

To set a Program Key for Group Dialling 



1 



3 




SET 



PROGRAM [P ] 
PRESS PROGRAM KEY 



Ex: 



PI 



PROGRAM [Pl] N0.=| 
1 : PROS 2 : ONE-TOUCH 




ENTER STATION (S) 
THEN PRESS START 



Enter the station numbers by using One-Touch Key, or 
"IR I and 2-digft code. 



Ex: 



01 



and 



smcE 

ABBR 



© © 



You may use the H or [a] keys to review the entered 
statio n(s) befor e going to next step. If you find an en-or, 
press I CLEAR I to erase the dtspiayed station. 



<01> (station name) 
5551234 



[10] (Station name) 
5553456 




PROGRAM [PI] NAME 
I 



6 



Enter the station name (up to 15 character) using the 
Character keys (see page 10). 



Ex: PROG.A and I SET 



You can now set other Program Keys by repeating the 
procedure s from Step 2, or return to standby by pressing 
I STOP I. 



PROGRAM[P ] 
PRESS PROGRAM KEY 
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► Program Keys 



SeRIng for One-Touch Key 

To set a Program Key for One-Touch Key 



1 



FUNCTION 



c 



(5 




SET 



PROGRAM [P ] 
PRESS PROGRAM KEY 



Ex: 



PI 



PR0GRAH[P1] 

1 : PROG 2 : ONE-TOUCH 




[PI] 

ENTER TEL. NO. 



4 



Enter a telephone number (up to 36 digits including pauses 
and spaces). 



Ex: (DL£AUSEJ(D®(D 
®(g)®® 



[PI] 

9-555 12341 



5 



SET 



[PI] ENTER NAME 
9-555 1234 



6 



Enter the station name (up to 15 character) using the 
Character Iceys (see page 10). 

Ex: PRQG.A and I SET 1 



You can now set other Program Keys by repeating the 
procedure s from Step 2, or return to standby by pressing 
I STOP I . 



PROGRAM [P ] 
PRESS PROGRAM KEY 
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Program Keys ^ 



Changing or Erasing Program Key Settings 



To change the settings in a Program Key, follow the procedure on setting Program Keys on pages 70 to 74. 

• Start time or station{s) for deferred transmission 

• Station(s) for normal polling 

• Start time or station(s) for deferred polling 

• Station(s) for group dialling 

• Telephone number and station name for One-Touch key 

To erase the settings in a Program Key 



1 



2 



3 



5 





Press the Program key you want to erase. 



Ex: 



CLEAR 



SET 



You can now erase other Program Keys by repeating the 
procedure s from Step 3, or return to standby by pressing 
1 STOP I . 



SET MODE (1-6 
ENTER NO . OR V A 



PROGRAM I P ] 
PRESS PROGRAM KEY 



PROGRAM [Pi] N0.=1 
1 : PROG 2 : ONE-TOUCH 



PR0GRAM[P1] N0.=| 

1 : PROG 2 : ONE-TOUCH 



PROGRAM [P ] 

PRESS PROGRAM KEY 
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► Edit File Mode 



Your machine has a document image memory which enables you to reserve memory transmission, memory 
deferred transmission, memory polling and so on. 

After reserving the communications In memory, you may need to change the settings of the communications 
while it is still in memory. This section describes how to use the file editing features. 

Printing a File List 

The contents of the communication settings may have to be modified or deleted. To verify the contents, follow 
these steps below to print out a file list. 



1 



FUNCTfON 




EDIT FILE MODE (1-4) 
ENTER NO. OR V A 



2 




1:FILE LIST? 

PRESS SET TO SELECT 



3 
4 



SET 




FILE LIST 

1: PRINT 2 :VIEW 



* PRINTING * 
FILE LIST 



Sample File Ust 



_piLE LIST- **************** * DATE 08-MAR-1997 ***** TIME 15:00 *** P. 01 

(1) (2) (3) (4} (5) (6) 

FILE COMM. TYPE CREATED TIME START TIME PAGES DESTINATION(S) 
Ho. 

001 DEFERRED XHT 07-MAR 13:20 20:30 [01] 

002 MEM.DEF.XMT 07-M&R 13:20 22;30 003 [11] [12] [13] [16] [17] 



-PANASONIC 



-HEAD OFFICS 



201 555 1212- *•*«***•* 



Explanation of Contents 

(1) File number 

(2) Communication type 

(3) Stored date/time 

(4) Executing time 

(5) Number of stored page(s) 

(6) Destination 



:lf the file is now being executed, a is indicated on the left of the 
file number. 



:Date/time that these files were stored. 

: If the file is a Timer Controlled Communication, the start time is 
printed in this column. 

If the file is an incomplete file, "INCOMP" is printed in this column. 



lABBR. NoJOne-Toix:h NoVManual Dialling No. 
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Edit File Mode ^ 



Viewing the Contents of a File List 



You can also verify the contents of a file list by siiowing it on the display without printing a file list follow the 
steps c}elow. 



1 




EDIT FILE MODE (1-4) 
ENTER NO. OR V A 




1 :FILE LIST? 

PRESS SET TO SELECT 



3 



SET 



FILE LIST 

1: PRINT 2: VIEW 



4 




USE THE VA KEYS TO 
SCROLL EACH FILE 



5 



o"" ^^yT"" repeatedly until the display shows a file you want to edit. 



Sample display 



Type of File 

XMT: 
POLL: 
POLLED: 
RCVTOMEM: 
CONF. MAIL: 
PC JOB: 
FILE XMT: 
JOURNAL: 



Transmission 

Polling 

Polled 

Receive to Memory 
Conf. RCV/Conf. Polled 
PC Interface Job (Option) 
File Transmission 
Journal /Report 




Status 




nn:nn: 


Start time 


IN PRG: 


In progress 


REDIAL: 


Waiting to redial 


INCOMP: 


Incomplete file 



001 XMT 10:00 POlO 
<01> (Station name) 



File Number 



Entered station 



Number of pages 



6 
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► Edit File Mode 



Changing the Start Time or the Station of a File 

To change the start time and/or stations in a connmunication file, follow the steps below. 



1 



2 



3 



4 



5 



6 



FUNCTION ( 9 



i5 





SET 



Enter the file number or use E or [a] to select the file that 
you want to change. 

Ex:®®® 



SET 



(See Note 2) 



Enter a new start time. 



Ex:®®®® (6:00 AM) 

(If you do no\ have to change the time, skip to step 6.) 



SET 



EDIT FILE MODE (1-4) 
ENTER NO . OR V A 



ENTER FILE NO. OR V A 
FILE NO.=Ui 



ENTER FILE NO. OR V A 
FILE NO. =001 



DEFERRED XMT 

STAP.T TIME 20:30 



DEFERRED XMT 

START TIME 06:00 



TEL. NO. 
5551234 
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7 



To delete the station(s), pressE orH key until the station 
you want to delete appears. Tlien press 



or 

Enter the station(s) you want to add. 
Ex: 



01 


SET 









Edit File IVIode M 



ENTER STATION(S) 
THEN PRESS START 



1 STN(S) ARE SET 
ADD MORE OR START 



8 




Mote: 7. 

2. 



Your machine cannot change the start time and/or stations in the file while it Is toe/ng sent or waiting to 

redial. 

If the file is not a Deferred Communication File, the foliowing message is shown on the dispiay. 



SET DEFERRED COMM. 7 
1:YES 2:N0 



Press ® to change the type of the file for defened communication file. 

3. If you edit the file that is saved as an incomplete file, after ptes^ng 
will prompt you to execute the file immecHateiy or not. 

The display shows; 



in step 8, your madiine 



RETRY INCOMP. FILE? 
1 :YES 2 :N0 



Press (T) to execute tfie file immediately. 
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► Edit File Mode 



Deleting a File 

To delete the file in memory, follow the steps below. 



1 



FUNCTIO N 
I „ I 




EDIT FILE MODE (1-4) 
ENTER NO. OR V A 



2 



SET 



ENTER FILE NO. OR V A 
FILE NO. =111 



3 



4 



Enter the file number or use [v] or [a] to select the file that 
you want to delete. 

Ex: ®(a)® (see Note 2) 



ENTER FILE NO . OR V A 

FILE NO . -OGl 



SET 



DELETE FILE NO. 001? 
1 :YES 2 :N0 



5 




Enter the next file number you want to delete or press 
I STOP I to return to standby. 



DELETING * 
FILE NO. =001 



EOTER FILE NO . OR V A 
FILE NO. = 111 



m Note: 1. Your machine cannot delete the file while it is being sent. 

2. Enter®®® as the file number and Dress \ SET I to delete all files (except the file in progress). 
The following message is sh own on the display. 

DELETE ALL FILES ? | 
1:YES 2: NO I 

Press ® to delete all files. 
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Edit File Mode M 



Printing Out a File 

To print the contents of the communication file, follow the steps bellow. 



1 



FUNCTION 




EDIT FILE MODE (1-4) 
ENTER NO. OR V A 



2 



SET 



ENTER FILE NO. OR V A 
FILE N0.=| 



3 



Enter the file number or use E or E to select the file that 

you want to print. 

Ex:®®® 



ENTER FILE WO . OR V A 

FILE NC.=001 



4 



SET 

Your machine will print the file. The document(s) will remain 
in memory even after printing of the file. 



* PRINTING * 

PAGE=001/003 



m Note: Your machine cannot print the file while it is being sent. 
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► Edit File Mode 



Adding Documents into a File 

To add documents into the file, follow the steps below. 

1 .V/ 

Set document(s) face down. 



ENTER STATION (S) 
THEN PRESS START 00% 



21 FUNCTION ( 9 



EDIT FILE MODE {1-4; 
ENTER NO. OR V A 



3 



4 




SET 



H 

Enter the file number or use E or E to select the file that 
you want to add. 

Ex: ® ® ® 



SET 



Your machine will start storing the document(s) Into a file. 



ENTER FILE NO. OR V A 
FILE NO.=M| 



ENTER FILE NO. OR V A 
FILE NO. =001 



* STORE * NO. 001 

PAGE3-01 10% 



m Note: Your machine cannot add the document into the file while it is tyeing sent or waiting to redial. 
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Edit File Mode 



Retry an Incomplete File 

If a memory communication has been unsuccessful due to a busy line or noanswer. the document you stored 
IS automatically erased from memory after the last redial uuuu.neniyoustorea 

No°3l"nNC%lf E SI^^^^ " ^^"^""ic^tion failed, change the setting of Fax Parameter 

iMO. 31 (INC. PILE SAVE) to Valid in advance, (see page 36) 

^^retry the incomplete file, print a File List to check the file number (see page 76). Then, follow these steps 



1 



FUNCTION 




EDIT FILE MODE (1-4 
ENTER NO . OR V A 



3 



2 



SET 



ENTER FILE HO. OR V A 
FILE NO.sJ 



3 



4 



Enter the file number or use [v] or [a] to select the file that' 
you want to retry. 

Ex:®®® 



ENTER PILE NO. OR V A 
FILE NO. =001 i 



SET 



Your machine will retry the file and start dialling 

immediately. 



STORE 



NO. 001 



* DIALLING * NO. 0 oil 
5551234 



ffl 



Note: 1. Please refer to page 78 and 79 to confirm or change the entered telephone number tor the file 

2. If you set Fax Parameter No.31 to Valid, all incorrpiete files remain in the memory. To avoid memory 

overflow, p ease checkthe memory content frequently. We recommend that optional memory be installed 
when this function is used (see page 169). r ^ 
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► Fax Access Code 



The Fax Access Code prevents an unauthorized user from operating the machine. Once a 4-diglt Fax Access 
Code is registered, no one can operate the machine without entering the correct access code. 
Automatic Receiving, however, is always available. After you complete any operation, such as mode setting or 
transmission, and the display returns to standby, you have to reenterthe access code in orderto use the machine 
again. Registering the Fax Access Code does not affect the use of the machine in any other way. 

Setting the Fax Access Code 



1 



3 



4 
5 



6 



FUNCTION [ 7 




SET MODE (1-6) 
ENTER NO. OR V A 




SET 



FAX PARAMETER (01-99; 
N0.=| 




38 PAX ACCESS CODE 

nil 



Enter a 4-diglt Fax Access Code. 

Ex:®@@® 



38 FAX ACCESS CODE 

1234 



SET 



For UF-550 skip to step 7. (The UF-550 cannot select 
restriction level. ALL only.) 



Select Restriction Level. 
0 for All operations 

(2) for Setting and Printout of Fax Parameters only. 
Ex: (2) 



3 8 PAX ACCESS CODE 
1:ALL 1234 



38 FAX ACCESS CODE 
2:FAX PARA. 1234 



SET 




m Note: To erase the Fax Access Code, enter Access Code and press ] SET 1 and Mlowtiie procedure above 
to step 3, then press I CLEAR H SET 1 and I STOP"1 . 
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Fax Access Code ^ 



Operating Your Machine with the Fax Access Code (Restrict all operations) 

Enter the Fax Access Code. 

Ex: ®(D®® 



1 



2 



08-MAR-1997 15:00 
ACCESS CODE=| 



08-MAR-1997 15:00 
ACCESS CODE=|||| 



SET 



Now you can operate the machine using normal 
procedures. 



08-MAR-1997 15:00 



00% 



Operating Your Machine with the Fax Access Code (Restrict access of Fax Parameters 
only) [For UF-770 only] 

The UF-770 can be selected to restrict the operations of setting and printing the Fax Parameters oniy 
Ex: When Setting the Fax Parameter. 



1 




SET MODE 


(1-6)1 


ENTER NO. OR 


V A 1 



2 



SET 



INPUT ACCESS CODE 

nil 



3 



Enter a 4-digit Fax Access Code. 

Ex: CDCDCD® 



INPUT ACCESS CODE 

1234 



4 



SET 



FAX PARAMETER ( 01-99 ) 
N0.=| 



Now you can operate the machine using normal 
procedures. 
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► Receive To Memory 



This feature is used to secure all received documents by storing them into the memory. To print out the document 
from memory, the authorized operator must enter the conect password. 

Setting the RCV To Memory Password 



1 

2 
3 

4 

5 



FUNCTION 

4 





SET 





SET 



Enter a 4-digit RCV to Memory Password. 
Ex:®(D(D® 

SET 




Setting RCV To Memory 



1 

2 
3 




FUNCTION ( 8 



C \ SET 





4 



SET 




m 



SET MODE (1-6: 
ENTER NO. OR V A 



PAX PARAMETER (01-99) 
N0.=| 



37 RCV TO MEMORY 

nil 



37 RCV TO MEMORY 



1234 



SELECT MODE (1-5) 
ENTER NO. OR V A 



RCV TO MEMORY=OFF 
1:0FP 2:0N 3:PRINT 



RCV TO MEMORY=ON 
1:0FF 2:0N 3:PRINT 



08-MAR-1997 15:00 

< RCV TO MEMORY 



:J Note: J. When the memory overftows, the machine wia stop receivm^ The machine will not 

answer the next incoming call until there is space available in the memory. 

2. We recommend that optional memory be installea when this function is used. See page 166 for Imaae 
Memory Capadty. 
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Receive To Memory ^ 



Printing Out Documents 

After receiving a document with Receive To Memory feature, thefoliowing message will appear on the display. 



MESSAGE IN MEMORY 
< RCV TO MEMORY > 



To print the document, foiiow these steps below. 



1 



FUNCTION ( 8 




SELECT MODE (1-5! 
ENTER NO. OR V A 




SET 



RCV TO MEM0Ry=0N 
1:0FF 2: ON 3: PRINT 



3 




RCV TO MEMORY=PRINT 
1:0FF 2:0N 3 : PRINT 



] 



4 



SET 



INPUT PASSWORD 



■III 



5 



6 



Enter the password to print the documents, 
(see Note 1) 

Ex: ® (D@® 



SET 



Machine will start to print the documents. 



INPUT PASSWORD 



1234 



* PRINTING * 
MEMORY RCV'D DOC 



LJ Wote: 1. If the password has not been set, your machine win not prompt you to witer the p^swofd. 

The documents will be printed immediate fy after pressing I SET I in step 4. 

2. Once you set RCV TO t^EMORY feature to On, the password cannot be changed (Fax Parameter No. 
37 will not be shown on the L CD display). If you wish to change the password, set RCV TO MEMORY 
feature to Off first. Then change the password (see page 86). 
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► Distinctive Ring Detector (DRD) 



This function Is only effective for companies in countries which offer the DRD Service, 

Your nrtachlne has a special feature In conjunction with an optional service provided by many local telephone 
companies. It can distinguish up to 2 telephone numbers with a corresponding ring pattern identifying each 
number. "DRD" lets you provide multiple phone numbers, one for your fax, business or personal use with only 
one single phone line. 

Please check with your local telephone company on the availability of this service in your area. 

Your machine can be programnried to respond to the specified ring pattern only for the DRD Service. To enable 
your machine to detect the ring pattern only for fax communication, change the setting of Fax Parameter No. 
30 (see page 36). 



The following table shows a typical example with 2 telephone numbers on a single phone line. 



Telephone No. 


Usage 


Distinctive Ring Sound 


Ring Pattern 


555-1111 


Phone 


Riling. Riling. 


Standard Ring 


555-2222 


Fax 


Ring.. . Ring. Ring...Ring. 


Double Ring 









m Not»: "Rafng" means a iong ringing sound and 'Ring' means a short ringing sound. 



The following illustration shows a typical set up, with your machine set to detect "double ring" pattern. 

At Your Location with 

Distinctive Ring Service 



Ring..Ring. Ring..Ring 

A person recognizes the call 
is for the fax machine by the 
double ring pattern sound. 





Dialling "555-2222" 



Ring..Rlng. Ring..Ring 

The fax machine distinguishes 
the call is for the fax by the 
double ring pattern and answers 
automatically. 




Fax No. "555-2222" 



88 



Fax Cover Sheet ^ 



General Description 



A Fax Cover Sheet can be automatically attached to your transmit document(s) that shows the recipient's 
name, originator's name and the number of pages attached. 



Transmitted as: 



Received as: 




Fax 
Cover 
Sheet 


Header P.01 


Header P.02 


Page 1 


Page 2 
Total p.02 



To use tlie Fax Cover Sheet 

To attach the Fax Cover Sheet for a transmission, follow the procedure below. 

1 

Set document(s) face down. 



2 
3 
4 



5 
6 




FUNCTION ( 8 



Q ^ SET 





or 




for OFF (Cover Sheet Is not attached) 



for ON (Cover Sheet is attached) 



SET 



Dial the station(s) 
Ex: 



START 



m 



ENTER STATION {S) 
THEN PRESS START 00% 



SELECT MODE (1-5) 
ENTER NO. OR V A 



COVER SHEET=0PP 
1 : OFF 2 : ON 



COVER SHEET=0FF 
1:0FF 2 :0N 



or 



COVER SHEET=sON 
1:0FF 2: ON 



DOCUMENT SET 

ENTER STATION (S) 00% 



Note: 1 . To change the preset Fax Cover Sheet Setting, change the setting of Fax Parameter No. 56, see 
page 37. 

2. This function is available for memory or direct transmission mode. 

3. The Fax Cover Sheet is not counted in the number of pages column of the journals. 



89 



► Fax Cover Sheet 



Fax Cover Sheet Sample 



FACSIMILE COVER SHEET ***** 

(1) 

08-MAR-1997 15:00 



(2) 

Message To: 



SALES DEPT. 



(3) 

Message From: 



PANASONIC 
201 555 1212 



(4) 
02 
Page { s ) 
Following This Cover Page 



Explanation of Contonts 

(1) Starting time of communication 

{2) Recorded name in One-touch. ABBR. No. Dialling or dialed telephone number 

(3) Your LOGO (up to 25 characters) and ID Number (up to 20 digits) 

(4) A number of following pages. This infomiation is not shown when it transmitting by Direct Transmission Mode. 
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OMR Transmission M 



General Description 

This feature is designed to work with a store and forward system (i.e. UF-M500 Multi-Channel Fax Gateway) 
that utilize OMR (Optical Mark Recognition) sheet to otrtain routing infonnation to automaticallv relay the fa« 

messages to its final destination. 

When sending a document with the OMR-XMT feature set to "On", the process of the following 2 operations 

will be changed 

• Automatic Page Re-transmission 

When the OMR-XMT feature is set to "On" and the memory transmission failure occurs, the automatic 
re-transmission will start from the 1 st page including the OMR sheet rather than from the failed page. 

• Automatic Page Numbering 

When the OMR-XMT is set to "On", the automatic page numbering on the header of each page will start 
from the 2nd page Instead of the 1st page, which is your OMR sheet. 

Table 1 : Documents sent with the OMR-XMT feature set to "On" 



Transmitted Pages 



OMR 
sheet 



Page1 



Page 2 



Received by the System 




Received by the final 
destination 





Header P.02 


Header 


P.01 


Page 2 


Page1 







Table 2: Documents sent with the OMR-XMT featura set to "OfT 



TVanemHted Pages 



Received by the System 



Received by the final 
destination 




Header P.03 



Header P.02 



Header P.01 

OMR 
sheet 



Page 1 



Page 2 



1 Header RD3 


Header P.02 






Page 2 


Page1 
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► OMR Transmission 



Sending Documents with your OMR Sheet 



To use the OMR Transmission, select OMR-XMT = OFF or ON for each Transmission by following the 
procedure below. 



1 ^1 



Set document(s) face down. 



ENTER STATION(S) 
THEN PRESS START 00% 



21 FUNCTION ( 8 



3 



5 




SET 




for OFF 



or 




for ON 



SET 



SELECT MODE (1-5] 
ENTER NO . OR V A 



OMR-XMT=OFF 
1:0FF 2:0N 



OMR-XMT=OFF 

1 : OFF Z : 0!] 



or 



OMR-XHT=ON 
1:0FF 2: ON 



DOCUMENT SET 

ENTER STATION(S) 00% 



6 



Dial the station(s) 



Ex: 01 



START 



m Mote: 1. To change the preset OM/7 Transmission Setting, change the setting of Fax Parameter No. S5, see 
page 37. 

2. This function is availabie for memory or cSrect transmission mode. 

3. The OMR Sheet is counted in the number of pages coiurrm of f/ie journals. 

4. When using ffte OMR Transmission, the Cover Sheet function wili be turned "Off" automatically. 



Fax Forward 



[For UF-770 only] 



4 



Setting Fax Forward 

This feature allows all incoming faxes to be fonwarded to the station registered in the abbreviated dialling 
number [00]. Once the faxes are received in the memory, the machine will dial the telephone number 
registered in the abbreviated dialling number [00] and transmit the received document(s). 
This function is convenient when you would like to receive faxes in another place (i. e. your home) at niaht 
or dunng a holiday. / w 



1 



First register a telephone number for the abbreviated 
dialling number [00] where to transfer the receiving faxes, 
(see page 30) 



2 



FUNCTION 



r 




SET MODE (1-6) 
ENTER NO. OR V A 



3 




FAX PARAMETER {01-99} 
N0.=| 



4 




54 FAX FORWARD 
1 : INVALID 



5 




54 PAX FORWARD 

2 : VALID 



6 



SET 




08-MAR-1997 15:00 
< FAX FORWARD > 



Note: 



1. When the Fax Forward feature is set, the abbreviated dialling number [00] will be restricted from editing 
the number. Please change this function to Invalid when you would like to edit the telephone number 

2. lfthecommunicationtotransferareceiveddocument(s)fiasfail0d. therBceiv6ddocument(s) willbeprinted 
out and erased from memory even if the Fax Parameter No. 31 (INC. FILE SAVE) is set to valid. 

If you wish to save the document into memory in case of communication failure, setyour machine to Receive 
To Memory, (see page 86) 

3. It is not possible to receive a document if the memory of your machine overflows or is atiout 95% used. 
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► File Transmission [For UF-770 only] 



This feature allows your machine to store the document(s) into the File Transmission In orcter to send to multiple 
stations repeatedly. The documem(s) in the File Transmission will be kept until erased. 

Storing a Document(8) 

To store the document(s), follow the steps below. 

ENTER STATION(S) | 
THEN PRESS START 00%| 

Set document(s) face down. 



1 ^/ 



2 FUNCTION ( 4 



3 




FILE XMT MODE (1-4; 
ENTER NO . OR V A 



1 : STORE FILE? 
PRESS SET TO SELECT 



SET 



Your machine will start storing the document(s) into the 
memory. 



STORE * NO. 001 

PAGES=01 01% 



[3 Note: Only 1 fits can be stored for File Transmission. 
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File Transmission[ForuF-77ooniy] ^ 



Sending the Stored Docunient(s) 

To send the stored document{s), follow the steps below. 



1 



FUNCTION 
I I 




FILE XMT MODE {1-4) 
ENTER NO. OR V A 



2 



SET 



ENTER STATION (S) 
THEN PRESS START 



3 



Dial by any combination of the following methods: 

• Manual Number Dialling (Up to 32 stations) 

• One-Touch Dialling 

• Abbreviated Dialling 

• Directory Search Dialling 

(For details, see page 46 to 49.) 



Ex: 



SPACE 
ABBR 



<01> {Station name) 
5551234 




O ® 



[10] (Station name) 
5553456 



(When entering a station for Manual Number Dialling or 
Directory Search Dialling, press I SET i after each 
station is entered.) 



4 




* DIALLING * NO. 001 
5551234 



Your machine starts to dial the telephone numbers in 

sequence. 
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► File Transmission [For UF-770 only] 



Deleting the Stored Document(8) 

To delete the stored document(s), follow the steps below. 



1 



FUNCTION ( 4 




FILE XMT MODE (1-4! 
ENTER NO. OR V A 



2 




3: DELETE PILE? 
PRESS SET TO SELECT 



3 



SET 



* DELETING * 
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File Transmission [For uF-770 only] ^ 



Printing the Stored Document(8) 

To print the stored document(s), follow the steps below. 



1 



FUNCTION 




FILE XMT MODE (1-4) 
ENTER NO. OR V A 



2 



4: PRINT PILE? 
PRESS SET TO SELECT 



3 



SET 



• PRINTING * 
FILE XMT DOC 



Your machine will print the file. The dooument(s) will remain 
In the memory even after printing the file. 
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► Department Code [For UF-770 only] 
General Description 

This operation requires the user to input a preset 4-digit Department Code before transmission. The Department 
Name of the selected Departmerrt Code is printed on the Header of each page sent, Cover Sheet. COMM. 
Journal and Individual Transmission Journal. When the Department Code is set, the Transaction Journal will 
be sorted by the Department Code number (01 - 24) when It Is printed. 

If you wish to prevent unauthorized persons from setting, changing or erasing the Department Code settings, 
you should set the Fax Access Code to restrict these settings, (see page 84) 

Setting the Department Code 




SET MODE (1-6) 
ENTER NO. OR V A 



3 



4 



6 




SET 




7) (7 





SET 




SET 



Enter Department Code number. 
Ex:®® (01 to 24) 



PAX PARAMETER (01-99) 
N0.=| 



77 LOGO /DEPT. CODE 
1 : INVALID 



77 LOGO/DEPT. CODE 
3: DEPT. CODE 



DEPT. CODE (01-24) 
ENTER NO. OR V A 



LOGO/DEPT. NAME 
12 I 
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7 



Department Code 



[For UF-770 only] 



Enter your Department Name (max. 25 charactere and 
digits) by using character keys, (see page 10) 



Ex: [B[A][H][A][l][Q][B][ri[S 
[1][A][D[I][£] (see Note) 



LOGO /DEPT. NAME 

12 PANASONIC sales! 



8 



SET 



INPUT DEPT, CODE 



nil 



Q Enter a 4-d(git Department Code. 
Ex:®@(D® 



INPUT DEPT. CODE 



1234 



10 



SET 



To record another Department Code, repeat step 6 to 10. 
To return to standby, press 



LOGO/ DEPT. NAME 
13 I 



m 



sJ Note: Use\ COPY ! to copy the default LOGO which is set in the User Pammeters. You can add the department 
name following the default LOGO. 
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► Department Code [For UF-770 only] 



Changing or Erasing the Department Code 

If you have to change or erase any of Departnwnt Code, follow the steps below. 



1 



3 



5 



FUNCTION 





SET 



If you set the Fax Access Code to restrict the Fax 
Paranneters settings, the unit prompts to Input Access 
Code. Input the Fax Access Code and press I SET I . 





SET 




SET 



g Enter Dept. Code number you wish to change or erase. 
Ex:®@ (01 to 24) 



SET MODE 


(1-6)1 


ENTER NO. OR 


V A 1 



INPUT ACCESS CODE 

nil 



FAX PARAMETER (01-99} 
N0.=| 



77 LOGO/DEPT. CODE 
3: DEPT. CODE 



DEPT. CODE (01-24) 
ENTER NO. OR V A 



LOGO/DEPT. NAME 

12 PAI'IASONIC SALES 



too 



Department Code 



[For UF-770 only] 



7 



CLEAR 



8 



then enter a new LOGO, (see Note 1 and 2) 
Ex: [P][A][N][A][B[A]E][1SCE] 

or just go to step 7 to erase the Department Code. 



SET 



LOGO/DEPT. NAME 
12 I 



LOGO/DEPT. NAME 
12 PANAFAX SALESI 



INPUT DEPT. CODE 



1234 



9 



Enter a 4-dtglt Department Code. 

(input dept. code I 

Ex: (D(D®(D I 5678 



10 



SET 



To change or erase another Department Code, repeat step 
6 to 10. To retum to standby, press I STOP 1 . 



LOGO/DEPT. NAME 
13 I 



m 



Woto; 1. Ose BE to m ove the cursor, men enter the correct Dept. Name over the old Dept. Name. 

2. Use \ COPY ! to copy the default LOGO which is set in the User Parameters. You can add the 
department name following the default LOGO. 
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► Department Code [For UF 



-770 only] 



Sending Document with Department Code 



1 




ENTER STATION (S) 
THEN PRESS START 00% 



Set clocument(s) face down. 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Diatting, press I st=T I after each 
station Is entered (Up to 32 stations) 

• Directory Search Dialling, press 1 SET I after each 
station is entered 

(For details, see page 46 to 49.) 



3 



Ex: 



01 




<01> (Station name) 
5551234 



INPUT DEPT. CODE 



nil 



4 



Enter a 4-digit Department Code. 

Ex:®(D(D® 



INPUT DEPT. CODE 



1234 




The document is sent with the header of the selected 
Department Name. The selected Department Name is 
printed on the COMM. Joumal, Individual Transmission 
Journal and Cover Sheet. 
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Department Code 



[For UF-770 only] 



Sending Document with Department Code (Voice Mode TIansmlsslon) 



1 ^/ 



4 



Set document(s) face down. 



ENTER STATION (S) 
THEN PRESS START 00 



Lift the fax h andset or the external telephone or press 



MONITOR 



Ex: Press MONITOR 



INPUT DEPT. CODE 



nil 



2 Enter a 4-digit Department Code. 
Ex:®®(D0 



INPUT DEPT. CODE 



1234 



SET 



MONITOR 



g Dial the telephone nunr^ber from the keypad. 
Ex:(D(D(D®(g®® 



6 



* DIALLING 
55512341 



When you hear a beep, 




ON LINE 
5551234 



XMT 



The document is sent with the header of the selected 
Department Name. The selected Department Name is 
printed on the COMM. Journal, Individual Transmission 
Journal and Cover Sheet. 
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► Department Code (For UF-770 only] 



Printing a Department Code List 

The Department Cod© List can be printed out foiiowing tlie Fax Parameter List. 



1 



FUNCTION 




PRINT OUT 


(1-7)1 


ENTER NO. OR 


V A 1 



2 




d ) SET 



* PRINTING * 

FAX PARAMETER LIST 



Sample Department Code List (Prints following the Fax Parameter List) 





-FAX PARAMETER LIST- ************** d^tE 08-MAR-1997 


***** TIME 15:00 *** P. 02 


DEPARTMENT CODE LIST 






(1) 


(2) 


(3) 




NUMBER 


DEPARTMENT HAKE 


DEPARTMENT CODE 




01 


Panafax Sales 


0001 




02 


Panafax Service 


0002 




03 

1 


Panafax Accounting 


0003 

1 




24 


Panafax Engineering 


0024 








-PANASONIC 






OFFICE - ********* _ 


201 555 1212 - ******** 



Explanation of Contents 

(1 ) Department Code Numl»r : 01-24 

(2) Department Name : Up to 25 characters 

(3) Department Code : 4 digits 
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Department Code 



[For UF-770 only] 



Printing a [Apartment Code Journal 

When the Department Code is set. the transaction Journal will be sorted by the Department Code number when 
rt IS pnnted. All contents of the Journal will be erased automatically after being printed. 



1 



FUNCTION 




PRINT OUT (I-7; 
ENTER NO. OR V A 



2 




H \ SET 



JOURNAL 

1: PRINT 2: VIEW 



3 




* PRINTING * 
JOURNAL 



Sample Department Code Journal / Originated Calls 



— * -JOUHNAL- DATE 08-MAR-1997 — - TIME 15:00 P. 01 



ORIGIHATED CALLS 
06-MAR TO 08-MftR (1) 

12) (3) 
TOTAL PAGES = 000038 TOTAL TIME = 00:23'56 

(4) (5) 
01: Panafax Sales 

NO . COM PAGES FILE DURATION X/R IDENTIFICATION 

01 OK 005 00:05-13 XMT • 5551234 

21 OK 021/021 019 00: 10 '15 FWD FAX FORWARD 
(6) (7) 

TOTAL PAGES = 000026 TOTAL TIME = 00:15'28 

02: Panafax Service 
NO. COM PAGES FILE DURATION X/R IDENTIFICATION 

19 OK 001/001 017 OOiOQ'lS XMT » 5551234 

30 OK 011/011 045 00:08*15 XMT SERVICE DEPT. 

TOTAL PAGES = 000012 TOTAL TIME = 00: 08 '28 



DATE TIME 

06-MAR 15; 10 
06-MAR 18:10 



DATE 



TIME 



07-MAR 10:10 
07-MAR 13:10 



^..^^ -PANASONIC 

OFFICE - ********* - 



DIAGNOSTIC 

CO0449O3C000O 
CO0449O3C000O 



DIAGNOSTIC 

C0044903C0000 
CO0449O3C000O 



201 555 1212 - ******** 
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► Department Code [For UP 



-770 only] 



Sample Department Code Journal / Received Calls 



****■**»*******: 



-JOURNAL- ************************* DATE 08-MAR-1997 ***** TIME 15:00 *** P. 02 



RECEIVED CALLS 
06-HAR TO 08-MAR (1} 

(2) {3) 
TOTAL PAGES = 000011 TOTAL TIME = 00: 13 '41 

NO. COM PAGES FILE DURATION X/R IDENTIFICATION DATE TIME 



DIAGNOSTIC 



55 OK 005 00 : 05 ' 13 RCV 4445678 



06~MAR 12:10 COO44903CO00O 



56 OK 005/005 020 00:08'15 PLD 111 222 333 06-MAR 19:15 C0044903CO00O 

70 OK 001 017 00:00-13 RCV 44567345 07-MAR 10:10 COO449O3C0000 

-PANASONIC 

^.^^ O FFICE - - 201 555 1212 - ******** 

Explanation of Contents 
(1 )Period date of this joumal 

(2) Number of total pages trensmitted/receivecl for this machine. 

(3) Total transmitted/received time for this machine. 

(4) Department Code Numl)er : 01-24 

(5) Department Name 

(6) Number of total pages transmitted/received for this department. 

(7) Total transmitted/received time for this department. 
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Multiple LOGO [For UF 



-770 only] 



General Description 

This operation allows the user to select one of the 25 preset LOGOs before a transmission. The seiected LOGO 
IS pnrTted on the Header of each page sent, Cover Sheet, COMM. Journal and Individual Transmission Joumal. 



Setting tlie Muitiple LOGO 



1 

2 

3 

4 

5 
6 



8 



m 



FUNCTION ( 7 





SET 





SET 




SET 



Enter LOGO number. 
Ex:©® (01 to 24) 

Enter your LOGO (max. 25 characters and digits) by using 

character keys (see page 10). 



Ex: [P][A][Nl[A][S][g[N][I][C] 
[l][Al[r][I][l] (see Note) 



SET 



To record anot her LOGO , repeat step 6 to 8. To retum to 
standby, press I STOP I . 



SET MODE (1-6 
ENTER NO. OR V A 



FAX PARAMETER (01-99) 
N0.=| 



77 LOGO/DEPT. CODE 

1 : INVALID 



77 LOGO/DEPT. CODE 
2 : MULT I -LOGO 



MULTt-LOGO (01-24) 

ENTER r:0 . OR V A 



LOGO/DEPT. NAME 
12 I 



LOGO/DEPT. NAME 

12 PAl'^IASONIC SALES 



LOGO/DEPT. NAME 
13 I 



Note: Use\ COPY | to copy the default LOGO which is set in the User Parameters. You can add the department 
name following the default LOGO. 



107 



► Multiple LOGO [For UF-770 only] 



Changing or Erasing the iMuitipie LOGO 

if you have to change or erase any of the Multiple LOGOs, follow the steps below. 



1 



2 



3 



4 



6 




FUNCTION ( 7 



A \ SET 



7) (7 






SET 



SET 



g Enter LOGO number you wish to change or erase. 
Ex:®(D (01 to 24) 



CLEAR 



then enter a new LOGO (see Note 1 and 2). 

Ex: [PjfAirNlfAlfFllAirxi rSPACEl 

[S][A][U][I][I] 

or just go to step 7 to erase the LOGO. 



SET MODE (1-6) 
ENTER NO . OR V A 



FAX PARAMETER (01-99: 
N0.=| 



77 LOGO/DEPT. CODE 
2: MULTI-LOGO 



MULTI- 


-LOGO 


(01-24) 1 


ENTER 


NO. OR 


V A 1 



LOGO/DEPT. NAME 

12 PAJJASONIC SALES 



LOGO/DEPT. NAME 

12 



SET 



m 



LOGO/DEPT. NAME 
13 I 



To return to standby, press I STOP I . 

■J Atote; 1. Use [<][>] to move the cursor, the enter the correct LOGO over the old LOGO. 

2. Use I COPY I to copy the default LOGO which is set in the User Parwneters. You can add the 
department name following Ute default LOGO. 
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Multiple LOGO 



[For UF-770 only] 



Sending Document with Multiple LOGO 

1 ^/ 



Set document(s) face down. 



ENTER STATION (S) 
THEN PRESS START 00% 



2 



3 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling, press I SET I after each 
station is entered (Up to 32 stations) 

• Directory Search Dialling, press I SET I after each 
station is entered 

(For details, see page 46 to 49.) 



Ex: 01 




<01> (Station name) 
5551234 



SELECT LOGO (01-24! 
ENTER NO . OR V A 



Enter LOGO No. or use [v] or [a] to select the LOGO that 
you want to use. (see Note 2) 

Ex:®® 



12 PANASONIC SALES 




The document is sent with the header of the selected 
LOGO. The selected LOGO is printed on the COMM. 
Journal. Individual Transmission Joumal and Cover Sheet. 



ID 



Atote; 1. The Multiple LOGO function cannot be used in the Voice Diailing Mode. 

2. If you skip selecting the LOGO in the Step 4, the unit selects the default LOGO (00) which is set by the 
User Parameters. 
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► Multiple LOGO [For UF-770 only] 



Printing a Multiple Logo List 

The Multiple Logo List can be printed out following the Fax Parameter List, 



1 



FUNCTION 




PRINT OUT (1-7) 
ENTER NO. OR V A 




SET 




* PRINTING * 

FAX PARAMETER LIST 



Sample Multiple LOGO List (Printe following the Fax Parameter List) 



_pAX PARAMETER LIST- ************** 
MULTI-LOGO LIST 


DATE 08-MAR-1997 ***** TIME 15:00 *** P. 02 


(1) 

NUMBER 


(2) 
LOGO 




01 
02 
03 

} 


Panafax Sales 
Panafax Service 
Panafax Accounting 




24 


Panafax Engineering 




*i'********■k****^t*^i**^,1,^,1,^,1,i,1,1,^,^r^,^,1,^,^, -HEAD OFFICE 


-PANASONIC 

- ********* - 201 555 1212 - ***-**** 


Explanation of Contents 




(1) LOGO Number 


: 01-24 




(2) Multiple LOGO 


: Up to 25 characters 
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Selective Reception -4 



Your machine has a special feature, Seieclive Reception, which can prevent the receiving of unnecessary 

documents (i.e. junk fax, direct mail, etc.). 

Before receiving the document, the last 4 digits of the ID Number received from the sending machine will be 
compared with the last 4 digits of the telephone number programmed in each One-Touch or Abbreviated station 
When a rnatch is found, your machine will starts receiving the document, if a match is not found, your machine 
will cancel the reception and an Infomiation Code 406 will be recorded on the Joumai 



Setting the Selective Reception 



1 




SET MODE (1-6) 
ENTER NO. OR V A 





FAX PARAMETER (01-99: 
N0.=| 



3 




46 SELECT RCV 
1 : INVALID 




46 SELECT RCV 
2 : VALID 



5 



SET 




ffl 



■J Note: 1. When the Selective Reception is set, your n^chine can i^ive from onty 
programmed in the bum-in auto-tMer. 

2. If your ID number has not been set, your machine might not be able to receive from some models 
To set your ID numt)er, see page 28. 
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► Password Communications 



General Description 

Password Communications, including Password Transmission and Password Reception will prevent your 
machine from sending a fax to a wrong station or receiving a fax from unauthorized stations. You can set 
Password Transmission and Password Reception independently, or both together. 

To use Password Transmission, you must set a 4-digit transmission password in advance. The password 
must be shared with other compatible Panafax machine(s). If the transmission password in your machine 
does not match the transmission password in the other compatible Panafax machlne(s), the transmission 
will fail. You can select password transmission by setting Function 8-4, PASSWORD-XMT to ON when you 
send a document. 

To use Password Reception, you must set a 4-digit receiving passwofxi in advance. The password must be 
shared with the other compatible Panafax machine(s). If the password in your machine does not match the 
receiving password in the other compatible Panafax machine(s), the reception will fail. Once you set 
password reception and set the parameter to ON, it stays until you change the setting to OFF. 



Compatibility with Other Machines 

You can only use password transmission and reception with another Panafax compatible machine(s) listed 
below. 



Model 


Special Settings 


UF-160 




UF-160M 




UF-170 




UF-260 




UF-270 




UF-270M 




UF-280M 




UF-300 




UF-312 




UF-322 




UF-342 


Required. 


UF-550 


Please refer to the individual User's Guide of each 


UF-650 


model. 


UF-733 




UF-744 




UF-745 




UF-750 




UF-750D 




UF-755 




UF-766 




UF-770 




UF-788 




UF-M500 
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Password Communications -4 



Setting Password Transmission 

To set transmission password and parameter, 



1 



2 



3 



5 



FUNCTION ( 7 





SET 





srr 



^ Enter a 4-dlgit Transmission Password. 
Ex: ®(D(D® and press I SET I 




or 




for OFF (password is not checl^ed) 



for ON (password is checlced) 



SET MODE (1-6 
ENTER NO . OR V A 



FAX PARAMETER (01-99) 
N0.=| 



43 PASSWORD-XMT 



III! 



43 PASSWORD-Xtrr 

1:0FF 12 34 



43 PASSWORD-XMT 
1:0FF 1234 



or 



43 PASSWORD-XMT 
2: ON 1234 



6 



SET 




m 



Note; 1. You can change the setting temporahly by using FUNCTION 8-4 (PASSWORD-XMT) for each 

transmission. Seepage 11 5 for details. 

2. To change the password, press I CLEAR I in step 4. Then re-enter the new one. 
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► Password Communications 



Setting Password Reception 

To set receiving password and parameter, 



1 



2 



3 



5 



FUNCTION ( 7 





SET 




4) (4 





SET 




^ Enter a 4-digit Receiving Password. 
Ex: ® (D(D® and press I SET 




or 




for OFF (password is not checked) 



for ON (password is checked) 



SET MODE (1-6) 
ENTER NO. OR V A 



FAX PARAMETER (01-99) 
N0.=| 



44 PASSWORD-RCV 



■III 



44 PASSWORD-RCV 




1:0FF 


12341 




44 PASSWORD-RCV 




1:0FF 


1234| 


or 


44 PASSWORD-RCV 




2:0N 


1234) 



6 



SET 




m 



Note: 1. Once you set the parameter, you cannot select the parameter, OFF or ON, for each reception. It is 
always OFF or ON until you change the setting. 

2. To change the password, press I CLEAR 1 in step 4. Then re-enter the new one. 
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Password Communications M 



Using Password Transmission 

To use Password Transmission, you can select PASSWORD-XMT OFF or ON for each Transmission by 

roilowfng the procedure below. ' 



1 ^/ 



3 



4 



Set document(s) face down. 



FUNCTION { 8 




SET 




or 




for OFF (password is not checked) 



for ON (password Is checked) 



ENTER STATION (S) 

THEN PRESS START 00% 



SELECT MODE (1-5) 

ENTER NO . OR V 



PASSWD-XMT=OFP 

1:0FF 2 :0N 



PAS SWD-XMT=OFF 
1 : OFF 2 : ON 



or 



PASSWD-X!dT=ON 
1:0FF 2:0N 




ENTER STATION 

THEN PRESS START 



6 Dial by any combination of the following methods: 
• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling, press I SET i after each 
station is entered (UF-770: Up to 32 stations, 
UF-550: Up to 12 stations) 

• Directory Search Dialling, press I SET I after each 
station is entered 

(For details, see page 46 to 49.) 



<01> (station name) 
5551234 



Continued on the next page. 
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► Password Communications 




If your machine's Transmission Password coincides with 
the other station's Transmission Password, your machine 
starts sending the document. 

When transmission is completed, PASSWORD-XMT 
retums to standard setting (OFF or ON). 



Using Password Reception 

There Is no additional operation required once you set the parameter following the procedure on the previous 
page. The parameter, OFF or ON, cannot be selected for each reception. It is always OFF or ON until vou 
change the setting. 
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Confidential IMailliox and Confidential Network Communications 



Your machine is equipped with two Confidential Communication features which ensure that the Confidential 
information you send is received by only the person with the con-ect confidential code. 

Confidential Mailbox 

The confidential mailbox feature can be used as a mailbox to communicate with other compatible models 
using a 4-digit confidential code. The Confidential Mailbox feature receives document(s) with a confidential 
code into memory. These documents can only be printed by the person who has the correct confidential code 



Send A 
with 



Parurfax 
Compatible 
Modal 



Conf.Code 
1000 



Panafax 
Compatible 

Model 



B 



Send 
with 
Conf.Code 
2000 



Panafax CompatiMa Model (Note 5) 



MAILBOX 

Document "A" and "B" 
are stored into memory. 



Panafax 
Compatible 
Model 



B 



Polling 

with ^ 

Conf.Code 
1000 



(Note 6} 



Printout 
with 

Conf.Code 
2000 



Figure 1: Confidential Mailbox 
Compatibility with Other Machines 

IfJfhlf!!'^** ?' -^odel which has the Confidential Mailbox feature. It also shows 
whether or not special settings are required. o'luwa 

Table 1: Confidential Mailbox Requirement 



Compatible Model 


Special Settings 


UF-280M UF-342 UF-744 UF-766 
UF-312 UF-550 UF-745 UF-770 
UF-322 UF-733 UF-755 UF-788 


Not Required. 



Note: 



1. If your machine receives two confidential faxes with same confidential code, both docunients am 
stored together in the same confidential maiS)ox. 

2. Upto 10' Mailbox files can be stored in memory. So, you can receive the confidential fax using 10* 
different confidentiai codes. CUF-550 : Up to 7 Mailbox files) 

3. If the memory overflows, the machine will stop receiving and release the line. 

4. We recommend that optional memory be installed vifhen this function is used. See page 166 for Imaae 

Memory Capacity * 

5. If a confidential faxes was received in the mainsox Of UF'733, you cannot poll those document The 
UF-733 IS designed to print out the received confidential document locally only 
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^ Confidential Mailbox and Confidential Network Co mmunications 

Sending a Confidential Document to a Remote Station's Mailbox 



ENTER STATION (S) 
THEN PRESS START 00% 

Set document(s) face down. 



1 4// 




CONF. COMM. (1-5) 
ENTER NO . OR V A 




CONFIDENTIAL XMT 
CONF.C0DE=|||| 



^ Enter a 4-digit Confidential Code. 
Ex:®(D(D(D 



5 



SET 



CONFIDENTIAL XMT 

COHF.CODE-223 3 



ENTER STATION 
THEM PRESS START 



6 



Dial by any one of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Manual Number Dialling 

• Directory Search Dialling 



Ex: pi 



<01> (station name) 
5551234 




If necessary, infomn the receiving person and tell them the 
Confidential Code. 



m 



-J Atofe; // the receiving station has a Network Password, you must set the same password, shared by the 
receiving stamen, to send confiderttial fax. (see page 126 and 127) 
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Confidential IMailbox and Confidential Network Communications 



Polling a Confidential Document from a Remote Station's Mailbox 

After you have been informed that someone has transmitted a confidential document to a rei 
n^ilbox. you can poii the confldentiai document from the remote station in the foiiowing way. 



1 



FUNCTION 




CONF. COMM. (1-5) 
ENTER NO . OR V A 



2 




SET 



CONFIDENTIAL POLL 
CONF.CODE=|||| 



2 Enter a 4-digit Confidential Code. 
Ex:®(D(D(D 



SET 



CONFIDENTIAL POLL 
CONF.CODE=2233 



ENTER STATION 

THEN PRESS START 



5 



6 



Dial by any one of the foiiowing methods: 

• One-Touch Dialling 

• Abbreviated Diaiiing 

• Manual Number Dialling 

• Directory Search Diaiiing 



Ex: M>' 




<01> (station name) 
5551234 



m 



Note: The confidential file will be erased automatically at the center station after being polled. 
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^ Confidential Mailbox and Confidential Network Communications 



Receiving a Confidential Document to Your Machine's IMaiibox 

No special setting is required, your machine comes with this feature ready to use. Your machine receives 
a confidential fax the same way it receives a nomiai fax message. When receiving the confidential fax, the 
display shows the foliowing message and prints out CONF. RCV REPORT. 



MESSAGE IN MAIL BOX 



Sample CONF. RCV Report 



-CONF. RCV REPORT- *********** datE 08-MRR-1997 ***** TIME 12:00 *******p.01 
** NOTICE OF CONFIDENTIAL DOCUMENT HELD ** 

(1) (2) (3) (4) 

FILE NO. RECEIVED FROM PAGES TIME RECEIVED 

040 PANAFAX 001 08-MAR 12:00 

-PANASONIC 

* * -HEAD OFFICE -**** - 201 555 1212- ** *** ******* 



Explanation of Contents 

(1 ) Rie numiMr :001 to 255 

(2) Received remote station's iD :Character ID or Numeric iD 

(3) Number of pages received 

(4) Received time 



Note: 1. If your machine receives two confidential faxes witti same confidential code, both documents are 
stored together in tf»e same confidential mailbox. 

2. Up to 10* Mailbox files can be stored in memory. So, you can receive the conHdenHai fax using 10* 
different confidential codes. (*UF-550 ; Up to 7 Mailbox flies) 

3. If the memory overflows, the mat^ine mil st<^ receiwng and release the line. 

4. You can verify whether the unit has received a confidential fax by printing out the File Ust (see 
page 76). 
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Confidential Mailbox and Confidential Network Communications 



storing a Confidential Document in Your iMacliine's lUiailbox 



procedure to store a document in a confidential mailbox in your machine Once the 
confidential document is stored in your machine, ft can be polled by the other machine. 



1 




Set document(s) face down. 



ENTER STATION{S) 
THEN PRESS START 00 




CONF. COMM. {1-5 
ENTER NO . OR V A 




CONFIDENTIAL POLLED 
CONF.C0D£=|||| 



^ Enter a 4-digit Confidential Code. 
Ex:®®®® 



5 



CONFIDENTIAL POLLED 
CONF.CODE=2233 



SET 



IT 

The document will be stored into memory. 
If necessary, inform the receiving party of the confidential 
document and tell them the confidential code needed to poll 
the document. 



STORE * NO. 002 

PAGES=01 01% 



2] Note: The confidential file will be erased automatKally after being polhd^ 
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Confidential Mailbox and Confidential Network Communications 



Printing Out a Confidential Document from Your Machine's Klailbox 

After you have been notified tliat someone has transmitted a confidential document to your machine's 
maillwx, use the following procedure to print out the confidential document. 



1 



FUNCTION 




CONF. COMM. (1-5) 
ENTER NO. OR V A 



] 




PRINT CONF. FILE 
CONF.CODE-IIII 



3 



Enter Confidential Code of the document you want to print 
out. 

Ex:(D(D@(D 



PRINT CONF. FILE 

CCNF.CODE-2233 



SET 



The machine will print out the confidential documents. 



* PRINTING * 

PAGE=001/001 
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LO Note: 



The confidential file will be erased automatically after b^ng printed out even if the setting of Fax 
Parameter No. 42 (CONF. POLLED FILE SAVE) is changed to 'Valid'. 



Confidential Mailbox and Confidential Networic Communications 



Deleting a Confidential Document Stored in Your Machine's Mailbox 

If your memory becomes full, or you just want to clean out your confidential document, you may delete one 
or more confidential fax stored in your machine using the following procedure. 

There are two type of confidential file deletion, one Is to delete fife by Confidential Code, and othere is to delete 
all confidential files in memory. 

To delete file using Confidential Code 

1 FUNCTION ( 5 




2 




SET 



2 Enter a 4-digit Confidential Code. 
Ex:(D(D(D® 



SET 



To delete all confidential file In memory 



1 

2 
3 



FUNCTION ( 5 





SET 




SET 




CONF. 


COMM. 


{1-5)1 


ENTER 


NO. OR 


V A 1 



DELETE CONF .FILE 
CONF.CODE= III! 



DELETE CONF. FILE 
CONF.CODE=2233 



* DELETING * 

CONF . CODE=2233 



CONF. COMM. {1-5) 
ENTER NO. OR V A 



DELETE CONF . FILE 
CONF. CODE- llll 



DELETE ALL CONF. 
FILES? liYES 2: NO 



* DELETING * 

ALL CONF. FILES 
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^ Confidential Mailbox and Confidential Network Com munications 
Confidential Network Communications (Vis a Center Station) 

The Confidential Network Communication requires a Center Station such as a UF-650 to communicate with 
other Panafax models which have confidential communication features. Rrst the Initial Sending Station 
sends a confidential document to the Center Station together with a Confidential Code. The document will 
remain in the center station's memory until polled by End Receiving Station. In the example given in figure 
2, the End Receiving Station must know the Confidential code attached to the document. 



Send 
with 

Cont.Code 
1000 




Send 
with 

Conf.Code 
2000 



UF-GSO 
Center Station 




End 
Receiving 
Stetion 



End 
Receiving 
Station 



B 



Polling 
with 

Conf.Code 
1000 



Polling 

with 

Conf.Code 

2000 



Figure 2: Sending Confidential Faxes via Center Station 



If a UF-650 or UF-620 is the Center Station, more than one document can be stored In the same memory 
file using the same Confidential Code. That Is, you can keep adding faxes to the file, just like putting mail 
in a mailbox, until the memory is full. If a UF-640 Is the Center Station, you cannot add a fax to the file which 
has the same Confidential Code attached with a file already stored In the memoiy. Whfchever statton you 
use, you can create more than one file, each with a different Confidential Code. 

The stored confidential document will be available to be polled by the end receiving station. 

Once you have polled or printed the confidential document from the Center Station, the document Is 
automatically erased from the Center Station's memory. 
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Confidential Mailbox and Confidential Network Communications 



Compatibility witli Otiier Macliines 

I^l?!!h>h "l^?*^"^ li? "'"^ ^ «>"'Pa«b"fty requirements of the different kinds of facsimile 

sittings Tre req^red"' ' °' « ^Iso shows whether or r,ot sp^ial 

Table 1 : Confidential Communication Requirement 



Station 



Initial Sending Station 



Confidential Center Station 



End Receiving Station 



Compatibte Model 



Panafax 145. 
Panafax 155, 
UF-140, UF-150. UF-160 
UF-160M, UF-170, PD-170E, 
UF-250, UF-260, UF-270, 
UF-270M, UF-280M, UF-300, 
UF-312, UF-322. UF-342. 
UF-550, UF-620, UF-640, 
UF.650, UF-733, UF-744, 
UF-745, UF-750, UF-750D. 
UF-755, UF-766, UF-770, 
UF-788 



UF-620. UF-640, UF-650 



Panafax 145, 
Panafax 155, 
UF-140, UF-150. UF-160, 
UF-160M, UF-170, PD-170E 
UF.250, UF-260, UF-270, 
UF-270M, UF-280M, UF-300. 
UF-312, UF-322, UF-342. 
UF-550, UF-620. UF-640, 
UF-650, UF-733, UF-744 
UF-745. UF-750, UF-750D, 
UF-755, UF-766, UF-770, 
UF-788 



Special Settings 



Required. Please refer to 
the individual User's 
Guides of each machine. 



Setting Up Your Machine for Confidential Networic Communications 

de^l^Sw ^"'^ P'^'^* Confidential Communication Fax Parameter 

descnbed below. Then, every time you actually send a Confidential Fax you must set a Confidential Code. 

1. Confidential Communication Fax Parameter 

This switches the Confidential Communications function to Invalid/Valid. 

2. Own Telephone Number 

The full telephone number should be entered. 

3. Network Password and Polling Password 

rnnfH^nt" I ^f^^'''''^ ^^'^ ''"'""^ ^"^^^ ^0 P^^ert outside facsimile(s) from using the 

thBntx^ork password must be provided to all the machines inside 

4. Confidential Code 

1 1^' ll^^ e»T* be assigned to each Confidential Fax you send. It identifies the fax when it is stored 
Stltion receiving person must know the code in order to poll the fax from the Relay 
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^ Confidential Mailbox and Confidential Ne twork Communications 

To set the Fax Parameter for Confidential Networit Communication 
1 FUNCTION 



SET MODE {1-6} 
ENTER NO . OR V A 



2 




SET 



PAX PARAMETER (01-99) 
N0.=| 



3 





SET 



41 CONF. FAX PARA. 
1 : INVALID 



] 



4 




41 CONF. FAX PARA. 
2: VALID 



SET 
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Confidential Mailbox and Confidential Network Communications 



To set your own Telephone Number and Network Password 



1 



FUNCTION ( 7 




SET MODE {1-6: 
ENTER NO. OR V A 



2 




SET 



OWN TELEPHONE NO. 



3 



Enter your telephone nunDber (max. 36 digits). 

Ex: ®L^PA C£J(D® (2)[S^£E1 
®®®[1EACE]®(D(D® 



OWN TELEPHONE NO. 
1 212 111 12341 



SET SET 



NETWORK PASSWORD 



nil 



5 



Enter a 4-dlglt Network Passworti. 
Ex: 



NETWORK PASSWORD 



9999 



6 



SET 



OWN TELEPHONE NO, 

1 212 111 1234 



7 
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► Relayed Transmission 



General Description 



Relayed Transmission is a feature which can save you tirne and transmission costs if you need to send the 
same document to several facsimile stations at the sanr»e time. This is especially true if the transmissions 
are long distance. 

To use Relayed Transmission, you must be part of a "Relay Network" built around a "Relay Station". That 
IS, when you send a document by Relayed Transmission, you actually send it to a Relay Station together with 
instructions to relay it to one or more end receiving station(s). 

The Relay Station first receives the document in its memoiy and then relays it to the end receiving station(s). 
Example: 

RESULTREPORT 



Irmu Sending Station 



NewYorIc 




London 



Local Call 




End 
ReceMng 
Station 



Stockholm 



End 
Receiving 
Station 



Berlin 



End 
Receh^ 
Stadm 



Rome 



Compatibility witli Other Machines 

Table 1 shows the kind of facsimile machines whteh can make up a Relay Network used for Relayed 
Transmission. Note that your machine can serve as an Initial Sending Station or End Receiving Station. 

Table 1: Relay Network Compatibility Requirements 



Station 



Compatible Model 



Special Settings 



Initial Sending Station 



UF-150 

UF-160 

UF-160M 

UF-170 

UF-250 

UF-260 

UF-270 

UF-270M 

UF-280M 

UF-300 



UF-312 
UF-322 
UF-34a 
UF-550 
UF-620 
UF-640 
UF-650 
UF-733 
UF-744 
UF-745 



UF-750 

UF-750D 

UF-755 

UF-766 

UF-770 

UF-768 



Required. Please refer to the 
individual User's Guides of each 
machine. 



Relay Station 



UF-620 



UF-650 



UF-640 



UF-M500 



End Receiving Station 



ITU-T/CCITT G3 Compatible machines 



Not required. 
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Relayed Transmission ^ 



Relay Network 

A Relay Network is basically a group of facsimiies programmed to communicate with eacli other via a Relay 
Station. In this case, the word programmed means that certain numbers have been stored In the memory 
of each machine. These numbers, also called parameters, are needed to Identify the machines in the 
network. 

Since your machine can only sen^e as an Initial Sending Station or End Receiving Station in a Relay Network, 
it is assumed that you will not have to establish the network yourseH. All you have to do Is follow the set up 
procedure described here, and certain instructions provided by the network organizer (usually the person 
controlling the Relay Station), You should know, however, what kind of network you are going to connect to, 
and how it works. A sample network is shown In figure 1 . 

Figure 1 shows a sample network as seen from New York. London and Singapore are Relay Stations 
connected to New York. Viewed from New York, Stockholm, Berlin, Rome, Tokyo, Hong Kong, Wellington 

and Sydney are End Receiving Stations. 

With this simple network using two Relay Stations, you can send a document with one operation to any 
combination of stations in the network via the London Relay Station and/or Singapore Relay Station. If New 
York only transmits to one station, for example, then the docunwnt will go directly to the station or indirectly 
via the Relay Station depending on the One Station XMT Parameter you preset. 




Figure 1: Sample Network 
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► Relayed Transmission 



Table 2, 3 and 4 are sample settings for a Sample Network. 

Table 2: Sample Parameter and Abbreviated Dialling Number Table for New Yoric 

Telephone Number : 212 111 1234 
Network Address : 1000 

Relay Address : 10 



One>Touch/ 
ABBR No. 


Station Name 


Telephone 


Relay 


Relay Station 


Network 


One Station 


Number 


Address 


Yes/No 


Address 


XMT 


01 


London 


44 71 111 1234 


20 


Yes 


2000 


Direct 


02 


Stockholm 


46 8111 1234 


20 


No 


2001 


Direct 


03 


Berlin 


49 611 111 1234 


20 


No 


2002 


Direct 


04 


Rome 


39 6111 1234 


20 


No 


2003 


Direct 


05 


Singapore 


65111 1234 


30 


Yes 


3000 


Direct 


06 


Tokyo 


81 33111 1234 


30 


No 


3001 


Direct 


07 


Hong Kong 


852 4 111 1234 


30 


No 


3002 


Direct 


08 


Sydney 


61 2 111 1234 


30 


No 


3003 


Direct 


09 


Wellington 


64 4111 1234 


30 


No 


3004 


Direct 



Table 3: Sample Parameter and Abbreviated Dialling Number Table for London 

Telephone Number : 71 111 1234 
Network Address : 2000 

Relay Address : 20 



One-Touch/ 
ABBR No. 


Station Name 


Telephone 
Number 


Relay 
Address 


Relay Station 
Yea/No 


Network 
Address 


One Station 
XMT 


01 


Stockholm 


46 8111 1234 


20 


No 


2001 


Direct 


02 


Berlin 


49 611 111 1234 


20 


No 


2002 


Direct 


03 


Rome 


39 6111 1234 


20 


No 


2003 


Direct 


04 


New York 


1 212111 1234 


10 


No 


1000 


Direct 


05 


Singapore 


65111 1234 


30 


Yes 


3000 


Direct 


06 


Tokyo 


81 33 111 1234 


30 


No 


3001 


Direct 


07 


Hong Kong 


852 4111 1234 


30 


No 


3002 


Direct 


08 


Sydney 


61 2 111 1234 


30 


No 


3003 


Direct 


09 


Wellington 


644111 1234 


30 


No 


3004 


Direct 



Tabte 4: Sample Parameter and Abbreviated Dialling Number Table for Singapore 
Telephone Number : 65 111 1234 

Network Address : 3000 

Relay Address : 30 



One-Touch/ 
ABBR No. 


Station Name 


Telephone 
Number 


Relay 
Address 


Relay Station 
YeaMo 


Network 
Address 


One Station 
XMT 


01 


New York 


1 212 111 1234 


10 


No 


1000 


Direct 


02 


London 


4471 111 1234 


20 


Yes 


2000 


Direct 


03 


Stockholm 


46 8111 1234 


20 


No 


2001 


Direct 


04 


Berlin 


49 611 111 1234 


20 


No 


2002 


Direct 


05 


Rome 


39 6111 1234 


20 


No 


2003 


Direct 


06 


Tol<yo 


81 33 111 1234 


30 


No 


3001 


Direct 


07 


Hong Kong 


852 4111 1234 


30 


No 


3002 


Direct 


08 


Sydney 


61 2 111 1234 


30 


No 


3003 


Direct 


09 


Wellington 


644111 1234 


30 


No 


3004 


Direct 



130 



Relayed Transmission ^ 



SeRIng Up Your Machine for Relayed Transmission 

To set up your machine for Relayed Transmission, use the procedures on the following pages to set the 
parameters listed below. Some parameters (e.g., Relayed XMT FAX Parameter) are only set once, but others 
must be set separately for each station in the Relay Network. 

1. Relayed XMT Request FAX Parameter 

This switches the Relayed XMT Request function to Valid or Invalid. 

2. Own Telephone Number 

The full telephone number to which the machine is connected should be entered for Relay Station send 
back Result Report. 

3. Own Network Address 

A 4-diglt Own Network Address should be entered for Relay Station send t)ack Result Report. 

4. Network Password 

A 4-dlgit number which prevents unauthorized (outside) stations from accessing the Relay Station and 
using its memory. Every Relay requesting and Relay stations in the network should set the same Network 
Password. 

5. One-Touch/ABBR Numbers 

The One-Touch or ABBR number you set must represent the fax number of a particular station In the 
network as seen from your station. 

1) Network Address 

End Receiving Station telephone numbers set in an Initial Sending Station may be different from the 
numbers set in a Relay Station. To send a fax to an End Receiving Station via a Relay Station each 
station In the network must be identified with a certain code which does not vary depending on where 
you call from. The code is the Network Address, which consists of a 4-digit number and is assigned 
to a One-Touch/ABBR numfcier. 

2) Relay Address 

A 2-diglt number which Identifies the Relay Station your machine will use. Your machine may be 

connected to more than one Relay Station in parallel, but when you use Relayed XMT Request your 
machine will only send documents to the Relay Station identified by the Relay Address. 

3) Relay Station Parameter (Yes/No) 

Set "Yes" if the particular station you are recording is a Relay Station. If you are connected to more 
than one Relay Station in series, set ^Tes" only for the first Relay Station. 

4) One Station XINT (Relay/Direct) Paramstsr 

If you send a document to only one End Receiving Station, you can set your machine to transmit directly 
to that station, without going through the Relay Station, by selecting "No". Set "Yes" if you always want 

to go through the Relay Station. 
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To set the Releyed XMT FAX ParanFieters; 



1 

2 



FUNCTION ( 7 





SET 




SET MODE (1-6) 
ENTER NO. OR V A 



FAX PARAMETER(01-99} 
N0.=| 



3 




4) (0 




SET 



40 RELAY XMT REQUEST 
1 : INVALID 




40 RELAY XMT REQUEST 
2: VALID I 



5 



SET 




To set your own Telephone Number, own Network Address and Network Password; 



1 



FUNCTION ( 7 




SET MODE (1-6) 
ENTER NO . OR V A 



] 




C ^ SET 



OWN TELEPHONE NO. 



3 



Enter your telephone number (max. 36 digits). 

Ex: ®L§PA CEJ@® (2)[SMCE] 
®®®[ SM£E]® (D@® 
and press I SET I 



OWN NETWORK ADDRESS 

nil 



Continued on the next page. 
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^ Enter your 4-digit Network Address. 

Ex: ® (0)® ® and press I SET 



5 



6 



NETWORK PASSWORD 



nil 



Enter your 4-digit Network Password. 
Ex: (9)®®® and press I SET I 



OWN TELEPHONE NO. 
1 212 111 1234 




TosetaOne-Touch/ABBR. Dialling Number, Network Address, Relay Station Parameter (Yes/No) 
and One Station XMT (Relay/Direct) Parameter; 



1 



FUNCTION 




SET MODE 

ENTER MO . OF. 



(1-6) 

■/ A 




3 




1 ; ONE-TOUCH 

2 ; AEER . NO . 



ONE-TOUCH< > 

PRESS ONE-TCH OR V A 



4 



Ex: 



01 



<01> 

ENTER TEL . NO 



Continued on the next page. 
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5 
6 

7 
8 
9 

10 



Enter the telephone number. 



Ex: (DLPAUSEJ(D(D(D[1MCE] 
®®®® and press 1 SET 



<01> ENTER NAME 
9-555 1234 



Enter the station name. 

Ex: [l][A][E[B[I]LSPACEJ[S][E][S[Il 
and press I SET I 

Enter a 4-digit Network Address. 
Ex: (D®®® and press I SFT I 



Errter a 2-digit Relay Address. 
Ex: ®® and press I SET 



<01> NETWORK ADDRESS 
III 



1 

!i 



<01> RELAY ADDRESS 



II 



<01> RELAY STN? 2 
1:YES 2:N0 



If the recorded station is the Relay Station, press 0. 
If not, press ® . 



Ex:® 



In case the station you have just recorded will be used for 
one-station transmission, you can preset the transmission 
route. 

1: For transmission via the Relay Station 
2: For direct transmission 



Ejj. d) ONE-TOUCH< > 

PRESS ONE-TCH OR V A 

Repeat step 4 through 10 to enter the numbers for other 
stations, or return to standby by pressing i STOP I . 

Print out a list of One-Touch/ABBR number or Directory 
Search List to confirm that you have recorded everything 
correctly. For the printout operation, refer to page 147. 



Relayed Transmission ^ 



Sending a Document by Relayed Transmission 

Once you have recorded atl the necessary parameters in your machine in accordance with the Relay Network 
you belong to, you can send a document to two or more stations in the network system, automatically, using 
the procedure below. 



1 




Set document(s) face down. 



ENTER STATION (S) 

THEN PRESS START 0 0 



FUNCTION 



ENTER STATION(S) 

THEtl PRESS START 



3 



Dial by any combination of the following methods: 

• One-Touch Dialling 

• Abbreviated Dialling 

• Directory Search Dialling, press I SET I after each 
station is entered 

(For details, see page 46 to 49.) 



Ex: 



01 



<01> (Station name) 
5551234 



4 




The document is stored into memory and your machine 
starts to dial the number of the Relay Station and sends the 
document. 

After the Relay Station finishes Its transmission to the End 

Receiving Stations, your machine prints out a RELAY XMT 
RESULT REPORT sent back by the Relay Station. 



STORE * NO. 001 

PA6ES=01 01% 



m Note: You cannot use manual number diailing in step 3. 
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Printouts and Reports 

When you use Relayed Transmission, your machine will print the following two reports to help you check and 
keep track of your faxes. 

1. Relay XMT Report (COMM. JOURNAL) 

When your machine finishes transmitting to the Relay Station, it will print a COMM. Journal when the Fax 
Parameter No. 12 Is set to "2", this tells you whether the transmission was successful or not. 

2. Result Report 

When the Relay Station finishes transmitting your fax document to the End Receiving Station(s) In vour 

network, it will printaRELAYXMT RESULT REPORT.it tells youwhat it did and whether It was succeifu! 
or not. 

Sample Relay XMT Report (COMM. JOURNAL) 



************** -COMM. JOURNAL - ********** drte 08-MAR-1997 **** TIME 15:00 **** P. 01 



MODE = MEMORY RELAYED TRANSMISSION 

FILM NO.- 050 (4) 



(2) 

START= 08-MAR 14 J 50 



(3) 

END= 08-MAR 15:00 



(5) (6) (7) 

STN NO. COM ABBR NO. 

001 R-OK <01>/2000 

002 R-OK <02>/2001 

003 R-OK <03>/2002 

004 R-OK <04>/2003 



(8) (9) 

STATION NAME/TEL NO. PAGES 

LONDON 001/001 

STOCKHOLM 001/001 

BERLDJ 001/001 

ROME 001/001 



(10) 

DURATION 

00:0l'3O 
RELAY 
RELAY 
RELAY 



(11) 

RLY STN 

<01>/2000 
<01>/2000 
<01>/2000 
<01>/2000 



_ jjjy^ OFFICE 



- PANASONIC - 
- ****** - 201 555 1212 - •"**★** 



(1) Indication of communication 
mode 

(2) Start time of communication 

(3) End time of communication 

(4) File number 

(5) Sequential number of the stations 

(6) Communication result 



(7) Abbreviated number and Network 
Address 

(8) Recorded name in One>touch or 
ABBR Number Dialling 

(9) Number of pages transmitted 

(1 0) Duration of communication 

(11) Relay station's ABBR. NO. / 
Network Address 



001 to 255 



"R-OK" indicates that the Relayed XMT Request was successful 
3-digit info Code (see page 1 55) indicates that the communication has failed. 
In this case, the machine will print out the attached report with first page of your 
document as shown on page 145. 



: 3-digit number is the number of pages successfully transmitted. 

The communication that was requested to be transfen^d via the rBlay station Is 
shown as "RELAY". 



LJ Note: If you transmit through more than one Relay Station, you will receive a separate Result Report. 
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Sample Result Report (Relay XMT Result) 



{1) 

08--MAR-1997 12:10 FROM LONDON TO NEW YORK P. 001/001 

****** -RESULT REPORT- ************************** DATE 08-MAR-1997 ***** TIME 12-10 ***** p 1 
(2) 

MODE = RELAYED TRANSMISSION 

(3) (6) (7) 

REQUEST REC'V TIME=08-MAR 11:40 START=08-MAR 12:00 END-08-MAR 12:10 

NUMBER OF PAGE(S} = 01 (4) 
FILE KG. = 045 (5) 



(8) 



*•** REQUESTING STATION 
- NEW YORK - 

TELEPHONE NUMBER = 212 111 1234 
NETWORK ADDRESS = 1000 



(9) (10) (11) 

NO. COM DESTINATION (S) 



(12) 
PAGE ( S ) 



(13) 

RLY STN 



01 OK 2000 LONDON 001/001 

02 OK 2001 STOCKHOLM 001/001 

03 OK 2002 BERLIN 001/001 

04 INC 2003 ROME 000/001 



**RELAY STATION **(14) 



- LONDON - 

TELEPHONE NUMBER = 44 71 111 1234 
RELAY ADDRESS= 20 
NETWORK ADDRESS= 2000 



- LONDON 

*»*****««***«*********************(,*************^^^^^^^^^^^^^^^^ _ 1234 - *K***it»*i 

TOTAL P. 01 



Explanation of Contents 

(1 ) Relay Station's Header Print 

(2) Irxiication of transmission mode 

(3) The time when the relay request was received 

(4) Number of pages received relay request 

(5) File number of the received relay request file 

(6) The time when the Relay Station starts sending Relay Faxes 

(7) The time when the Relay Station ends sending Relay Faxes 

(8) Initial Sending Station's infonmation (LOGO, Telephone number and Network Address) 

(9) Communication number 

(10) Communication result :"0K" indicates that the transmission was successful. 

"R-OK" indicates tfiat the transmission to the Relay Station was successful. 
*INC" indicates that the transmission was not completed. 

(11) Station name 

(12) Number of pages transmitted/number of pages received Relay Request 

(13) Another Relay Station's Relay Address/Network Address (If transferred to another Relay Station) 

(1 4) Relay Station's information (LOGO, Telephone number and Network Address) 
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Sub-addressin g 

General Description 

function conforms tothe ITU-T reoornrnendationforT. Rou?ing-FacsK^^^ 

Example of a Network 

Document with SUB 
e.g. 

Dial 2013331234 
SUB-004 




Document With SUB 

e.g. 

Dlal201 3331234 
SUBbQOS 





PRX 




Tel No. 


Ext. No. 






1000 






1001 






1002 



Extension Network 




Your machine G3 fax G3 fax 
w/PCI/F 



Automatic Routing Tabia of Hydra Fax/Laser Fax 



LAN Network 




m 



Compatibility with Other Machines 

! f ^^■^^^'■essing Transmission: UF-342/550/770/788 (see Note 2) 

• Sub.address.ng Reception: UF-342/550/770/788 with PC Interface using the 

Networlcing version of HydraFax/LaserFAX software. 
Sul>-addre8Slng Transmission Methods 

• by regis enng the Sub-address information into One-Touch/ABBR. Diallinq Numbere 

• By specifying the Sub-address information in the Manual Number Dialing Mode 
Setting of Routing, Forwarding or Relaying 

rPMhNrQ^^^H'f *"'°'™«<= f°"«"9 to any combination of UN (Local Area Network) PSTN 

le^ri^r^y^^^srrcr^^^^ 

Note: 1. HydraFax and LaserFAXare trademarks of Wordcraff International Ltd. 
2. UF- 788 witti PC Interface Option or the Option ROM instalied. 
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To set the Sub-address into a One-Touch/ABBR. Dialling Numbers 



1 



FUNCTION 

c 




SET 



1 : ONE-TOUCH 
2:ABBR. NO. 



Select 1 for One-Touch Dialling number 
Select 2 for ABBR. Dialling Number 

Ex: ® 



ONE-TOUCH< > 

PRESS ONE-TCH OR V A 



3 



Ex: 



01 



<01> 

ENTER TEL. NO. 



Enter the telephone number, press I FLASH I then enter 

the Sub-address (up to 20 digits). 

(up to 36 digits Including telephone number, pauses, 

spaces, FLASH and Sub-address) 

Ex: Telephone number = 5551234, Sub-address =2762 

Enter as: (5 )©®® (2)®® 

LELA£tL]@(7)(6)(i) 



<oi> 

5551234s2762| 



5 



SET 



<01> SALES DEPT-I 
5551234S2762 



Enter the station name. 



6 



SET 




m 



-J Not»: I FLASH I separates the Sub-address from the Teiephone number and is indicated by an "s" in the 
display. 
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To send a Document with Sub-address 

Using One-Touch/ABBR. Number Dialling 

The operation is the same as for normal Dialling 



1 

2 
3 




Set document(s) face down. 



01 




The document is stored into memory and your machine 
starts to dial the number of the station and sends the 
document{s) with Sub-addressing information. 

Using Manual Number Dialling 

Use I FIA$H I to separate the Telephone number and the Sub-address. 



1 

2 




Set document(s) face down. 



Enter the telephone number, press I FLASH I then enter 

the Sub-address (up to 20 digits). 

(up to 36 digits including telephone number, pauses 

spaces, FLASH and Sub-address) 

Ex: Telephone number = 5551234, Sub-address =2762 

Enter as:®®®©®®® 

L-ELAStU®®®® 



3 




ENTER STATION (S) 
THEN PRESS START 0 



)o%) 



<01> (Station name) 

555I234s2762 



] 



* STORE * NO.OOll 

PAGES=01 01% 



ENTER STATION{S) 
THEN PRESS START 00% 



TEL. NO. 
5551234b2762| 



STORE * NO. 00 

PAGES=01 01 



m 



The documem is stored into memory and your machine 
starts to dial the number of the station and sends the 
document(s) with Sub-addressing infomiatlon. 

' ' rf^y ^ ' s^rates the Sub-addwss from the Telephone number and is indicated by an "s'tn the 

2. Manual Off-Hook or On-Hook Dialling cannot be used with the Sub^addressing Transmission 

3. The Sub-address is not transmitted during Manual Rediai Mode. 
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To help you maintain records of \Ue documents you sent and received, as weii as iists of the numbere you record, 
your facsimiie mactiine is equipped to print the following joumais and iists: Transaction Journai, Individual 
Transmission Journal, Communication Journal, One-Touch/ABBR. No. List. Program List, Fax Parameter List. 
Power Failure Report and File List. 

Transaction Journal 

The "Journai" is a record of the last 100* transactions (a transaction is recorded each time you send or receive 
a document), it is printed out automatically after every 1 00* transactions (see Note), but you can print or view 
it manually by using the following procedure (UF-550 : 32 transactions) : 



1 

2 

3. 
3. 

4 




PRINT OUT (1-7 

EKTER NO . OR V A 



JOURNAL 

1 : PRINT 



for printing a Joumal 



• PRINTING * 
JOURNAL 




for viewing a Journal 

Select the viewing mode, 
b ® for viewing transmission transactions only 
@ for viewing all transactions 
Ex:@ 

You can view the transactions In the joumal by pressing [v] 
or [a] . Press I STOP i to retum to standby. 



JOURNAL VIEW 
1:XMT ONLY 2: ALL 



USE THE V A KEYS TO 
SCROLL EACH RECOEtD 



m 



Date & Time 



01/12 10:00 OK P01| 
XHT 8 5551234 A 



Type of Communication 

XMT: Transmission 
RCV: Reception 
POL: Polling 
PLD: Polled 
FWD: Fax Forward 



Received ID, 
Recorded name or 
the dialed 
telephone number 



CommunlcaMonReeult 

OK: Communication was succeeeful. 

BUSY: UnebiAy 

STOP: STOP was pressed. 

3-diglt Info Code: Communication hasfeiled 

(Refer to page 1 55 for detells.) 

Number of pages successfully transmitted or received. 



Scroll Marker 

A : Latest transaction 
V : Oldest transaction 
■: Only 1 transaction 



Note: 



If you wish to disable the automatic print out of the Transaction Joumal, change the setting of Fax 
Parameter No. 13 to 'Invatkt, (See page 35) 
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Individual Transmission Journal (IND. XMT JOURNAL) 

An Individual Transmission Journal contains information on the latest transmission. 



1 



FUNCTION 




PRINT OUT (1-7) 
ENTER NO. OR V A 



2 



6: IND. XMT JOURNAL? 
PRESS SET TO PRINT 



3 



SET 



* PRINTING * 
IND. XMT JOURNAL 
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Sample Transaction Journal 















(1) 






(2) 




****** 


*********** -JOURNAL 


. ******1i****1r1,1rin,*-l,inn,ititi,-lr Q^^i^g 08-HAR- 


1997 ***** 


TIHE 


15:00 ********** 


(3) 


(4) 


C5) 


t6) 


(7) 


(8) 


(9) 


(10) 


(11) 


(12) 


NO. 


COM 


PAGES 


FILE 


DURATION 


X/R 


IDENTIFICATION 


DATE 


TIHE 


DIAGNOSTIC 


01 


OK 


001 




00:00'22 


XHT 


SERVICE DEPT. 


07-HAR 


17: 


35 


C0044903COOOO 


vd 


OK 


003 




00:01'17 


RCV 


Ill 222 333 


07-MAR 


17 


41 


CO044903C000O 


03 


OK 


001 




00:00'31 


X«T 


ACCOUNTING DEPT. 


07 -MAR 


17 


50 




04 


630 


000/005 


021 


00:00 '00 


XMT 


342345676 


07-MAE 


17 


57 


0800420000000 


05 


STOP 


000 




00;00'34 


XMT 


12324567 


07-MAR 


18: 


35 


0210260200000 


06 

S 


OK 


001/001 

s 


022 


00:00'20 

\ 


XHT 


44567345 

\ 


07-MAR 

s 


18: 


44 


C8044B03C0000 

s 


31 


OK 


002/002 


023 


00:00-31 


XMT 


024 5 674533 


08-HAR 


08: 


35 


C8O44B03C1000 


32 


OK 


003/003 


024 


00:01-32 


XHT 


&03536789e0 


08-HAR 


08: 


57 


C8044B03C1000 














(13) 






















-PANASONIC 










-HEAD 


OFFICE - ***** _ 




201 


555 


1212- ********** 










(15) 






(14) 





Sample Individual Tranamlssion Journal (IND. XMT JOURNAL) 



(1> (2) 

*************** jjjpp JOURNAL. **************** jjA^g 08-HAR-1997 ***** TIHE 15:00 ************* 



(10) (11) 


DATE /TIHE 




08-HAR-1997 09:00 


(3) 


JOURNAL No. 




21 


(4) 


COHH . RESULT 




OK 


(5) 


PAGE(S) 




001 


(7) 


DURATION 




00:00-16 


(6) 


FILE No. 






(16) 


MODE 




TRANSMISSION 


(17) 


DESTINATION 




[01] / 555 1234 /j 


(18) 


RECEIVED ID 






(19) 


RESOLUTION 




STD 



*******•*****«**«**«***«**««,** — IffiAD OFF ICE 

(15) 



(13) 

-PANASONIC 
.******* _ 



201 555 1212- .********************* 



(14) 
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Explanation of Contents 

(1) Printout date 

(2) Printout time 

(3) Journal number 

(4) Communication result 



(5) Number of pages transmitted or 
received 



(6) File number 

(7) Duration of communication 

(8) Type of communication 



(9) Remote station identification 



(10) Communication date 

(11) Communication Start time 

(12) Diagnostic 

(13) Own LOGO 

(14) Own ID number 

(15) Own Character ID 

(16) Type of communication 

(17) Destination 



(18) Received remote station's ID 

(19) Resolution 



: "OK" indicates that the communication was successful. 
^BUS^ indicates that the communication has failed because of busy line. 
"STOP" indicates that STOP was pressed during communication. 
"M-OK" indicates that the substitute reception message in memory was not 
printed out. 

"P-OK" indicates that memory overflow or document misfeeding occurred while 
storing the documents into memory for transmission but successfully stored 
document(s) was sent. 

"R-OK" indicates that the Relayed XMT or Confidential Communication was 

successful. 

"3-dlglt Info Code" (see page 155) indicates that the communication has failed. 

: The 3-digit number is the number of pages successfully transmitted or 
received. 

When the documents are stored into memory, two 3-digit numbers will appear 
The first 3-diglt number represents the number of pages successfully 
transmitted. The second 3-digit number represents the total number of paoes 
that were attempted to be transmitted. 

: 001 to 255 (If the communication is stored into memory, a file number is 
assigned for each communication.) 

: "XMT" means Transmission 
"RCV" means Reception 
"POL" means Polling 
"PLD" means Polled 
"FWD" means Fax Foiward 

: Name : Recorded name in One-Touch or ABBR. Numbers or remote station's 
Character ID. 

2S number : Dialed telephone number (PIN code will not be shown) 
Number : Remote station's ID number. 



: For service personnel only 
: Up to 25 characters 

: Up to 20 digits 

: Up to 16 characters 

: Transmission or memory transmission 

; If a One-Touch or ABBR was used for the transmission: 

One-Touch or ABBR. No./relephone Number/Recoreted Name 

If not : Telephone number 
; Character ID/ID number 
: "STD" means standard resolution 

"FINE" means fine resolution 

"S-FINF means superfine resolution 
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Communication Journal (COMM. JOURNAL) 

The Communication Joumai (COMM. JOURNAL) lets you verify if transmission or polling was successful or 
not. You may select the printout condition (Off/Always/lnc. only) in Function 8-1 . or Fax Parameter No. 1 2. 

Sample COMM. JOURNAL 



************** _ COMM. JOURNAL ~ ***************** DATE 08-MAR-1997 **** TIME 15:00 **** P. 



01 



(1) 

MODE = MEMORY TRANSMISSION 



(2) 

START=08-HAR 14:50 



(3) 

END=08-MAR 15:00 





FILE N0.= 


050 


(4} 








(5) 


(6> 


(7) 




(8) 


(9) 


(10) 


STN NO 


. COM 


ABBR 


NO. 


STATION NAME/TEL NO. 


PAGES 


DURATION 


001 


OK 


<01> 




SERVICE DEPT. 


001/001 


00: 01'30 


002 


OK 


<02> 




SALES DEPT. 


001/001 


00: 01 '25 


003 


407 


<03> 




ACCOUNTING DEPT. 


000/001 


00: 01 '45 


004 


BUSY 


B 




021 111 1234 


000/001 


00:00'00 



*****#*********************^^^*^*,^^^ _ jjg^ OFFICE 

THE SLEREXE COMPANY UMTTED 

SAPORS UNB . BOOLE - DORSET . BH25 lER 
TBUPHMB Mou (94S 13) 51617 ■ -nuK 1234S6 



- PANASONIC - 
****** - 201 555 1212 - 



Our Ref. 350/PJC/EAC 



Dr. P.N. Cundall, 
"■'-I'no Surveys T.f-* 



18th January, 1972. 



'ociacions of print density 
cause the photocell to generate an analogous electrical video bi.gnai. 
This signal is used to modulate a carrier, which is transmitted to a 
remote destination over a radio or cable cooBBunications link. 

At the remote terminal, demodulation reconstructs the video 
signal, which is used to modulate the density of print produced by a 
printing device. This device is scanning in a raster scan synchronised 
with that at the transmitting terminal. As a result, a facsimile 

copy of the subject document is produced. 

Probably you have uses for this facility in your organisation. 

Youra sincerely. 



P.J. CROSS 

Group Leader - Facsimile Research 
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Journals and Lists 



Explanation of Contents 

(1) Indication of communication mode 

(2) Start time of communication 

(3) End time of communication 

(4) File number 

(5) Station number 

(6) Communication result 



(7) Abbreviated number or a martc 

(8) Recorded name in One-Touch, 
ABBR. or direct dialling number 

(9) Number of pages transmitted or 
received 



(10) Duration of Communication 



: 001 to 255 (When the communication is stored into memory, a file number 

i& assigned for each communication.) 
: Sequential number of the Stations. 
: "OK" indicates that the communication was successful. 

IIV^X" ^he communication has failed because of busy line 

-m SE. STOP was pressed during communication. 

M-OK indicates that the substitute reception message in memory was not 

printed out. ' 

"P-OK" indicates that memory overflow or document misfeeding occurred 
While storing the documents into memory for transmission but successfullv 
stored aocument(s) was sent. 

-R-OK" Indicates that the Relayed XMT or Confidential Communication was 

SU CCG SSTU J . 

"3-digit Info Code" (see page155)indicateslhatthecommuniM^^ 

inthiscase, the machine will print out the attached report with first page of vour 
document as shown on the previous page. ^ 

: B mark Indicates dialed by direct number dial. 



The 3-digit number is the number of pages successfully transmitted or 
received. 

^l'r«5f?iHT®"*«ara stored into memory,two3-digrtnumbers^^ 

!?P''®sents the number of pages successfully 
transmitted. The second 3-digit number represents the total number of pages 
that were attempted to be transmitted. ^ 
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Journals and Lists ^ 



One-Touch/Abbreviated and Directory Search List 

To print a One-Touch/Abbreviated Number and Directory Searcli List of the telephone numbers you have 
stored. 



1 



3 



4 



FUNCTION 





SET 





for One-Touch/ABBR. Number List 



for Directory Search List 



PRINT OUT 


(1-7)1 


ENTER NO. OR 


V A 1 



2:0NE-TCH/ABBR LIST? 
PRESS SET TO PRINT 



1 : ONE-TOUCH/ABBR . NO 
2: DIR. SEARCH 



* PRINTING * 

CHE-TOUCH, ABER. LIST 



• PRINTING * 
DIR. SEARCH LIST 
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J ournals and Lists 

Sample On«-Touch List 



*************** -ONE-TOUCH LIST- ****************** OATE 08-MAR-1997 ***** TIME 15:00 *** P. 01 



(1) 


(2) 




(3) 


ONE- 


STATION NAME 


TELEPHONE NO 


TOUCH 








<01> 


SERVICE DEPT. 


121 


555 1234 


<02> 


SALES DEPT. 


222 


666 2345 


<03> 


ACCOUNTING DEPT 


313 


333 3456 



NO. OF STATIONS =03 (4) 



r 



(5) 


(6) 


(7) 


(8) 


NETWORK 


RELAY 


RELAY 


ONE STN 


ADRS 


STN. 


ADRS 


XMT 


2000 


YES 


20 


DIRECT 


2001 


NO 


20 


DIRECT 


2002 


NO 


20 


DIRECT 



. J 

(see Note) 



OWN TELEPHONE NO. =12345678 (9) 
OWN NETWORK ADDRESS=1000 (10) 
NETWORK PASSWORD=9999 (11) 

(see Note) 



*******#*******#•*■ 



'"*•■•*•*** -HEAD OFFICE 



Sample ABBR. Number List 



*************** -ABBR. NO. LIST- ****************** 



-PANASONIC 
_ ***** _ 



201 555 1212- ********* 



(1) (2) 
ABBR STATION NAME 
NO. 



(3) 

TELEPHONE NO. 



[01] ENG. DEPT. 888 555 1234 

[02] PURCHASE DEPT. 999 666 2345 

[03] REGULATION DEPT 777 333 3456 

NO. OF STATIONS = 03 



OWN TELEPHONE NO. =12345678 (9) I 
OWN NETWORK ADnRESS=1000 (10) ' 
NETWORK PASSWORD=9999 (11) I 
■ J 

(see Note) 



DATE 08-MAR-1997 ***** TIME 15:00 *** P. 01 



{5} 


(6) 


(7) 


(8) 


NETWORK 


RELAY 


RELAY 


ONE STN 


ADRS 


STN. 


ADRS 


XMT 


3000 


YES 


30 


DIRECT 


3001 


NO 


30 


DIRECT 


3002 


NO 


30 


DIRECT 



(see Note) 



*♦****•*«•*,******», 



***************** OFFICE 



-PANASONIC 



_ ***** _ 



201 555 1212- •***♦*«♦* 



m 



4 1 (UUNF. FAX PARAMETER) is set to 'Valitt. 
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Journals and Lists <4 



Sample Directory Search List 



SEARCH LIST- ***************** DATE 08-MAR-1997 ***** TIME 15:00 *** P. 01 



(12) 


(2) 

STATION NAME 


(1) 
ABBR 


(3) 

TELEPHONE NUMBER 


I (53 

• NETWORK 


(6) 

RELAY 


(7) 

RELAY 


(8) , 
ONE STN ' 






NO. 








I ADRS 


STN. 


ADRS 


XMT I 


[A] 


ACCOUNTING DEPT 


<03> 


313 


333 


3456 


1 2002 


NO 


20 


DIRECT I 


[E] 


ENG. DEFT. 


[01] 


888 


555 


1234 


1 3000 


Ves 


30 


DIRECT [ 


EP] 


PURCHASE DEPT 


[02] 


555 


666 


2345 


' 3001 


NO 


30 


DIRECT • 


[R] 


REGULATION DEPT 


ro3] 


777 


333 


3456 


1 3002 


NO 


30 


DIRECT • 


ES] 


SALES DEPT. 
SERVICE DEPT 


<01> 
<02> 


121 
222 


555 
666 


1234 
2345 


1 2000 
' 2001 


YES 
HO 


20 
20 


DIRECT 1 
DIRECT ' 



(see Note) 



NO. OF STATIONS = 06 (4) 

OWN TELEPHONE NO. = 12345678 (9) 
OWN NETWORK ADDRESS = 1000 (10) 
NETWORK PASSVTORD = 9999 (11) 

(see Note) 



-PANASONIC 

„,*..,.,„,„»*^^^ OFFICE - ***** - 



201 555 1212 - ********* 



ffl 



Note: This information wili be printed if tf^e setting of Fax Parameter No. 40 (RELAYED XMT REQUESTi 
No. 4 1 (CONF. FAX PARAhAETER) is set to 'ValicT. 



or 



Explanation of Contents 

(1 ) One-Touch number or Abbreviated number 

(2) Station name recorded ir^ the nriachine 

(3) Telephone number recorded in the machine 

(4) Number of recorded One-Touch and ABBR. numbeie 

(5) Network Address 

(6) Relay Station 
{7) Relay Address 

(8) One Station XMT 

(9) Own telephone number 

(10) Own Network Address 

(11) Network Password 

{1 2) The first letter of station name recorded in your machine 



: <nn> = One-Touch number, [nn] = Abbreviated number 
: Up to 15 characters 
: Up to 36 digits 

: 4-digit 

: Yes/No 

: 2-digit 

: Relay/Direct 

: Up to 36 digits 

: 4-digit 

: 4-digtt 
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► Journals and Lists 



Program List 

To print a Program List of the Dialling Patterns that you have previously entered into the Program Keys. 



1 



FUNCTION 




PRINT OUT 


{1-7)1 


ENTER NO. OR 






3: PROGRAM LIST? 
PRESS SET TO PRINT 



3 



SET 



* PRINTING * 
PROGRAM LIST 



Sample Program List 



^****-k***ii*ii*** -PROGRAM LIST 


. ******************** DATE 08-MAR-1997 


***** TIME 15:00 *** P. 01 


(1) 


(2) 


(3) (4) 


(5) 




PROGRAM 


PROGRAM NAME 


TYPE TIMER 


ABBR.HOS. 




[PI] 


TIMER XMT 


XMT 12:00 


[01] 




[P2] 


TIMER POLL 


POLL 19:00 


[02] 




[P3] 


PROG. A 


POLL 


[01] [02] 




tP4] 


PROG. B 


ABBR/GRP 


[01] [02] [03] 










-PANASONIC 




*«*****««#««****■**♦**»****♦***»,**♦* -HEAD OFFICE 


_ ***** _ 


201 555 1212- ********* 



Explanation of Contents 

(1) Program key 

(2) Program name 

(3) Type of communication 



(4) Timer 



Up to 15 characters 

"XMT" indicates transmission. 
"POLL" indicates polling. 

"ABBR/GRP" indicates that the Program key is programmed as a group key. 
"ONE-TOUCH" indicates that the Program key Is programmed as a One-Touch 
key. 



: Indicates the starting time. 

-" indicates that the Program key contains "non-deferred" program. 

(5) Numbers recorded in the program : One-Touch/ABBR. numbers 
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Journals and Lists ^ 



FAX Parameter List 

To print out a FAX Parameter List: 



1 



FUNCTION 




PRINT OUT 


(1-7)1 


ENTER NO. OR 


V A 1 




4 : FAX PARA LIST? 
PRESS SET TO PRINT 



3 



SET 



* PRINTING * 

FAX PARAMETER LIST 



Sample FAX Parameter List 



PARAMETER LIST- **** **** d&tE 08-MAR-1997 ***** TIME 15:00 * 



(1) (2) 
PARAMETER DESCRIPTION 
NUMBER 

01 CONTRAST (HOME) 

02 RESOLUTION (HOME) 
04 STAMP <HOHE) 

/ 



(3) 

SELECTION 



(l:Norraal 2:Lighter 3:Darker) 

(l:St£Uidard 2:Pine 3:S-Fine) 
a:Off 2:011} 



99 MEMORY SIZE 



-HEAD OFFICE 



(4) (5) 
CURRENT STANDARD 
SETTING SETTING 



(512KB + 1MB) (6) 

-PANASONIC 
***** - 201 555 1212- ********* 



Explanation of Contents 

(1) Parameter 
number 



(2) Description : "(HOM E)" means home position 

setting. 

(3) Selection 



{4) Current setting : " — " indicates code or password Is 
not set. When the code or password 
is set, it is shown in parenthesis. 
When RCV To Memory Password Is 
set, nil is shown in parenthesis. 

(5) Standard setting : Factory preset standanJ setting 

(6) Memory sizes ; (Base memory + option memory) 
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► Journals and Lists 



Power Failure Report 

The UF-770 has a built-in rechargeable battery installed to retain the document information for up to 1 hour 
when a power failure occurs. 

However, if the battery system has problems, the document information might be lost. In this case a Power 
Failure Report will be printed automatically for each file separately, after the Power is turned ON again This 
report is not printed if there were no files in the memory. 



Sample Power Failure Report 


******•****•*«* -POWER FAILURE REPORT- ***************** datE 08-MAR- 


-1997 ***** TIME 15:00 *** P. 01 


POWER FAILtJRE OCCURRED 1 




FROM *** 08-MAR-1997 10:00 **• (1) 




TO *** 08-MAR-1997 15:00 *** (2) 




FOLLOWING FILE(S) HAS BEEN LOST. 




(3) (4) (5) (6) 

FILE NO. COMM. TYPE ABBR NO. STATION NAME/TEL NO. 


(7) 

PASES 


002 MEM. POLLED XMT 


003 


003 RCV TO MEMORY 


005 


015 MEM.DEF.XMT <01> SALES DEPT. 

<02> SERVICE DEPT 


000/003 
000/003 


018 MEMORY XMT <03> ACCOUNTING DEPT. 

& 021 111 1234 


005/005 
000/005 


-PANASONIC 




_HEAD OFFICE - ***** - 


201 555 1212- -*****T«* 



: 001 to 255. (When the communication for each 
communication) 



: a mark indicates dialed by Manual Number dialling 



: The first 3-digit number represents the number of page 
successfully transmitted. The second 3-digit number 
represents the number of pages stored in memoiy. 



Explanation of Contents 

(1 ) Power failure date and time 

(2) Power return date and time 

(3) File number 

(4) Communication type 

(5) Abbreviated number or S mark 

(6) Recorded name in One-touch, ABBR. or Manual 
Number dialling 

(7) Number of pages stored 
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Troubleshooting ^ 



If You Have Any of These Problems 



Mode 


Symptom 


Action 


page 


During Installation 


The display Is blinking 


Battery discharged completely. This may happen at first 
Installation. After setting the clock, the blinking will stop. 


25 




uocumcni uossn T 
feed/multiple feed 


1 . Check that your document is free of staples and paper 

dips, and that it is not greasy or torn. 

2. Check that your document is the right type to send through 
a fax machine by consulting the list on "Documents You 
Cannot Send". If your document has the characteristics 
listed, make a photocopy of your document and send the 
copy instead. 


39 


During Transmission 




3. Check that the document is loaded properly. 

4. Adjust the ADF Pressure Plate. 


40 
162 




Document jam 


The information code 031 will appear on the display if the 
document becomes jammed. 


159 




Does not stamp 


1 . Check If Stamp LED is lit. 

2. Check Fax parameter No. 04 and No. 28 settings. 


42 
35.36 




Stamp too light 


Replace stamp or refill ink. 


163 


Transmission Copy 
Quality 


venicai lines on ino 
transmitted document 


(-/necK own copy quality. It copy is OK, your machine has no 
problem, report to receiving party that they have a problem, if 
copy is NG, clean the Document Scanning Area. 


160 


Transmitted document 
is blank 


1 , Make sure the document is set face down. 

2. Check own copy qualfty. If copy is OK, your machine has no 
problem, report to receiving party that they have a problem. 
If copy is NG, clean the Docunwnt Scanning Area. 


1 Rn 




No recording paper 


The infomnation code 01 0 will appear on the display if the paper 
mns out. 


18 




Recording paper jam 


The infomnation code 001 , 002 or 003 will appear on the display 
if the paper gets jammed. 


158 




Recording paper 
doesn't advance into 
machine 


Make sure that there is nnnAr in thA Pflnar PaoeAHA Pniinu* 
the instmctions for loading paper. 


■1 D 

1o 


uunnQ nscsption 


Recording paper 
doesn't eject after 

nrinf inn 
pi III III ty 


Check to see if the recording paper is jammed inside of the 
machine. 


158 




Recording papers are 

not stacked in 
sequence. Machine 
does not print from the 
last page received. 


1 . Check if Fax Parameter No. 65 is set to valkJ. 

2. If memory becomes full during reception, the machine will 
startto print from the 1st page received. We recommend that 
optional memory is installed if this symptom occurs 
frequently 


38 

170 




Document auto 
reduction doesnt work 


Check Print Reduction settings. 


61 




Out of toner 


The infomiation code 041 will appear on the display if the Toner 
Cartridge runs out of toner. 


16 
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► Troubleshooting 



Mode 


Symptom 


Action 


page 




Vsrtical iinAS nrintinn 

V ^1 iiv^ai III |j| IP nil |u 

on the received 
document 


Printout a .IrvtimAl mnnrt /o n Pi IWPTI(~iM r i ar,A ctrr\ nr^A 

check quality to make sure if your machine has trouble or not. 

If Joumal report quality is OK, your nnachine has no problem, 
report to sending party that they have a problem. 

If CODV is NG reolace the Tonnr C^tinrina 


■4 A 4 

141 

1 D 


Print Copy Quality 


Fuzzy print 


1 Make sure you are using the correct paper for the best 
2. Try reversing the recording paper to the other side. 


168 




Missing dots or 
lines/inconsistent 
darloiess within print 


1 . Make sure you are using the correct paper for the best 
possible print quality 

2. Replace the Toner Cartridge. 


168 
16 


Print Copy Quality 


Fading print 


The Toner Cartridge may be running out of toner. Replace the 
Toner Cartridge. 


16 


Faint print 


You may need to choose a different paper for the best possible 

print quality. 


168 




No dial tone 


1 . Check the connection of the telephone line. 

2. Check the telephone line. 


164 


mi ml t^ati ah 


No auto answer 


1 . Check the connection of the telephone line. 

2. Check the Receotion mode setllna 

3. Check if machine is printing a report, (e.g.: Transaction 
Joumal, Fax Parameter List). 

If machine is printing a report, machine cannot receive until 
printing is completed. 

4. If the printed document is the final Transaction to print the 
Transaction Joumal automatically, machine will usually print 
the Transaction Joumal automatically after printing out the 
document. In this case, the machine cannot receive until the 
Transaction Joumal has been printed. 


164 

60 




Cannot transmit or 
receive 


An Infonnation code will be shown on the display Refer to the 
infonnation code table to find out the trouble. 


155 


No UnH Operation 


No unit operation 


To reset the machine, turn-off the PowerSwitchforafew second 
then turn-on again. 


21 
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Troubleshooting ^ 



Information Codes 

When something unusual occurs, the display may show one of the Information Codes below These will help 
you to identify and correct the problem. 



Info. 
Coda 


Meaning 


Action 


Paae 


001/002 


Recording paper jam. 


Remove jammed paper. 


158 


010 


No recording paper. 


Load the paper. 


18 


Oil 


Recording Paper Cassette is not installed properly. 


Install the Recording Paper Cassette. 




017 


Incorrect paper size loaded In the Paper Cassette. 


Load the Paper Cassette with proper paper 
size(A4, LRTorLGL). 


18 


030 


Document misfeeding. 


1 . Reload the document properly. 

2. Remove document jam. 

3. Adjust ADF. 


40 

159 
162 


031 


Document paper is too long or jammed. 
Document length exceeds 2 meters. 


1 . Reload the document property. 

2. Remove document jam. 


40 
159 


041 


Out of toner. 


Replace the Toner Cartridge. 


16 


045 


Toner Cartridge is not installed. 


install the Toner Cartridge. 


16 


060 


Printer Cover is opened. 


Close the Printer Cover. 




061 


ADF Door ^Document Rntiirn AitiriA^ is nnan 

r > v r H wi ^ WWII 191 1 iVHJt f 1 1 lO Vvwl !■ 


OIOS6 tne AUr Door. 




063 


Jam Access Cover 1 (Optional 2nd Feeder Unit) is 

open. 


Close the Jam Access Cover 1 . 




064 


Jam Access Cover 1 fOntional ^rri FAariar iinii\ ie 

open. 


uiose tne Jam Access Cover 1 . 




400 


During initial handshake, receiving station did r>ot 
respond or communication error occurred. 


1 Check with nttinr narfu 

1 . wl rwwffx Willi UIIIOI UCIIiy. 

2. Reload tfw document and send again. 




401 


Remote station required a Receiving Password to 
receive the document. 

Remote station does not have Confidential Mailbox. 


Check the remote station. 




402 


During initial handshake, communbation enor 
occurred. 


Reload the document and send again. 




403 


No polling capability at the remote side. 


Ask remote skle to set "POLLED=ON". 




404/405 


During initial handshake, communicatton error 
occurred. 


Rek)ad the document and send again. 
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► Troubleshooting 



Info. 
Code 


Meaning 


Action 


Page 


406 


Transmission Password does not match. 
Receiving Password does not match. 
Received from an unauthorized station in Selective 
Reception mode. 


Check the password or the telephone number 
In One-Touch or Ak)brevlated station. 


111 

llo 

114 


407 


No conflmiatlon from the receiving station for the 
previous page sent. 


Wait a few minutes and send again. 


-- 


408/409 


Remote side confirmation of previous page is illegible. 


wvaii d itjw iiiiiiuies ana seno again. 




411 


Polling password does not match. 


Check polling password. 


67 


412 


No data from the transmitting side. 


Check with the other party. 


- 


414 


Polllna oassword does not matrh 


Check polling password. 


67 


415 


Polllna transmission error 

will lU M Wl ■ IHpVl^pl * wl 1 ^#1 m 


Check polling password. 


67 


416/417 
418/419 


Rscoivfid data has too mani/ Armra 


uneck with the other party. 




420 


Machine goes to receiving mode, but receives no 
command from the transmitting side. 


1 . Remote skie mlsdlal. 

2. Check with the other party. 




422/427 


Interface Is incompatible. 


Check with the other party. 




430/434 


Communication error occurred while receiving. 


Check with the other party. 


-- 


436/490 


Received data has too many errors. 


Check with the other party. 




456 


• Unit received a confidential document or was 
requested to be polled of a confidential document 
under any of following conditions. 

1 ) Memory does not have enough space to receive 
the confidential document. 

2) Confidential Mailbox file is full. 

3) While printing received document. 

• Unit was requested to relay a document. 


1 . Printout File List then check the contents. 

2. Wait a moment until finishing the printing. 


76 


492/493 
494 


Communication error occurred while receiving. 


Check with the other party. 




495 


Telephone line disconnected. 


Check with the other party. 
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Troubleshooting ^ 



Info. 
Code 


Meaning 


Action 


Page 


540/541 
542 

543/544 


Communication enor occun«d wliile transmitting. 


1. Reload the document and send again. 

2. Check with the other party. 


- 


550 


Telephone line disconnected. 


Check with the other party. 




552/553 

CCA /c ee- 

554/555 


Communication enor occurred while receiving. 


Check wHh the other party. 




560 


Sub-address transmission to a unit that has no 
Sub-address function. 


Check the remote station. 


138 


581 


Sub-address Password transmission to a unit that 
has no Password Sub-address function. 


Check tfie remote station. 


138 


601 


ADF Door was opened during ADF transmission. 


Close the ADF Door. 


159 


623 


No document was on the ADF. 


Reload the document and send again. 


— 


630 


Radial was not successful due to a busy tine or no 
response from the called station. 


Reload the document and send again. 




631 


During dialling, STOP was pressed. 


Reload the document and send again. 




634 


Redial was not successful due to a busy line or no 
response from the called station. 


Reload the document and send again. 


- 


638 


Power failure occurred during the communication. 


Check the power cord and plug. 


20 


870 


Memory overflow occurred white storing 

uwwuiiiVllLa llllV IllOIIIUly lUI lICUlSflnioSIQria 


Transmit documents without storing into memory. 

Order additional memory option. 


51 
169 


879 


Memory overflow occuned while receiving 
documents into memoiy. 

Receiving documents with data that is greater than 
the memory size. 


1 . Check recording paper and toner cartridge. 

2. Install Optional Memory Card. 


16 
18 


975 


DRAM parity error. The document inlonnation in 

memory is lost. 


1 . Unit will print out a Power Failure Report. 

2. Resend the lost document. 


152 
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► Troubleshooting 



Clearing a Recording Paper Jam 



If the recording paper becomes jammed in the machine, the display will show an Information Code 001 or 
002. 



To clear the Jam, Info. Code 001 




To clear the Jam, Info. Code 002 




0 Open the Printer Cover. 

© Remove the jammed paper. 

^ Slide out the Paper Cassette. 

® Remove the jammed or wrinkled paper and 
reload the recording paper into the paper 
cassette. 

Caution: Make sure that the paper is set under 
the clips of the Paper Cassette. You 
can load about 250 sheets with 
standard weight paper (20 lb. or 75 
g/m^). For paper specification see 
page 168 



® Open the Printer Cover. 
® Remove the Toner Cartridge, 
d) Remove the jammed paper. 



m 



Note: The Recording Paper Jam message display is reset only by opening and closing of the Printer Cover. 
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Troubleshooting ^ 



Clearing a Document Jam 

If a document becomes jammed in the machine, the display will show the Information Code 031. 

0 Open the ADF Door. 



1 




(D Remove the jammed document. 



8 
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► Troubleshooting 



Cleaning the Document Scanning Area 

If the receiving party reports that the received documents were black, or contained black lines try making 
a copy on your unit to verify. If the copy is black or has black lines, the document scanning area is probably 

dirty and must be cleaned. 

Open the ADF door. 




Wipe the Scanning Area gently with a soft cloth 
gauze wet with ethyl alcohol. Be sure to use a 
clean cloth, the scanning area can be easily 
scratched. 
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Troubleshooting ^ 



Cleaning the Printer Roller 

If you find toner on the back of the recording paper, the printer roller in the fuser unit is probably dirty. 
To clean the printer roller 

1 FUNCTION ( 7 




SET MODE (1-6) 
ENTER NO. OR V A 




SET 



Machine will print out 3 pages of the Cleaning Chart. 



PLEASE WAIT FOR 
PRINTOUT TEST CHART 



<PR1NTER ROLLER CLEANING CHART> 

HOW TO LOAD CLEANING CHART 
l.OPEN THE PAPER CASSETTE 

(If multiple cassette configuration, i. open the UPPER PAPER CASSETTE) 
2. SET THESE 3 CLEftNING CHARTS IN THE CASSETTE FACE UP 

3. CLOSE THE PAPER CASSETTE 

4. UNIT WILL START CLEANING THE PRINTER ROLLER AUTOMATICALLY 

5. DISPOSE CLEANING CHART 




SET THIS END TOWARDS THE RIGHT, FACE UP *** 



After printing the Cleaning Charts, the following message 
will appear. 

Slide out the paper cassette from the machine. Then, load 
the Cleaning Charts into the cassette face up. (See Note) 

Close the paper casette. Machine will automatically feed 
out the charts in order to clean the printer roller. 



LOAD CHART IN PAPER 
CASSETTE PACE UP 



* CLEANING * 
PRINTER ROLLER 



I 



m 



Note: If you have installed the optional 2nd cassette, load the Cleaning Chart into the upper cassette. 
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► Troubleshooting 



Adjusting the Automatic Document Feeder (ADF) 

If document misfeeding occurs frequently, we suggest you to adjust the ADF. 
To adjust the ADF, 




Pull the blue Pressure Adjusting Lever upward and 
slide It to the desired position depending on the 
condition. 



Position 


Condition 


1 


To preverit no feed trouble 


2 


Standard position 


3 To prevent multiple feed trouble 
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Troubleshooting ^ 



Verification Stamp 

The Verification Stamp contains ink. When the stamp mark appears faded or hard to see, the stamp should 
be replaced or refilled with ink. 

Open the ADF door. 




® Remove the Stamp Assembly upward. 

® Remove the Stamp. Replace the stamp with 
a new one or refill the stamp with a few drops 
of the specified ink into the back of the 
stamp. 



8 



m 



Note: Please contact your local Panasonic dealer to purchase a new stamp. Seepage 170 for older number. 
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► Troubleshooting 



Checking the Telephone Line 

When you do not hear a dial tone through the telephone connected to the machine or when the telephone 
does not ring (No automatic receive). 



1 



Unplug the Telephone Line Cord from the 
telephone jack that was supplied by the 
telephone company. 





Plug a different regular telephone into the same 
telephone jack. 




Check for dial tone through the handset. If 
there is still no dial tone, report it to your local 
telephone company, 
or 

Call from another telephone to this number. If 
the telephone does not ring, report it to your 
k)cal telephone company. 
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Specifications <4 



Compatibility 
Coding Scheme 

Modem Type 

Modem Speed 

Document Size 

Document Thickness 
ADF Capacity 

(Automatic Document Feeder) 
Scanning Method 
Effective Scanning Width 

Scanner Resolution 

Recording Method 
Recording Paper 
Recording Paper Size 
Printer Resolution 



ITU-T/CCITT Group 3 



MH, MR, MMR 

(Confomis to ITU-T/CCrTT Recommendations) 

ITU-T/CCITT V.I 7. V.33, V.29, V.27 ter and V.21 for UF-770 
ITU-T/CCITT V.29, V.27 ter and V.21 for UF-550 

14400 - 2400 bps for UF-770 
9600 - 2400 bps for UF-550 

Max. : 280 mm x 2000 mm 

(with operator's assistance) 
Min. : 148 mm X 128 mm 

Single sheet : 0.06 mm (45 g/m2) to 0.15 mm (112 g/m^) 
Multiple sheets : 0.06 mm (45 g/m^) to 0.12 mm (75 g/m^) 

Built-in, up to 50 sheets for UF-770 
up to 30 sheets for UF-550 

Sheet Feeding with CCD type image sensor 



252 mm for UF-770 
212 mm for UF-550 



Horizontal : 8 pels/mm 
Vertical : 3.85 lines/mm 
7.7 lines/mm 

15.4 lines/mm : Transmission only 



Laser printer 
Plain Paper 



Letter, A4 or Legal 



406 X 391 dpi 
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► Specifications 



Effective Recording Size 



Letter : 208 mm x 271 mm 
A4 : 202 mm x 289 mm 
Legal : 208 mm x 348 mm 



Print Margin 




4 mm 



4rTvn 



4 mm 



Recording Paper Capacity Approx. 250 sheets (using 75 g/m^ paper) 
One-Touch/Abbreviated 100 stations for UF-550 

Dialling Memory Capacity (including 24 One-Touch keys and 4 Program keys) 

140 stations forUF-770 

(including 32 One-Touch keys and 8 Program keys) 

Each station can register up to 36 digits for each telephone number 

(including pauses and spaces) and up to 15 characters for each station 

name 



Image Memory Capacity 





UF-550 


UF-770 


Base Memory 


12 pages 


70 pages 


with 1 MB Memory Card 


97 pages 


155 pages 


with 2 MB Memory Card 


177 pages 


235 pages 


with 4 MB Memory Card 


347 pages 


405 pages 


with 8 MB Memory Card 




740 pages 



(8 MB Memory Card is available for UF-770) 
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Specifications M 



Power Supply 
Power Consumption 



Dimensions 
Weight 

Operating Environment 



180 - 264 VAC, 47 - 63Hz. Single Phase : 200 V version 
(90-138 VAC, 47 - 63Hz, Single Phase : 100 V version) 

Standby : Approx. 8Wh (100 V version) 
11Wh(200Vvereion) 
(UF-550/770 Power Saver Mode : On) 
: Approx. 48Wh 

(UF-550 Power Saver Mode : Off) 
: Approx. 84Wh 

(UF-770 Power Saver Mode : Off) 
[Room temperature : 25*'C] 
Transmission : Approx. 20W 
Reception : Approx. 460W 
Copy : Approx. 460W 

Max : Approx. 460W 

[UF-550/770] 

430 mm (W) X 415 mm (D) x 280 mm (H) 
(excluding Projections and optional Paper Cassette) 

Approx. 15 kg 

(excluding consumable supplies and options) 



Temperature 
Relative Humidity 



:10to35X 
: 15 to 70% 
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► Recording Paper Specifications 



In general, most photocopy papers will also work very well. There are many "name" and "generitf" brands of 
paper available. We recommend that you test various papers until you obtain the results you are looking for. 

The following table summarizes the major specifications to consider when selecting white or colored paper. 

Basic Weight 60 to 90 g/m^ 

Cut Edge Conditions Cut with sharp blades, no visible frayed edges 

Grain Long grain 

Moisture Content 3.7% to 5.3% by weight 

Opacity 88% minimum 

Packing Polylaminated moisture-proof ream wrap 

Sizes A4 : 210 mm x 297 mm 

Letter : 216 mm x 279 mm 
Legal : 216 mm x 356 mm 

Type Cut sheet (No curted) 



m 



Note: It is possible that paper could meet all of the specifications fisted atmve and stifi not print well because of 
the variations in paper manufacturing. Therefore, we recommend that you test paper thoroughtv before 
purchasing. 
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Options and Supplies ^ 



Ptease contact your local Panasonic dealer for availability. 
A. Options: 



Order No. 


Picture 


Description 


Available 
Models 


UE-403117 






Handset Kit 


UF-550 


UE-404053 




Parallel Port Interface Kit 
(Used for Printer or PC Interface) 


UF-550 


UE-404058 


UF-770 


UE-404056 


1 






V.24/Encryption Interface Kit 


UF-770 


ut-4uyooi 
or 

UE-409057 






250 sheets Letter / Legal / A4 Size Paper 
Cassette with the Feeder Unit 


UF-550 


UE-409057 




UF-770 


UE-409056 




500 sheets Letter / Legal / A4 Size Paper 
Cassette with the Feeder Unit 


UF-770 


UE-4 10006 




Expansion 10 Mennory Card, 1 MB 


UF-550 
UF-770 


UE-410007 


Expansion IC Memory Card, 2 MB 


UE-410008 


Expansion IC Memory Card, 4 MB 


UE-410029 


Expansion IC Memory Card, 8 MB 


UF-770 


UE-403125 




72 hours battery back-up option l<it 


UF-770 



9 



Hote: For some countries, the handset may not be available because of the country's regulation or specification. 
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► Options and Supplies 



B. Supplies: 



Order No. 


Picture 


Description 


Available 
IModels 


FX-13-2P 




Verification Stamp 


UF-550 
UF-770 


UG-3313 




Toner Cartridge 


UF-550 
UF-770 
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Options and Supplies -4 



Installing Memory Card 

Before installation begins, make sure that there is no document file stored in the memory. You may confirm 
by print out a File List (see page 76). When the nr>emory card is installed, the machine will initialize the 
document mermr/, all contents stored in the document memory will be tost. 



1 



(D Turn the Power Switch to the "O" (OFF) position 
located in the rear of the nnachine. 

(D Open the ADF Door 




0 Insert the Memory Card into the card slot with the 
Panasonic logo facing to the rear. 

(g) Close the Transmitting Cover 



Turn the Power Switch to the T (ON) position. Print out the Fax Parameter List (see page 15i; 
and confirm the memory size on Fax Parameter No. 99. (see page 38) 



m 



Note: The (iocument(s) stored in memory will t>e lost if the memory card is removed. 
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► Glossary 



ABBR. No. The ability to store full phone numbers into the dialer and then utilizing a 

(Abbreviated Number) short series of keystrokes to speed dial that number in the future. 

ADF The mechanism that delivers a stack of document pages to the scanner 

(Automatic Document Feeder) one page at a time. 

Automatic reception The mode that allows you to receive fax documents without user 

inten^ention. 

Auto print reduction The method of automatteally reducing a received document so that It can 

be printed onto a standard size piece of plain paper. For example, your 
machine will reduce an incoming legal size page to 75% of its original size 
so It could fit on a letter size page. 

The amount of data that is transmitted over the phone line. Your machine 
can start at each Max. Modem speed and automatically steps down to 
suitable speed depending on the phone line condition and the receiving 
machines capabilities. 

(Max. Modem Speed UF-550: 9600 BPS / UF-770: 14400 BPS) 

Consultative Committee on International Telegraph and Telephone. This 
organization has presently developed four groups of industry standards 
that insure facsimile compatibility. 

An industry standard document that allows comparisons of the 
transmission speeds and capabilities of facsimile machines. 

A programmed propnetary code name that altows up to 1 6 alphanumeric 
characters identifying your facsimile machine. 

The keys that are used to enter letters and symbols for various 
programming functions. 

The data compression method used by facsimile machines. Your machine 
utilizes Modified Huffman (MH), Modified Read (MR), and Modified 
Modified Read (MMR) coding schemes. 

COMM. JOURNAL Refers to either the Communication Journal, Relay Transmission Report, 

or the Confidential XMT Report. 

Confidential communication in a network of facsimile machines, a code can be entered to retrieve a 

document that is stored in memory of a designated relay station. 

Confidential XMT Report The report that gives you information about the transmission of a 

confidential document(s) to a relay station. 

CONTRAST Signifies the scanning sensitivity in terms of lightness and darkness of 

your original transmitting pages. 

Cover Sheet A Fax Cover Sheet can be attached to your transmit document(s) that 

shows the recipient's name, originator's name and number of pages 
attached. 



BPS 

(Bits Per Second) 



C.C.i.T.T. 

CCITT Image No.1 
(ITU-T/CCITT) 

Character ID 
Character Iceys 
Coding sciieme 
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Glossary ^ 



ODD 

(Direct Distance Dialling) 
Deferred polling 
Deferred transmission 
Department Code 



Direct Dialling 
Directory Searcli Dialling 
Directory Sheet 
DTMF 

(Dual Tone IMultl-Frequency) 
ECM 

(Error Correction Mode) 
End receiving station 
FAX Access code 

FAX Forward 

FAX Parameter List 

File 

File Transmission 

Fixed print reduction 

FUNCTION 

G3 mode (Group 3) 



A telephone service that allows unassisted dialling, no operator 
assistance is required. 

The ability to retrieve documents from other stations at a later time. 

The ability to send documents to other stations at a later time. 

This operation require the user to input a preset 4-digit Department Code 
before transmission. The Department Name of selected Department 
Code Is printed on the IHeader of each page sent, Cover Sheet, COMM. 
Journal and Individual Transmission Joumal. 

The method of dialling where you enter the entire telephone number 
through the keypad. 

Allows you to dial a full telephone number by searching the station's name 
entered in the One-Touch keys or Abbreviated dialling numbers. 

The list that contains the statton names that are programmed into your 
unit. 

Dialling method that sends a different set of frequencies for each digit of 
the telephone keypad. Commonly refers to touch tone Dialling, 

The ability to correct transmission enx}rs as detected during the 

transmitting phone call. 

In a relay networic, the final station designated to receive the document. 

A 4-diglt programmable code that prevents unauthorized operation of your 
Fax. 

The ability to fonward all incoming faxes to the station registered In the 
ABBR. No. [00]. 

The list that contains the home FAX parameters settings that you have 

programmed into your machine. 

A task that has been stored into the memory of your unit. Examples are 
deferred transactions. 

A feature that allows you to store a perpetual File (until it is erased) in the 
memory that can be sent to a single or multiple stations repeatedly. 

The method that allows you to determine one reduction rate, such as 75%, 
for all Incoming documents. 

The control panel key that will be utilized to begin an operation or 
configuration of a feature. 

Refers to the standards and transmission capabilities of the current 
generation of facsimile machines. 
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► Glossary 



Group dialling 

HALFTONE 

Handshaking 

Header 

ITU-T 
ID 

Image memory capacity 

Individual TVansmlsalon 
Journal 

Information code 

Initial sending station 

Journal 

Keypad 

LCD 

LOGO 

Multiple Logo 
Manual reception 

Memory transmiasion 

Modem 
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The ability to program many telephone numbers into a single station so 
that many locations can be dialed in sequence utilizing a single lceystrol?e. 

A scanning technique to distinguish levels of gray from blacl< and white. 
Your machine can detect up to 64 levels of gray in halftone mode. 

The exchange of a group of control signals that communicate between the 
transmitter and receiver. These signals determine the condition at which 
communication can occur. 

A row of information that is transmitted by the sending machine and printed 
on the top of each page by the receiving unit. This identifies the 
transmitting unit and information about the transmission j such as time and 
date. 



International Telecommunication Union - Telecommunication 
known as C.C.l.T.T. 



A programmable address of up to 20 digits identifying your machine. 

This signifies the amount of memory available in your unit capable of 
storing pages of documents. All page units of measure are based on the 
ITU-T Image No.1. 

A report that is printed by the transmitting unit stating Infomnation 
regarding the last document transaction. 

A code that is internally generated by your Fax stating a specific 
operational error or machine failure. 

In a relay networic, the station that is originating the document 
transmission. 



A report that is printed by your unit listing the last 100* transmitting and 
receiving transactions. (* UF-550 : last 32 transmitting) 

A group of nunieric keys located on your control panel. 

Liquid Crystal Display The display area of your machine. 

Your programmed company name or identification up to 25 alphanumeric 
characters. 



The user can select one of 25 preset LOGOs before a transmission. 

A mode that requires operator Intewention to receive an incoming 
document. 



The documents are scanned into memory before actual connection to the 
phone line for transmission. 

A device that converts signals from your fax machine into signals that can 
be transmitted over telephone lines. 



Glossary 



Multi-station transmission 

Multi-file transmission 

Network address 

Network password 

Off-hook dialling 

OIUIR-XMT 

On-hook dialling 

One-Toucli dialling 
Overlap Printing 

Panaaonic Super Smoothing 

Polling 

Polling password 
Power Failure Report 
Power Saver Mode 

Print Collation 

Prkit reduction modea 

Program keys 

PSTN 

Recehring password 



The ability to broadcast the same set of documents to a programmed 
numt)er of locations. 

The ability to store many fifes Into your machine's memory before actual 
telephone connection occurs. 

An individual 4-digit addressing number assigned to a One-Touch/ 
Abbreviated number that Identifies a particular station In a relay network. 

A 4-digit password assigned to a network address to prevent unauthorized 
stations from accessing a relay station. 

The direct dialling of a telephone number with the handset out of the cradle 
or 'off the hook." 

Is used to transmit to a system, such as Fax Server, that has OMR Sheet 
reading capability. 

The dIfBCt dialling of a telephone number with the handset In the cradle or 
"on the hook." 

The ability to dial an entire telephone number by pressing one key. 

Documents too long to be reduced are automatically printed on two pages 
with approximately 10 mm overlap. 

An electronic Image enhancement (Panasonic Super Smoothing) that will 
create a particular pattem for the improvement of copy quality. 

The ability to retrieve a document from another facsimile machine. 

A 4-digit programnned code that enables the security of a document being 
polled. 

A report that contains information on the last transaction that took place 
during a power outage. 

To reduce the power consumption of the machine in standby, select the 
time period to turn OFF the high temperature fuser unit when the printer 
is idle. 

The ability to stack received documents In the con^ct order. 

The methods used to determine how an Incoming document will be 
reduced to print onto the paper loaded in your machine. 

Keys that are defined for storing a sequence of stations to be dialed or 
polled. 

Public Switched Telephone Network. Networic of Interconnected switching 
equipment and transmission facilities. 

A 4-digrt password that is checked before a document Is received. 
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► Glossary 



Relay station 

Relay network 
Relay Transmission 

Relay lYansmlsslon Report 

Relay address 

RESOLUTION 

Selective reception 

Station name 

Stored documents 

Sub-address 

Sub-address Password 

Substitute memory reception 

Transmission reservation 

Transmission password 
User parameter 

Verification stamp 

View Mode - File List 
View Mode - Journal 



A certain type of facsimile machine that can store and forward documents 
to an end receiving station and/or a relay station in another relay networl<. 
Your machine can not be used as a relay station. 

A group of facsimile machines that communicate via a relay station. 

Sending a document to a relay station, which in turn, sends the document 
to the end receiving station. 

A report that contains infomnatlon regarding the last document 
transmission to a relay station. 

A 2-digit code that identifies your machine is programmed in a relay 
network. 

Relates to the number of dots scanned or printed per certain square. The 
quality of the image increases as the number of dots per certain square 
increases. 

A function that can be set so that your unit will receive from only those 
machines programmed into your dialer. 

Alphanumeric ID which can l^e programmed for each One-Touch dialling 
and Abbreviated dialling number. 

Documents that have been scanned and now are stored in your machine's 
memory. 

ITU-T recommendation for further routing, fonArarding or relaying of 
incoming faxes. 

ITU-T recommendation for additional security that corresponds to the 
Sub-address. 

Your machine's ability to store an incoming document into its memory, 
when it runs out of recording paper or toner. 

The ability to preset a telephone number so that you may resewe a 
transmission while your unit is performing another function. 

A 4-digit password that is checi<ed when a document is transmitted. 

Programmed parameters that provide information to other stations. 
Examples are logo, character ID, date and time. 

A user selectable transmission verification stamp can be placed or 
scanned documents that are successfully transmitted or stored in 
memory. 

Allows you to view the brief contents of the memory files through the LCD 
display without having to print the Memory File List 

Allows you to view the brief contents of the journal through the LCD display 
without having to print the journal. 
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INDEX 



A 

ABBR. Number List 148 

Abbreviated Dialling Numbers 29 

ADF Capacity 166 

Automatic Document Feeder 40 

Automatic Reception 60 

Automatic Reduction 61 

c 

Character ID 27 

Character Key 10 

Communication Journal (COMM. JOURNAL) 43, 145 

Confidential Code 117 

Confidential Communication 117 

Confidential Mailbox 117 

Contrast 41 

Copy 64 

Cover Sheet 89 

D 

Date and Time 25 

Deferred Polling 66 

Deferred Transmission 70 

Department Code 98 

Diagnostic Password 37 

Dialling Method (Tone or Pulse) 23 

Dimensions 167 

Direct Transmission 51 

Direct Transmission Reservation 58 

Directory Search Dialling 54 

Directory Sheet 33 

Distinctive Ring IDetection 88 

Document Jam 159 

Document Misfseding 162 

Document Size ■ 165 

Document Thickness 165 

Document Tray 14 

DualAr^ess 57 

E 

Edh File Mode 76 

F 

Fax Access Code 84 

FaxFon/i/ard 93 

Fax Parameter List 151 

Fax Parameter Table - 35 

RIeList 76 



File Transmission 94 

Fixed Reduction 61 

Rash 11 

Function Key List 8 

G 

Group Dialling 73 

H 

Halftone 42 

Header Format 35 

Header Print 35 

I 

ID Number 28 

Image Memory Capacity 1 66 

Incomplete File 36 

IND.XMT JOURNAL 142 

Information Codes 155 

Initial Sending Station 128 

J 

Journal 141 

K 

Key/Buzzer Volume 35 

L 

Loading Documents 39 

LOGO 26 

M 

Memory Card 169, 171 

Memory Transmission 44 

Monitor Volume 24 

MuKi-Station Transmission 50 

Multiple LOGO 107 

N 

Network Address 131 

Network Password 131 

o 

Off-Hook Dtalling 55 

OMR-XMT 91 

On-Hook Dialling 56 

One-Touch Dialling Numbers 29 

One-Touch Keys 29 

One-Touch List 148 

Operating Environment 167 

Overtap Printing 62 

Own Networtt Address 131 
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Own Telephone Number 131 

P 

Paper Specification ig 

Password Reception 112 

Password Transmission 112 

Pause 

Polling 

Polling Password qj 

Power Consumption 1g7 

Power Failure Report 152 

Pressure Adjusting Lever 132 

Print Collation gg 

Print Margin Igg 

Print Reduction 

Print Reduction Ratio gl 

Priority Transmission Reservation 58 

Program Keys jq 

Program List igg 

R 

Receive To Memory gg 

Received Time Print 35 

Receiving Password 114 

Recording Paper Jam 158 

Recording Paper Specification igg 

Redlal gg 

Reduction Ratio gi 



Relay Address 

Relay Network 

Relay Station 

Relay Station Parameter 

Relay XH4T Report (COIMM. JOURNAL) 

Result Report 

Retry Incomplete File 

Ringer Volume 

s 

Scanner Resolution ' 

Selective Reception 

Sub-address Password 

Sub-addressing 

Substitute Memory Reception 

T 

Timer Controlled Communications 

Toner Cartridge 

Transmission Password 

Transmission Reservation 

u 

User Parameters 

V 

Verification stamp 

W 

Weight 
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